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   Srl

Sede Legale

Headquarter

Via Milano, 3   21020   Ternate (VA) Italy

Uffici

Office

Via Milano angolo Via Venezia,  22060 Cabiate (CO) Italy

Tel. +39  031  6122171  -  +39  031  756748  

Fax +39  031  756748

info@ett-led.com                                     info@ett-led.com                                     

www.ett-led.com

    Strutture di Gruppo

                    Group facilities

Showroom   -  Punti Vendita

Showrooms  - Sales Point

Via  Milano angolo Via Venezia,   22060  Cabiate  (CO) Italy

Via  G. Berchet, 2  56010  Ghezzano  Pisa   (PI) Italy

Via  di  Dozza, 44  40023 Castelguelfo di Bologna (BO) Italy

Via  Lazio, 26   60035  Jesi (AN) Italy

Produzione - Progettazione

Manufacture - Project Engineering

Via  Lavoratori  Autobianchi,  22F  20832  Desio  (MB)  Italy
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Cabiate  ( CO ) Desio ( MB )

Storia e Esperienza del Gruppo

Group History and Esperience

2 Strutture LED Lighting  localizzate in Italy

2 facilities LED Ligthing   located across Italy

ETT Srl e STEALTH LIGHT     dal 2008

Il Gruppo si avvale di uno staff tecnico  con esperienza decennale nel settore dell'illumiinotecnica ,

dalla elettronica Home&Cars alla lavorazione meccanica applicata nella realizzazione delle strutture  

metalliche e dei profilati in alluminio.

La  costante  crescita  della richiesta di nuovi prodotti esclusivamente a LED  porta  lo staff tecnico

a  progettare,  sviluppare  continuamente   nuovi  apparecchi  e  soluzioni con tecnologia a LED.

Garantire l'efficienza  luminosa  è  l'obbiettivo primario,  conseguito  attraverso una  accurata scelta 

delle materie prime, nella cura dei dettagli, nel design estetico e nell'uso di LED innovativi e sempre

più performanti , oltre che di alta qualità.

L'obbiettivo è  la  durata  nel  tempo  degli  elementi  illuminanti a  LED per ridurre i costi d'esercizio

risparmio energetico e mantenere alto il livello per il rispetto dell'ambiante.

ETT Srl  and STEALTH LIGHT   was founded in  2008

The technical  Staff Group  with twelve years of esperience operates in the Illuminating engineering,

Home & Cars electronics and mechanical manufactures

The decrise and costant  demand for new products , devices  and solutions for enlightenment using 

exclusively LED technology.

Guarantee  brilliance  efficiently  is  for  us  a  paramount objective, achieved through and accurated 

selection of  raw  materials,  our care  to details, asthetic design and by the use of cutting-edge and 

high-class LEDs.

All of that  is for us a guarantee of excellence and durability of our products that leads abatement of 

operating cost, energy conservation and respect for the enviroment.
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Punti  di  Vendita :

Sales Point organization:

Showroom :  ETT-LED CABIATE (CO) 

ETT-LED GHEZZANO PISA (PI)

ETT-LED JESI (AN)

CASA  MAD051  CASTELGUELFO di BOLOGNA (BO) 

Sales & Promoters :    Italia -  Europa - Nord America - UAE - Nord Africa

Venditori Monomandatari e Plurimandatari  

Struttura di Vendita e Clientela

Area manager,  Italia  ed  estero

Aziende dedicate a impianti illuminotecnici 

Clienti Speciali e Direzionali come:

AZIENDE  primarie del settore Mobili / Arredamento di Prestigio e fama InternazionaleAZIENDE  primarie del settore Mobili / Arredamento di Prestigio e fama Internazionale

STUDI di ARCHITETTURA e PROGETTAZIONE

CONTRACT DIREZIONALI e INTERNAZIONALI operanti nei vari settori come: 

HOTELERIE - RESIDENZIALE - RETAILS - SHOWROOMS - URBANISTICO - COSTRUTTORI e

CANTIERI NAVALI 

DOVE è RICHIESTA una realizzazione Custom di prodotto per l'illuminazione 

Sales Structure and Customers

Italy  and  International   Area Manager  

lighting  systems  Companies

Special and Executive Customer 

FURNITURE FACTORIES of  prestige with International prestigius Brands

ARCHITECTURE and DESIGN STUDIOS

Italian e International CONTRACTORS to operate in different sector as:

HOTELERIE - RESIDENTIAL - RETAILS - SHOWROOMS - URBAN -SHIPBUILDING and SHIPYARDS
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Organizzazione di vendita e comunicazione

Marketing & Comunication

ETT srl

Catalogo prodotti  

Product catalogues

      Profilo Aziendale                                          Catalogo Prodotti      Profilo Aziendale                                          Catalogo Prodotti

     Company Profile                      Products catalogue

Catalogo   ETT - LED 

Prodotti  esclusivamente  a   LED  destinati  ad  una   Clientela   esigente  come   professionisti  di 

interior  ed  esterior  designers ,  Lighting design , architetti, aziende  operanti  nel  settore contract 

oltre ad  elementi illuminanti destinati  nel settore industriale ,  civile ,  stradale ,  urbano  e  nautico

ETT srl è  particolarmente  strutturata  alla  produzione  di  prodotti su misura ,  CUSTOM   dedicati

integrata da un prestigio made in Italy ed avvalorata da una garanzia di 10 anni.

L'esperienza, la  funzionalità,  la  dinamicità  ed  esperienza della   STEALTH LIGHT  unita  ad  una

organizzazione produttiva  ed ad un vasto assortimento di materiale prefinito a magazzino permette 

di produrre  prodotti standard e nel limite  CUSTOM  in tempi brevi .

Inoltre  sviluppa ,  studia  e  produce elementi  illuminanti a  LED  dedicati ad integrare il catalogo di 

Aziende nel settore illuminotecnico con marchi di prestigio.

ETT - LED catolgues

The  wide  range of  LED solutions,  planned  and  carried  out  for applications in  both interior and 

exterior environments - other than urban context, the industrial one, and nautical industry - finds  its  

own natural  placement  within our  product catalog and  comes equipped with a 10 years warranty 

supported  by  made in Italy  prestige.

The dinamic  productions of STEALTH LIGHT and organization created  by a range of pre-finished  

material warehouse allows to produce standard products and limit CUSTOM quickly.

It also develops, designs and manufactures LED lighting element dedicated to integrate the catalog

Companies in the lighting sector with prestigious brands .
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ETT srl

Cataloghi degli accessori  

Accesories product catalogues

Catalogo Profili Alluminio Catalogo Strip LED Catalogo Driver e Elettronica

Aluminum Profile Catalogue Strip LED Catalogue Electronic device-Drivers Catalogue

Catalogo Profili e Barre in Alluminio

Accessori e Componenti per la realizzazione di barre in alluminio anodizzato per circuiti e strip LED 

Aluminum Profiles and Bars  Catalogue

Accessories  and  Components  to  productions  of the  Aluminum Bars for LED circuits and strips .

Catalogo Circuiti e Strip LED

Accessori  e  Componenti  di circuiti e strip a LED necessari alla relaizzazione di linee o barre LED 

LED circuits and strips  Catalogue

Accessories  and  Components  to  productions  of  the  LED circuits  and   LED strips  bars .

Catalogo Centraline RGB/DMX e Alimentatori LED

Centraline elettroniche realizzate esclusivamente per soddisfare ogni esigenza in termini di controllo 

della illuminazione a LED.

Centraline  per  il  controllo  in  Corrente / Tensione  - Dimmer  0-10Vdc   -  DALI  -  PWM .

Centraline di controllo RGB - DMX  Master & Slave 

Alimentatori di ogni genere in Corrente / Tensione ed accessori al servizio del Cliente

RGB/DMX device and Led Drivers  Catalogue

Electronic units built solely to satisfy every kind of LED lighting control.

Control Lighting device and electronics units in the current / voltage-Dimmer 0-10Vdc / DALI / PWM

Controllers RGB - DMX Master & Slave

Power supplies of all kinds in current / voltage and accessories to customer service

pag. 7



Soluzioni di luce LED

LED Light solutions

Faretti Spot e Proiettori 

Versioni  indoor & outdoor di ogni genere  

Disponibili anche con ghiera frontale  in  Acciaio AISI 316L  per l'utilizzo nel settore  Nautico  o  in

altre zone ad alta concentrazione salina.

Possibilità di sviluppare prodotti CUSTOM su richiesta del Cliente

Disponibiltà  di  Proiettori LED a Binario Elettrificato adatti a sostituire i vecchi  proiettori tradizionali

(alogeni o ioduri metallici) per l'illuminazione di punti vendita, quali  showroom  o  centri commerciali 

Spot Lights and  Projectors

Various versions of all kinds indoor & outdoor

Also available  with a   Steel   AISI 316L  front ring to be used in the Nautical sector or other saline 

environments.

Ability to develop CUSTOM products according to customer requirements 

Availability of LED projectors with electrified track, suitable for the replacement of the traditional ones

(halogen or metallic iodides) for the lightning of stores, such as showrooms  or shopping centers.

IP20 IP40 IP44 IP65 IP67

IP44 IP54 IP44 IP44 IP44

Classe di protezione  IP

IP Protection Class
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Soluzioni di luce LED

LED Light solutions

Barre LED in Alluminio anodizzato Certificati UL

Il Profilo in alluminio per i circuiti LED permette una ottimale dissipazione del calore ed offre svariate

soluzioni di illuminazione compatta, sottile indoor e outdoor .

Molteplici Circuiti rigidi a LED e  Strip LED  soddisfano  qualsiasi  richiesta di  illuminazione  anche

con effetti  wallwasher o con  diversi angoli di diffusione del flusso luminoso.

Tutti  i  circuiti LED  consentono la  regolazione dell'intensità luminosa  tramite alimentatori dimmer

DALI, 1-10V, PWM, Pulsante Open, DMX etc.

Offriamo la nostra completa esperienza ad Aziende che richiedono, una progettazione e produzione  

di Profili in alluminio  e di circuiti LED personalizzati .

Aluminum anodizetd LED Bars UL approved

The  aluminum  profile   for  LED circuits  allows  optimal  heat  dissipation  and  also  offers  many

compact and thin lighting solutions for both indoor and outdoor.

Multiple rigid circuits LED  and  Strip LED satisfy any type of lighting request, also with wallwashers  

effects or with different angles of diffusion of the luminous flow.

All LED circuits can be dimmed via DALI, 1-10V, PWM or open switch drivers

We offer our experience  to  companies which requires design and  production of custom aluminum

profiles and LED circuits.
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Soluzioni di luce LED

LED Light solutions

Plafoniere e Lampade Industriali Certificati UL ( solo con pannello  LED Backlight )

Plafoniere LED  a  soffitto / controsoffitto  e  sospensione  ideali  per  illuminare  qualsiasi  ambiente

Casa ,Showroom, Ufficio, Ospedaliero , Scuola, Magazzini , Industriale  e  per edifici  di ogni genere

garantendo  un'efficienza  luminosa,  anche  ad  altezze  elevate ,  robustezza  contro  urti,   minima 

manutenzione  e  basso  consumo  energetico  con  rapido  ammortamento  dei  costi  di  acquisto .

Ceiling and Industrial Lights LED UL approved (backlight tecnology used only)

Ceiling lights LED  and  suspension Lights  ideal for illuminate  any environment House , showroom

Office, Hospital, School,  Warehouse, Industrial and buildings of all  kinds ensuring high efficiency,

even  at  high  heights,  robustness   against   shock,  minimum   maintenance   and   low    power 

consumption  with  rapid  amortization  of  purchase costs.

Plafoniere a soffitto dimensioni :    595 x 595 x 11mm   -  300 x 1200 x 11mm   -  300 x 600 x 11mm

Ceiling Light LED : 625 x 625 x 11mm   -  1250 x 625 x 11mm   -  misura a richiesta

Optional : a sospensione  / Suspension Light

Plafoniere a soffitto dimensioni : 1595 x 200 x 70mm   -  1295 x 200 x 70mm   -  925 x 200 x 70mm

Ceiling Light LED : Custom su misura a richiesta /  Size Custom required

Optional : a sospensione  / Suspension Light

Lampade a sospensione

Suspension Light
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Soluzioni di luce LED

LED Light solutions

Applique a parete

Applique  a  parete  Up/Down Light  sia  in  alluminio verniciato  che  in acciaio lucido o spazzolato.

Soddisfano interamente  il  design  e la  potenza  luminosa con temperatura di colore del LED nelle 

varianti da  5000K, 4000K, 3000K,  2700K, 2400K o 2200K.

Appliques / Wall lamps

Wall   lamps  Up / Donw  Light version   painted aluminum  and  polished  steel or  brushed.

Fully  meet  the  design  and  the   light  output  also  available  with  color temperature  LED   from 

5000K, 4000K, 3000K, 2700K, 2400K or 2200K
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Soluzioni di luce LED

LED Light solutions

Pannelli LED  Backlight Certificati UL

Prodotto innovativo ultrasottile che garantisce una elevata ed efficienza luminosa omogenea su tutta  

la superficie .Dimensioni massime 3000 x 2000 mm . Spessore da 7,2 a  21,8mm  

Per  illuminare qualsiasi  tipo  di ambiente  come  Pareti, Plafoni, Pavimenti, Colonne, Mobili, Piani, 

Tavoli e dove si richiede una luce uniforme e senza riflessi.

Produzione su misura, forma e dimensione per qualsiasi tipo di Pannello LED Backlight.

Classe di protezione IP40 - IP65 - IP67

Panel LED Backlight UL approved

Innovative ultrathin product ensuring a luminous efficiency and homogeneous over its entire surface

Dimensions : max 3000 x 2000 mm .  -   H : 7,2  to 21,8mm

Allow to  illuminate  any  environment, floor, ceiling, columns, furniture, tables and where it requires 

a uniform light without reflections.

Avaible to realize  any size, shape and Custoim type of panel LED backlight

Class protection IP40 - IP65 - IP67

   Marchiatura plexiglass a Laser                                  Pannello LED  Backlight

   Laser print on plexiglass                                           LED Backlight Panel

   Pannello LED Rosso        Verde                                   Blu                                     Bianco da 2400 a 6000K

   LED Panel     R ed           G reen                                 B lue                                  White from 2400 to 6000K



Soluzioni di luce LED

LED Light solutions

Armature Stradali  , Ciclopedonali e  Campi Sportivi

Armature stradali  ETT - LED sempre più performanti e mirate al risparmio energetico.

In Allumio verniciato con vetro piano di protezione per testa palo e snodo integrato 

Diverse Potenze  da 30 a 212 Watt  con efficienza luminosa  da 5000 a 21000 lm .

Street Light  and   Sport Centers Special Lights

ETT - LED Street Light that requires ever more efficient and aimed at saving energy.

Painted Aluminum structure  with  glass  top pole  and  integrated  hub.

Different  powers  from 30 to 212 Watt  with  luminous  efficiency  from  5000  to  21000 lm .

Armatura Stradale LED  asimmetrica da 70  a  140Watt Armatura LED da 30 a 158Watt

Street Asimmetric LED Light  from 70 to 140Watt               LED Projector from 30 to158Watt

Elevato Standard Qualitativo e Certificazioni di prodotto

Tutti  i  prodotti di nostra produzione    Made in Italy   sono  certificati  con  il  marchio 

Lo scopo del marchio            è quello di segnalare la conformità del prodotto a tutte le Direttive che

gli sono applicabili  e gagarantire il diritto di questo prodotto ad  essere commercializzato in tutti gli

Stati membri della Comunità Europea .

Direttive : Compatibilità elettromagnetica - Low Voltage

Le  Barre LED , PannelliLED  Backlight e Plafoniere  LED  che  utilizzano  la  tecnologia  Backlight 

sono certificate con il marchio UL  Underwriters Laboratories

Certificazione specifica  ed obbligatoria per il mercato U.S.A. e Canada

Highest Quality standards and  product Certificate 

All of our products are     Made in Italy   and                     approved

The purpose of the                 approved  is to report that the product conforms to all Directives that

they are applicable to him and  the right of this product to be marketed in all the Member States of

the European Community .

Directives : Electromagnetic Compatibility - Low Voltage

The   LED Bars ,   Pannelli  LED  backlight  and   LED ceiling   using   both  technology   Backlight

are    UL  Underwriters Laboratories    approved   for  U.S.A .   and   CANADA     Market 



Servizi per  il Cliente

Customer Services 

Montaggio Circuiti Stampati PCB (Printed Circuit Board) 

Macchine   Pick&Place  per  componenti  elettronici  SMD  e  LED  permettono  la  produzione  ed 

assemblaggio di piccole e grandi serie per circuiti stampati a singola e doppia faccia o in metalcore.

Dimensioni minima di montaggio formato 0402  circuiti stampati 600 x 400mm.

Forni di fusione multistadio . 

Mounting PCB ( Printed Circuit Board) 

Pick & Place  machines   for  electronic  components  and  SMD  LEDs  allow  the  production  and

assembly of small and large series PCB in single and double-sided and metalcore .

Dimensions height minimum size 0402  printed circuit 600 x400mm.

Melting furnaces multilevel .

Studio e Progettazione Schede Elettroniche

Lo  Staff  Tecnico studia ,   progetta  e  realizza  circuiti  e  schede  elettroniche  sia  per  la  propria 

produzione  nel settore illuminazione  che per applicazioni di  vario genere a  richiesta  del Cliente.

Progetti  CUSTOM  sono stati realizzati  per il  settore  Audio/Video, per  sensori di accensione,

per acquisizioni  e  trasmissioni dat via radio, controller DMX  e  RGB ,  controlli  automatici  ed 

installazioni interattive.

Study and Design Electronic Boards

The Technical Staff designs and manufactures circuits and electronic boards for both our production

in  the  lighting sector and for various kind of applications based on customer requirements.

CUSTOM projects were realized for the audio / video industry, for sensors, acquisitions and

radio transmissions of dat, RGB - DMX controllers, automatic control and interactive installations.

Circuito in Metalcore  LED Centarlina  DMX  Slave Centralina Radio Comando RGB

Metalcore LED circuit DMX Slave Unit R G B  Unit  and Remote Control



Studio , Progettazione e Calcolo Illuminotecnico

Lo Staff tecnico esegue progetti per l'illuminazione di interni, esterni e per ambienti con specifiche

necessità come quelli residenziali, industriali, commerciali, urbani, religiosi, sportivi oltre che per  

eventi di spettacolo ed artistici.

Il calcolo illuminotecnico garantisce  la corretta illuminazione richiesta dal Cliente  o  ambientale 

mediante elementi a LED standard o di nuova progettazione.

Design and Lighting Engineering Calculation

The Technical  Staff  executes lighting  projects for indoors, outdoors  and for environments with 

specific needs such as the residential, industrial, commercial, urban, religious, sports  enviroment,

other than for entertainment  events and artistic ones.

The  lighting  study  ensures the correct illumination demanded by the customer or the environment

which is achived with standard or newly developed LED elements.

   Locale /superficie di calcolo 1 / Isolinee (E,perpendicolare)

Taglio a Laser e Meccanico

L'utilizzo di macchine a  taglio  e  marcatura  Laser, insieme a macchine per lavorazioni meccaniche

speciali e di taglio, garantisce la precisione e la qualità delle nostre produzioni sia su materiali platici

che metallici con tagli, ad esempio, per la lavorazione dei profili in alluminio e dei relativi diffusori.

I macchinari consentono lavorazioni a laser con dimensioni fino a 3000 x 2000mm, utilizzate,

ad esempio, per la produzione di pannelli a retroilluminazione LED (Backlight) su misura.

Laser cutting and Mechanical

The use of laser cutting and marking machines, together with machines for special mechanical and 

cutting ones ensures the precision and quality of our productions on both plastic and metallic 

materials cuts used, for example, for the production of aluminum profiles and their diffusers.

The machines allows laser-made productions with dimensions up to 3000x2000mm, used, for 

example, in the making of custom-made backlight LED panels.



Nostra Visione , nostra Missione

Our Vision, our Mission

    Strutture di Gruppo

                    Group facilities

Visione
Volere e  diventare  Azienda Leader  nel  settore  della  Illuminazione  LED  con  prodotti standard

concentrando  il core business  nella  progettazione  e  realizzazione di prodotti  CUSTOM  dedicati

ad  una Clientela sempre  più esigente mantenendo alto il livello di qualità dei prodotti , una velocità

di sviluppo e un servizio  tecnico informativo impeccabile .

Vision
To will and become the Leading Company in the field of LED lighting with standards products by 

concentrating  on core business  and   competencies  in   the design  and manufacture of products 

CUSTOM  dedicated to an  increasingly  demanding  customers   while   maintaining a high level of 

product quality , speedy development and a flawless technical service information.

MissioneMissione
Selezionare  nuovi  Clienti  e aree di vendita  nel  mondo incrementando i  prodotti  per ottenere un 

maggior fatturato e miglior profitto aziendale.

Sviluppare  continuamente  progetti  ed  elementi  illuminotecnici  utilizzando  nell'immediatezza  le  

innovazioni delle  tecnologie LED  esistenti  e  delle  nuove tecnologie che abbracceranno il mondo 

della  LUCE  senza dimenticare il risparmio energetico ed il rispetto per l'ambiente. 

Mission
Select  new  Clients and   sales area  in  the  World  by  increasing  the  products  to obtain  a best 

corporate profit .

Continuously develop  projects  and  lighting elements  using  the  innovations in LED technologies

existing and new  technologies  that  will  meet  the  world LIGHT  without forgetting the reduce the 

energy  consuption and respect for the environment .

   

                              Elementi dedicati alla illuminazione a LED                          

Elements designed for LED lighting

         Made  in  Italy10 years warranty         





EASY  LIGHT   Power LED            5  Years Warranty  
              a

Chip LED Durata LED

Flusso luminoso Intensità luminosa

Spettro luce Tempearura di colore gradi Kelvin

E.T.T.  - LED
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EASY  LIGHT   Power LED          5   Years Warranty 

              Pannelli  Back  Light

              Back Light Panel List
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EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

Pannello Back light a LED  con cornice 

e diffusore in plexiglass opale tutta luce 

and with opal plexyglass diffusor
Back Light LED Panel  with perimeter frame

         5   Years Warranty 

   Code/Art. C BL Panel  

                    Sospensione / Suspension

 con Calamita   /  Magnete

   Long  Life  Power Led pag. 36

www.ett-led.com



EASY  LIGHT   Power LED 

   Applicazioni : 

   Illuminazione di ambienti - pareti - piani tavolo - vetro decorativo 

   marmo / onice - pavimenti  in vetro - tessuti - insegne  luminose

Applications :

   Environments  -  wall lighting  -  table tops  -  decorative glass 

   marble / onyx - glass floors - textiles  -  Bright advetising sign.

     Pannello  LED  Back  Light:     Dimensioni e disegno  a  richiesta  :   max  2000 x 3000 x h19,2 mm

     Back Light LED  Panel Custom- Dimensions on demand  : max   2000 x 3000 x h19,2 mm

         5   Years Warranty 

Peso    : 22 Kg/mq   /  Weight : 22 Kg/mq

Temperature di colore  LED : Monocromatico -  Dinamico : Bianco freddo / Bianco Caldo - RGB

Color  LED  temperature    , : Monochromatic -  Dinamic  ,: Cold  White   /  Warm  White - RGB

A Richiesta  /  On Demand        Range Temperature LED A Richiesta

Classe di Protezione IP20 - IP40 On Demand

Protection  Class  IP65 - IP67

Alimentazione
Power Supply 12 - 24Vdc  EN 60529      Class

   Long  Life  Power Led pag. 37

www.ett-led.com

 5000K - 4000K - 3000K - 2700K - 2200K

 Dinamic 5000/2700K - RGB - RGB White







EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

Pannello Back light a LED  senza cornice 

con diffusore in plexiglass opale tutta luce 

and with opal plexyglass diffusor
Full Light Back Light LED Panel  without perimeter frame

         5   Years Warranty 

   Code/Art. F BL Panel  

                    Sospensione / Suspension

 con Calamita   /  Magnete

   Long  Life  Power Led pag. 40
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EASY  LIGHT   Power LED 

   Applicazioni : 

   Illuminazione di ambienti - pareti - piani tavolo - vetro decorativo 

   marmo / onice - pavimenti  in vetro - tessuti - insegne  luminose

   Applications:

   Environments  -  wall lighting  -  table tops  -  decorative glass 

   marble / onyx - glass floors - textiles  -  Bright advetising sign.

     Pannello  LED  Back  Light:     Dimensioni e disegno  a  richiesta  :   max  2000 x 3000 x h19,2 mm

     Back Light LED  Panel Custom- Dimensions on demand  : max   2000 x 3000 x h19,2 mm

         5   Years Warranty 

Peso    : 22 Kg/mq   /  Weight : 22 Kg/mq

Temperature di colore  LED : Monocromatico -  Dinamico : Bianco freddo / Bianco Caldo - RGB

Color  LED  temperature    , : Monochromatic -  Dinamic  ,: Cold  White   /  Warm  White - RGB

A Richiesta  /  On Demand        Range Temperature LED A Richiesta

Classe di Protezione IP20 - IP40 On Demand

Protection  Class  IP65 - IP67

Alimentazione

Power Supply 12 - 24Vdc  EN 60529      Class

   Long  Life  Power Led pag. 41
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 5000K - 4000K - 3000K - 2700K - 2200K

 Dinamic 5000/2700K - RGB - RGB White







EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

Pannello Back light a LED  Slim con cornice 

senza  diffusore in plexiglass opale tutta luce 

and without opal plexyglass diffusor

        Optional
  Attacchi a parete

     Wall  bracket  

Slim Back Light LED Panel  with perimeter frame

         5   Years Warranty 

   Code/Art. Slim BL Panel  

   Long  Life  Power Led pag. 44

www.ett-led.com



EASY  LIGHT   Power LED 

   Applicazioni : 

   Illuminazione di ambienti - pareti - piani tavolo - vetro decorativo 

   marmo / onice - pavimenti  in vetro - tessuti - insegne  luminose

Applications :

   Environments  -  wall lighting  -  table tops  -  decorative glass 

   marble / onyx - glass floors - textiles  -  Bright advetising sign.

     Pannello  LED  Back  Light:     Dimensioni e disegno  a  richiesta  :   max  2000 x 3000 x h7 mm

     Back Light LED  Panel Custom- Dimensions on demand  : max   2000 x 3000 x h7 mm

         5   Years Warranty 

Peso    : 7 Kg/mq   /  Weight : 7 Kg/mq

Temperature di colore  LED : Monocromatico -  Dinamico : Bianco freddo / Bianco Caldo - RGB

Color  LED  temperature    , : Monochromatic -  Dinamic  ,: Cold  White   /  Warm  White - RGB

A Richiesta  /  On Demand        Range Temperature LED A Richiesta

Classe di Protezione IP20 - IP40 On Demand

Protection  Class  

Alimentazione

Power Supply 12 - 24Vdc  EN 60529      Class

   Long  Life  Power Led pag. 45
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 5000K - 4000K - 3000K - 2700K - 2200K

 Dinamic 5000/2700K - RGB - RGB White







EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

Pannello Back light a LED  Biemissione

con diffusore in plexiglass opale tutta luce 

with opal plexyglass diffusor
Biemission Back Light LED Panel  

         5   Years Warranty 

   Code/Art. B BL Panel  

   a Parete / Wall fixing

                    Sospensione / Suspension

   Long  Life  Power Led pag. 48
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EASY  LIGHT   Power LED 

   Applicazioni : 

   Illuminazione di ambienti - insegne luminose a parete / sospensione 

   BApplications

   Environments  -  wall lighting  

   glass floors - textiles  -  Bright advetising sign.

     Pannello  LED  Back  Light:     Dimensioni e disegno  a  richiesta  :   max  2000 x 3000 x h19 mm

     Back Light LED  Panel Custom- Dimensions on demand  : max   2000 x 3000 x h19 mm

         5   Years Warranty 

Peso    : 17 Kg/mq   /  Weight : 17 Kg/mq

Temperature di colore  LED : Monocromatico -  Dinamico : Bianco freddo / Bianco Caldo - RGB

Color  LED  temperature    , : Monochromatic -  Dinamic  ,: Cold  White   /  Warm  White - RGB

A Richiesta  /  On Demand        Range Temperature LED A Richiesta

Classe di Protezione IP20 - IP40 On Demand

Protection  Class  IP65 - IP67

Alimentazione

Power Supply 12 - 24Vdc  EN 60529      Class

   Long  Life  Power Led pag. 49
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 5000K - 4000K - 3000K - 2700K - 2200K

 Dinamic 5000/2700K - RGB - RGB White
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EASY  LIGHT   Power LED          10  Years Warranty              

Barre LED con  Profilo in Alluminio  anodizzato  e  diffusore  in  metacrilato

LED Bars made with an Aluminum Anodized Profile and a polycarbonate diffuser

Versioni / Versions

PRO Aa PRO AA PRO A PRO Tt PRO T
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EASY  LIGHT   Power LED          10  Years Warranty              

Barre LED con  Profilo in Alluminio  anodizzato  e  diffusore  in  metacrilato

LED Bars made with an Aluminum Anodized Profile and a polycarbonate diffuser

Versioni / Versions

PRO Ra PRO RA PRO Ri PRO RLA PRO RG

pag. 136 pag. 140 pag. 142 pag. 144 pag. 146

LAMPADA  a Terra                         SPOT Tondo LED            APPLIQUE SPOT LED 
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EASY  LIGHT   Power LED          10  Years Warranty              

SPOT LED a plafone / parete

CEILING / WALL  SPOT LED

Art./Code  ATOM 7         Art./Code  ATOM 17-31

pag. 162        pag. 163
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EASY  LIGHT   Power LED          10  Years Warranty              

SISTENA LED a SOSPENSIONE / PLAFONE

SUSPENSION  / CEILING SYSTEM LED

Art./Code  SSP T10 -15-20                      Art./Code  SSP RV10 -15-20

pag. 176 pag. 178

Art./Code  SSP GRV /  B10 -15-20                       Art./Code  SSP QRV B10 

pag. 180 pag. 184
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pag. 186 pag. 190
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EASY  LIGHT   Power LED          10  Years Warranty              

SISTENA LED a SOSPENSIONE / PLAFONE

SUSPENSION  / CEILING SYSTEM LED
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pag. 192 pag. 196
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EASY  LIGHT   Power LED          10  Years Warranty              

APPLIQUE LED  LIGHT                

APPLIQUE LED    Wall LIGHT 
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EASY  LIGHT   Power LED          10  Years Warranty              

SPOT LED INCASSO a plafone

CEILING  DOWN LIGHT SPOT LED

Art./Code VTB 1                        Art./Code VTB 2  Art./Code VQB 3                      Art./Code ET 3 SL  

pag. 244 pag. 244 pag. 244 pag. 245
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pag. 248 pag. 252 pag. 256
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EASY  LIGHT   Power LED          10  Years Warranty              

SPOT LED INCASSO a plafone
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EASY  LIGHT   Power LED          10  Years Warranty              

PROIETTORE LED  MAGNETICO  Orientabile 2 assi Attacco a binario elettrificato 24Vdc

Art./Code  STS 1                        Art./Code STS 2 Art./Code STS 3                        Art./Code BIN STS  24Vdc          

pag. 302 pag. 302 pag. 302 pag. 306

PROIETTORE LED  Orientabile 2 assi Attacco a binario elettrificato  230Vac

Art./Code  STP C1                      Art./Code STP C2 Art./Code STP C3                       Art./Code BIN STP 230Vac    

MAGNETIC  LED  PROJECTOR     Adjustable both axes  for   phase track  24Vdc       

LED PROJECTOR   Adjustable both axes 3 phase track adapter  230Vac      

pag. 304 pag. 304 pag. 304 pag. 306
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CEILING LED PANEL LIGHT  to false ceiling / swinging / plafond /wall fixing



EASY  LIGHT   Power LED          10  Years Warranty              

PLAFONIERE   a Plafone - sospensione - da incasso/appoggio - parete

Art./Code  PLA Q NEO 40P     Art./Code PLA Q NEO 20P Art./Code  PLA Q NEO 40R

pag. 322 pag. 322 pag. 324

LED SEGNAPASSO    incasso  a parete                
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pag. 338 pag. 338 pag. 340

Pag.  62



EASY  LIGHT   Power LED          10  Years Warranty              
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EASY  LIGHT   Power LED          10  Years Warranty              
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EASY  LIGHT   Power LED 

       Lunghezza disponibile  : 3000mm   Finitura / Finishing

Code / Art. Cestal 0006        Available lenght  : 3000mm

45mm

 22,5mm

Cassaforma  in ,Alluminio   per  art. PRO Rd - PRO RC - PRO O  
Aluminum formwork case  for  art. PRO Rd - PRO RC - PRO O  

       Lunghezza disponibile  : 3000mm   Finitura / Finishing
Code / Art.  Cestal 00010        Available lenght  : 3000mm

            32,5mm

45mm

22,5mm

   Long  Life  Power Led pag. 66
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EASY  LIGHT   Power LED 

per Strip LED (solo Art. STR2216 204 L)

for  Strip LED ( Art. STR2216 204L only )

Code / Art.  Cestal 0049 Lunghezza disponibile  : 3000mm

Available lenght  : 3000mm

    Finitura / Finishing

Cassaforma in alluminio per segnapasso perimetrale a terra  

Aluminum  case  to perimetral ground market light effect   

   Long  Life  Power Led pag. 67
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EASY  LIGHT   Power LED 

perimetrali a luce diretta  con art. PRO LC

for direct lighting  effect  with Art. PRO LC

Code / Art.   Cestal  0055                 Lunghezza disponibile  : 3000mm

                Available lenght  : 3000mm

     Finitura / Finishing

Cassaforma  in alluminio per realizzare velette luminose    

Aluminum formwork  to  the realization of luminose vels

   Long  Life  Power Led pag. 68
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EASY  LIGHT   Power LED 

Code / Art.   Cestal 0066 Lunghezza disponibile  : 3000mm

Available lenght  : 3000mm

   Finitura / Finishing

Cassaforma  in alluminio  per   art. Blade 28 -  art. PRO L
Aluminum formwork / case for  art. Blade 28 -  art. PRO L

   Long  Life  Power Led pag. 69
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EASY  LIGHT   Power LED 

per realizzare velette luminose biemmissione a luce diretta e indiretta

to the realization of biemission luminous vels for direct and indirect 

lighting  effect

Code / Art.   Cestal 0067 Lunghezza disponibile  : 3000mm     Finitura / Finishing

Available lenght  : 3000mm

Profilo in alluminio verniciato bianco per Strip LED  

White Aluminum profile  for Strip LED

 Accessori

Accesories

   Long  Life  Power Led pag. 70
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EASY  LIGHT   Power LED 

per realizzare velette luminose  a luce  indiretta

to the realization of  luminous vels for  indirect lighting  effect

Code /Art.  Cestal 0070 Lunghezza disponibile  : 3000mm

Available lenght  : 3000mm

   Finitura / Finishing

Profilo in alluminio  e verniciato bianco per Strip LED  

White Aluminum profile  for Strip LED

   Long  Life  Power Led pag. 71
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EASY  LIGHT   Power LED 

per realizzare velette luminose  a luce  indiretta

to the realization of  luminous vels for  indirect lighting  effect

Code /Art.  Cestal 0084 Lunghezza disponibile  : 3000mm     Finitura / Finishing

Available lenght  : 3000mm

Profilo in alluminio   per Strip LED  

Aluminum profile  for Strip LED

Sezione / section Diffusore in policarbonato

UV resistant policarbonate diffuser 

   Long  Life  Power Led pag. 72
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EASY  LIGHT   Power LED 

a parete  per Strip LED 

for  Strip LED 

Code / Art.  Cestal 0091 Lunghezza disponibile  : 3000mm

Available lenght  : 3000mm

    Finitura / Finishing

Cassaforma in alluminio per lampada lineare bi emissione 

Aluminum  case  to  wall linear light  bi emission  effect

   Long  Life  Power Led pag. 73
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EASY  LIGHT   Power LED 

a luce diretta a soffitto / parete  con art. PRO RLA / PRO RA

for wall and ceiling direct lighting effect with Art.PRO RLA / RA

Code / Art.   Cestal  0094                 Lunghezza disponibile  : 3000mm

                Available lenght  : 3000mm

 Fintura / Finishing

Cassaforma  in alluminio per realizzare linee luminose    

Aluminum formwork to the realization of luminose line

         10  Years Warranty 

Profilo / Profile

Art. Cestal 0095

13mm                  Barra LED / LED Bar

                 Art. PRO RLA

             40mm

Applicazione/Application

Applicazione/Application

   Long  Life  Power Led pag. 74
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EASY  LIGHT   Power LED 

a luce diretta a muro - terra  con art. PRO RC

for wall and ground direct lighting effect with Art. PRO RC

Code / Art.   Cestal  0102                 Lunghezza disponibile  : 3000mm

                Available lenght  : 3000mm

 Fintura / Finishing

Cassaforma  in alluminio per realizzare linee luminose    

Aluminum formwork  to the realization of luminose line

         10  Years Warranty 

Art. Cestal 00102

45mm

Art. PRO RC

      45mm

   Long  Life  Power Led pag. 75
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EASY  LIGHT   Power LED 

Code / Art.   Cestal 0P012 Lunghezza disponibile  : 2000mm

Available lenght  : 2000mm

     Finitura / Finishing

               68mm

  11mm

               18mm

Cassaforma  in alluminio per pannelli in cartongesso  
Aluminum formwork / case  for  plasterboard panels

   Long  Life  Power Led pag. 76
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 Class   protections   

Alimentazione             Optional : 

Power Supply                        

SPOT LED Orientabile  con profilo in alluminio / Adjustable SPOT LIGHT with aluminum profile

Art.   CSL A00045 Profilo  rettangolare   in  alluminio  con   12 LED/m Sezione  : 16

Rectangular section in alum. profile with 12 LED/m     Size  : 16

 PRO Qr12

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet ,   12

Accessori      Clips di fissaggio               Terminali in plastica

Accessories      Steel spring clips               Plastic end caps

Colore profilo disponibile      
Available profile color             AB  :                                     Anodizzato nero / Black anodized

Disponibile con Lenti ottiche  16° - 25° - 40°     /   Available with optical lenses 16° - 25° - 40°
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 Class   protections   

Codice  Articolo Color  / Cover  Temperatura di colore LED  Power Dimensione Efficiency

Code N°LED   Alu  /    Type  Color  LED Temperature Vdc    W mm Lumen

PRO Qr12    6    -10 / AB /   AB ■ Cold  White    5000K - CRI >94 24      6 500 1355

PRO Qr12    6    -11 / AB /   AB ■ Natural White 4000K - CRI >94 24      6 500 1300

PRO Qr12    6    -11e / AB /   AB ■ Low White     3500K - CRI >94 24      6 500 1260

PRO Qr12    6    -12 / AB /   AB ■ Warm  White  3000K - CRI >94 24      6 500 1240

PRO Qr12    6    -12e / AB /   AB ■ Extra  Warm   2700K - CRI >94 24      6 500 1210

PRO Qr12  12    -10 / AB /   AB ■ Cold  White    5000K - CRI >94 24     12 1000 2710

PRO Qr12  12    -11 / AB /   AB ■ Natural White 4000K - CRI >94 24     12 1000 2600

PRO Qr12  12    -11e / AB /   AB ■ Low White     3500K - CRI >94 24     12 1000 2520

PRO Qr12  12    -12 / AB /   AB ■ Warm  White  3000K - CRI >94 24     12 1000 2480

PRO Qr12  12    -12e / AB /   AB ■ Extra  Warm   2700K - CRI >94 24     12 1000 2420

PRO Qr12  18    -10 / AB /   AB ■ Cold  White    5000K - CRI >94 24     18 1500 4060

PRO Qr12  18    -11 / AB /   AB ■ Natural White 4000K - CRI >94 24     18 1500 3900

PRO Qr12  18    -11e / AB /   AB ■ Low White     3500K - CRI >94 24     18 1500 3840

 PRO Qr12

PRO Qr12  18    -11e / AB /   AB ■ Low White     3500K - CRI >94 24     18 1500 3840

PRO Qr12  18    -12 / AB /   AB ■ Warm  White  3000K - CRI >94 24     18 1500 3790

PRO Qr12  18    -12e / AB /   AB ■ Extra  Warm   2700K - CRI >94 24     18 1500 3710

PRO Qr12  24    -10 / AB /   AB ■ Cold  White    5000K - CRI >94 24     24 2000 5420

PRO Qr12  24    -11 / AB /   AB ■ Natural White 4000K - CRI >94 24     24 2000 5200

PRO Qr12  24    -11e / AB /   AB ■ Low White     3500K - CRI >94 24     24 2000 5040

PRO Qr12  24    -12 / AB /   AB ■ Warm  White  3000K - CRI >94 24     24 2000 4960

PRO Qr12  24    -12e / AB /   AB ■ Extra  Warm   2700K - CRI >94 24     24 2000 4840

PRO Qr12  36    -10 / AB /   AB ■ Cold  White    5000K - CRI >94 24     36 3000 8120

PRO Qr12  36    -11 / AB /   AB ■ Natural White 4000K - CRI >94 24     36 3000 7800

PRO Qr12  36    -11e / AB /   AB ■ Low White     3500K - CRI >94 24     36 3000 7680

PRO Qr12  36    -12 / AB /   AB ■ Warm  White  3000K - CRI >94 24     36 3000 7580

PRO Qr12  36    -12e / AB /   AB ■ Extra  Warm   2700K - CRI >94 24     36 3000 7420

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 Class   protections   

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00089 Profilo  rettangolare   in  alluminio  con   24 LED/m Sezione  :    16mm

Rectangular section in alum. profile with 24 LED/m     Size  :

      14,5mm

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

 PRO Q24

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Accessori      Clips di fissaggio               Terminali in plastica

Accessories      Steel spring clips               Plastic end caps

Finitura del  profilo disponibile

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

AB  :                                  Anodizzato Nero / Black anodized

Disponibile con Lenti ottiche  16° - 25° - 40°   / Available with optical lenses 16° - 25° - 40°
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 Class   protections   

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Dimensione Efficiency

Code N°LED   Alu  /    Type  Color  LED Temperature Vdc    W mm Lumen

PRO Q24  12    -10 / AA /   AA ■ Cold  White    5000K - CRI >94 24    8,4 500 1055

PRO Q24  12    -11 / AA /   AA ■ Natural White 4000K - CRI >94 24    8,4 500 1035

PRO Q24 12    -11e / AA /   AA ■ Low White     3500K - CRI >94 24    8,4 500 1020

PRO Q24 12    -12 / AA /   AA ■ Warm  White  3000K - CRI >94 24    8,4 500 1000

PRO Q24  12    -12e / AA /   AA ■ Extra  Warm   2700K - CRI >94 24    8,4 500 980

PRO Q24  24    -10 / AA /   AA ■ Cold  White    5000K - CRI >94 24    16,8 1000 2110

PRO Q24  24    -11 / AA /   AA ■ Natural White 4000K - CRI >94 24    16,8 1000 2070

PRO Q24 24    -11e / AA /   AA ■ Low White     3500K - CRI >94 24    16,8 1000 2040

PRO Q24 24    -12 / AA /   AA ■ Warm  White  3000K - CRI >94 24    16,8 1000 2010

PRO Q24  24    -12e / AA /   AA ■ Extra  Warm   2700K - CRI >94 24    16,8 1000 1960

PRO Q24  36    -10 / AA /   AA ■ Cold  White    5000K - CRI >94 24    25,2 1500 3160

PRO Q24  36    -11 / AA /   AA ■ Natural White 4000K - CRI >94 24    25,2 1500 3100

 PRO Q24

PRO Q24  36    -11 / AA /   AA ■ 24    25,2 1500 3100

PRO Q24 36    -11e / AA /   AA ■ Low White     3500K - CRI >94 24    25,2 1500 3060

PRO Q24 36    -12 / AA /   AA ■ Warm  White  3000K - CRI >94 24    25,2 1500 3010

PRO Q24  36    -12e / AA /   AA ■ Extra  Warm   2700K - CRI >94 24    25,2 1500 2940

PRO Q24  48    -10 / AA /   AA ■ Cold  White    5000K - CRI >94 24    33,6 2000 4220

PRO Q24  48    -11 / AA /   AA ■ Natural White 4000K - CRI >94 24    33,6 2000 4140

PRO Q24 48    -11e / AA /   AA ■ Low White     3500K - CRI >94 24    33,6 2000 4080

PRO Q24 48    -12 / AA /   AA ■ Warm  White  3000K - CRI >94 24    33,6 2000 4020

PRO Q24  48    -12e / AA /   AA ■ Extra  Warm   2700K - CRI >94 24    33,6 2000 3920

PRO Q24  72    -10 / AA /   AA ■ Cold  White    5000K - CRI >94 24    50,4 3000 6320

PRO Q24  72    -11 / AA /   AA ■ Natural White 4000K - CRI >94 24    50,4 3000 6200

PRO Q24 72    -11e / AA /   AA ■ Low White     3500K - CRI >94 24    50,4 3000 6120

PRO Q24 72    -12 / AA /   AA ■ Warm  White  3000K - CRI >94 24    50,4 3000 6020

PRO Q24  72    -12e / AA /   AA ■ Extra  Warm   2700K - CRI >94 24    50,4 3000 5920

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 Class   protections   

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00001 Profilo  Rotonto  in   alluminio    con  24 LED/m Sezione  :    17mm

Round section in alumin. profile with 24 LED/m     Size  :

         15mm

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

 PRO T24

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Accessori      Clips di fissaggio               Terminali in plastica

Accessories      Steel spring clips               Plastic end caps

Finitura del  profilo disponibile

Available finishing profile AA  :                                 Anodizzato / Anodized aluminium

AB  :                                  Anodizzato Nero / Black anodized

Disponibile con Lenti ottiche  16° - 25° - 40°   / Available with optical lenses 16° - 25° - 40°
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 Class   protections   

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Dimensione Efficiency

Code N°LED   Alu  /    Type  Color  LED Temperature Vdc    W mm Lumen

PRO T24  12    -10 / AA /   AA ■ Cold  White    5000K - CRI >94 24    8,4 500 1055

PRO T24  12    -11 / AA /   AA ■ Natural White 4000K - CRI >94 24    8,4 500 1035

PRO T24 12    -11e / AA /   AA ■ Low White     3500K - CRI >94 24    8,4 500 1020

PRO T24 12    -12 / AA /   AA ■ Warm  White  3000K - CRI >94 24    8,4 500 1000

PRO T24  12    -12e / AA /   AA ■ Extra  Warm   2700K - CRI >94 24    8,4 500 980

PRO T24  24    -10 / AA /   AA ■ Cold  White    5000K - CRI >94 24    16,8 1000 2110

PRO T24  24    -11 / AA /   AA ■ Natural White 4000K - CRI >94 24    16,8 1000 2070

PRO T24 24    -11e / AA /   AA ■ Low White     3500K - CRI >94 24    16,8 1000 2040

PRO T24 24    -12 / AA /   AA ■ Warm  White  3000K - CRI >94 24    16,8 1000 2010

PRO T24  24    -12e / AA /   AA ■ Extra  Warm   2700K - CRI >94 24    16,8 1000 1960

PRO T24  36    -10 / AA /   AA ■ Cold  White    5000K - CRI >94 24    25,2 1500 3160

PRO T24  36    -11 / AA /   AA ■ Natural White 4000K - CRI >94 24    25,2 1500 3100

PRO T24 36    -11e / AA /   AA ■ Low White     3500K - CRI >94 24    25,2 1500 3060

 PRO T24

PRO T24 36    -11e / AA /   AA ■ Low White     3500K - CRI >94 24    25,2 1500 3060

PRO T24 36    -12 / AA /   AA ■ Warm  White  3000K - CRI >94 24    25,2 1500 3010

PRO T24  36    -12e / AA /   AA ■ Extra  Warm   2700K - CRI >94 24    25,2 1500 2940

PRO T24  48    -10 / AA /   AA ■ Cold  White    5000K - CRI >94 24    33,6 2000 4220

PRO T24  48    -11 / AA /   AA ■ Natural White 4000K - CRI >94 24    33,6 2000 4140

PRO T24 48    -11e / AA /   AA ■ Low White     3500K - CRI >94 24    33,6 2000 4080

PRO T24 48    -12 / AA /   AA ■ Warm  White  3000K - CRI >94 24    33,6 2000 4020

PRO T24  48    -12e / AA /   AA ■ Extra  Warm   2700K - CRI >94 24    33,6 2000 3920

PRO T24  72    -10 / AA /   AA ■ Cold  White    5000K - CRI >94 24    50,4 3000 6320

PRO T24  72    -11 / AA /   AA ■ Natural White 4000K - CRI >94 24    50,4 3000 6200

PRO T24 72    -11e / AA /   AA ■ Low White     3500K - CRI >94 24    50,4 3000 6120

PRO T24 72    -12 / AA /   AA ■ Warm  White  3000K - CRI >94 24    50,4 3000 6020

PRO T24  72    -12e / AA /   AA ■ Extra  Warm   2700K - CRI >94 24    50,4 3000 5920

LED Driver, RGB / DMX module and Remote control  are excluded

   Long  Life  Power Led pag. 83
www.ett-led.com

Alimentatore LED, Centralina RGB / DMX  e Telecomando  sono ESCLUSI



      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 Classe di protezione Standard : IP65  

LED  High  EffInciency  Light    CRI >90 Class   protections   

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00014 Profilo  rettangolare   in  alluminio  con   25 LED/m Sezione:

Rectangular section in alum. profile with 25 LED/m     Size  : ……     55

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

 PRO DV

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Accessori               Terminali in plastica

Accessories               Plastic end caps

Finitura del  profilo disponibile

Available finishing profile AB  :                                  Anodizzato Nero / Black anodized

Disponibile con Lenti ottiche  16° - 25° - 40°   / Available with optical lenses 16° - 25° - 40°
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 Classe di protezione Standard : IP65  

LED  High  EffInciency  Light    CRI >90 Class   protections   

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Dimensione Efficiency

Code N°LED   Alu  /    Type  Color  LED Temperature Vdc    W mm Lumen

PRO DV12   6    -10 / AA /   AA ■ Cold  White    5000K - CRI >94 24    12 285 1870

PRO DV12   6    -11 / AA /   AA ■ Natural White 4000K - CRI >94 24    12 285 1800

PRO DV12   6    -11e / AA /   AA ■ Low White     3500K - CRI >94 24    12 285 1770

PRO DV12   6    -12 / AA /   AA ■ Warm  White  3000K - CRI >94 24    12 285 1730

PRO DV12   6    -12e / AA /   AA ■ Extra  Warm   2700K - CRI >94 24    12 285 1690

PRO DV12  12    -10 / AA /   AA ■ Cold  White    5000K - CRI >94 24    24 525 3690

PRO DV12  12    -11 / AA /   AA ■ Natural White 4000K - CRI >94 24    24 525 3600

PRO DV12  12    -11e / AA /   AA ■ Low White     3500K - CRI >94 24    24 525 3560

PRO DV12  12    -12 / AA /   AA ■ Warm  White  3000K - CRI >94 24    24 525 3520

PRO DV12  12    -12e / AA /   AA ■ Extra  Warm   2700K - CRI >94 24    24 525 3480

PRO DV12  25    -10 / AA /   AA ■ Cold  White    5000K - CRI >94 24    50 1045 7590

PRO DV12  25    -11 / AA /   AA ■ Natural White 4000K - CRI >94 24    50 1045 7500

PRO DV12  25    -11e / AA /   AA ■ Low White     3500K - CRI >94 24    50 1045 7460

 PRO DV

PRO DV12  25    -11e / AA /   AA ■ Low White     3500K - CRI >94 24    50 1045 7460

PRO DV12  25    -12 / AA /   AA ■ Warm  White  3000K - CRI >94 24    50 1045 7410

PRO DV12  25    -12e / AA /   AA ■ Extra  Warm   2700K - CRI >94 24    50 1045 7390

PRO DV12  37    -10 / AA /   AA ■ Cold  White    5000K - CRI >94 24    74 1525 11160

PRO DV12  37    -11 / AA /   AA ■ Natural White 4000K - CRI >94 24    74 1525 11100

PRO DV12  37    -11e / AA /   AA ■ Low White     3500K - CRI >94 24    74 1525 11070

PRO DV12  37    -12 / AA /   AA ■ Warm  White  3000K - CRI >94 24    74 1525 11010

PRO DV12  37    -12e / AA /   AA ■ Extra  Warm   2700K - CRI >94 24    74 1525 10960

PRO DV12  50    -10 / AA /   AA ■ Cold  White    5000K - CRI >94 24    100 2045 15080

PRO DV12  50    -11 / AA /   AA ■ Natural White 4000K - CRI >94 24    100 2045 15000

PRO DV12  50    -11e / AA /   AA ■ Low White     3500K - CRI >94 24    100 2045 14960

PRO DV12  50    -12 / AA /   AA ■ Warm  White  3000K - CRI >94 24    100 2045 14900

PRO DV12  50    -12e / AA /   AA ■ Extra  Warm   2700K - CRI >94 24    100 2045 14850

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >94  / >97 Class   protections   Optional : IP65 

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00064 Profilo simmetrico 45°SLIM in alluminio anodizzato   Sezione  :    11mm

45° symmetrical SLIM in Anodized aluminum profile       Size  :

        11mm

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

 PRO Aa

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Accessori      Clips di fissaggio               Terminali in plastica

Accessories      Steel spring clips               Plastic end caps

Finitura del  profilo disponibile AW :                                Verniciato bianco / White painted

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

AB  :                                  Anodizzato Nero / Black anodized

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 

T : Trasparente/Transparent      O :  Opalino/Opal
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >94  / >97 Class   protections   Optional : IP65 

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO Aa 12-11 / AA /   O ■ Natural White 4000K - CRI >94   24    12,5 204 1420

PRO Aa  12-12 / AA /   O ■ Warm  White  3000K - CRI >94   24    12,5 204 1380

PRO Aa  12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94   24    12,5 204 1320

PRO Aa  20-10 / AA /   O ■ Cold  White    5000K - CRI >94   24     20 240 2350

PRO Aa  20-11 / AA /   O ■ Natural White 4000K - CRI >94   24     20 240 2300

PRO Aa  20-12 / AA /   O ■ Warm  White 3000K - CRI >94   24     20 240 2260

PRO Aa  20-12e / AA /   O ■ Extra  Warm  2700K - CRI >94   24     20 240 2040

PRO Aa  20-12d / AA /   O ■ Extra  Warm  2400K - CRI >94   24     20 240 1690

PRO Aa  20-12b / AA /   O ■ Extra  Warm  2200K - CRI >94   24     20 240 1510

 PRO Aa

Alimentatore LED, Centralina RGB / DMX  e Telecomando  sono ESCLUSI

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   Optional : IP65 - IP67

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00024 Profilo  simmetrico 45° in  alluminio anodizzato   Sezione  :    18mm

45°  symmetrical   Anodized  aluminum   profile       Size  :

        18mm

 PRO AA

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

Accessori      Clips di fissaggio               Terminali in plastica

Accessories      Steel spring clips               Plastic end caps

Finitura del  profilo disponibile AW :                                Verniciato bianco / White painted

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

AB  :                                  Anodizzato Nero / Black anodized

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 

   T : Trasparente/Transparent    O :  Opalino/Opal

   L : Lente 25°/25° Lens             OR : Opalino rotondo/Opal round  

   Long  Life  Power Led pag. 90
www.ett-led.com



      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   Optional : IP65 - IP67

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO AA  7-10 / AA /   O ■ Cold  White    5000K - CRI >94 12/24    7 60 590

PRO AA 7-11 / AA /   O ■ Natural White 4000K - CRI >94 12/24    7 60 550

PRO AA 7-12 / AA /   O ■ Warm  White  3000K - CRI >94 12/24    7 60 490

PRO AA 7-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 12/24    7 60 480

PRO AA  7-RGB / AA /   O ■■■ R G B 12/24    7 60

PRO AA  18-10 / AA /   O ■ Cold  White    5000K - CRI >90 24    18 60 1670

PRO AA 18-11 / AA /   O ■ Natural White 4000K - CRI >90 24    18 60 1600

PRO AA 18-12 / AA /   O ■ Warm  White  3000K - CRI >90 24    18 60 1580

PRO AA 18-12e / AA /   O ■ Extra  Warm   2700K - CRI >90 24    18 60 1560

PRO AA  18-RGB / AA /   O ■■■ R G B    24    18 60

PRO AA18  Dual white / AA /   O ■■Cold/Warm 6/3000K-CRI >94    24    18 240 2x1200

PRO AA  10-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    10 120 1110

PRO AA 10-11 / AA /   O ■ 

 PRO AA

PRO AA 10-11 / AA /   O ■ Natural White 4000K - CRI >94    24    10 120 1090

PRO AA 10-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    10 120 1050

PRO AA  10-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    10 120 990

PRO AA  12-11 / AA /   O ■ Natural White 4000K - CRI >94    24   12,5 204 1420

PRO AA 12-12 / AA /   O ■ Warm  White  3000K - CRI >94    24   12,5 204 1380

PRO AA 12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24   12,5 204 1320

PRO AA  20-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    20 240 2350

PRO AA 20-11 / AA /   O ■ Natural White 4000K - CRI >94    24    20 240 2300

PRO AA 20-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    20 240 2260

PRO AA 20-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    20 240 2040

PRO AA 20-12d / AA /   O ■ Extra  Warm   2400K - CRI >94    24    20 240 1690

PRO AA  20-12b / AA /   O ■ Extra  Warm   2200K - CRI >94    24    20 240 1510

PRO AA 22-11 / AA /   O ■ Natural White 4000K - CRI >94 24    22 240 3310

PRO AA 22-11e / AA /   O ■ Low White     3500K - CRI >94 24    22 240 3290

PRO AA 22-12 / AA /   O ■ Warm  White  3000K - CRI >94 24    22 240 3180

PRO AA 22-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 24    22 240 3080

PRO AA  23-RGB / AA /   O ■■■ R G B    24    23 120

PRO AA  23-RGBW / AA /   O ■■■■ R G B White    24    23 96

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   Optional : IP65 - IP67

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00013 Profilo asimmetrico in alluminio anodizzato   Sezione  :

Asymmetrical   Anodized  aluminum   profile       Size  :

21 10

15,5Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

 PRO A

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Accessori      Clips di fissaggio               Terminali in plastica

Accessories      Steel spring clips               Plastic end caps

Finitura del  profilo disponibile AW :                                Verniciato bianco / White painted

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

AB  :                                  Anodizzato Nero / Black anodized

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 

   T : Trasparente/Transparent    O :  Opalino/Opal

   L : Lente 25°/25° Lens             OR : Opalino rotondo/Opal round  

   Long  Life  Power Led pag. 92
www.ett-led.com



      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   Optional : IP65 - IP67

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO A  7-10 / AA /   O ■ Cold  White    5000K - CRI >94 12/24    7 60 590

PRO A 7-11 / AA /   O ■ Natural White 4000K - CRI >94 12/24    7 60 550

PRO A 7-12 / AA /   O ■ Warm  White  3000K - CRI >94 12/24    7 60 490

PRO A 7-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 12/24    7 60 480

PRO A  7-RGB / AA /   O ■■■ R G B 12/24    7 60

PRO A  18-10 / AA /   O ■ Cold  White    5000K - CRI >90 24    18 60 1670

PRO A 18-11 / AA /   O ■ Natural White 4000K - CRI >90 24    18 60 1600

PRO A 18-12 / AA /   O ■ Warm  White  3000K - CRI >90 24    18 60 1580

PRO A 18-12e / AA /   O ■ Extra  Warm   2700K - CRI >90 24    18 60 1560

PRO A  18-RGB / AA /   O ■■■ R G B    24    18 60

PRO A18  Dual white / AA /   O ■■Cold/Warm 6/3000K-CRI >94    24    18 240 2x1200

PRO A  10-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    10 120 1110

PRO A 10-11 / AA /   O ■ 

 PRO A

PRO A 10-11 / AA /   O ■ Natural White 4000K - CRI >94    24    10 120 1090

PRO A 10-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    10 120 1050

PRO A  10-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    10 120 990

PRO A  12-11 / AA /   O ■ Natural White 4000K - CRI >94    24   12,5 204 1420

PRO A 12-12 / AA /   O ■ Warm  White  3000K - CRI >94    24   12,5 204 1380

PRO A 12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24   12,5 204 1320

PRO A  20-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    20 240 2350

PRO A 20-11 / AA /   O ■ Natural White 4000K - CRI >94    24    20 240 2300

PRO A 20-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    20 240 2260

PRO A 20-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    20 240 2040

PRO A 20-12d / AA /   O ■ Extra  Warm   2400K - CRI >94    24    20 240 1690

PRO A  20-12b / AA /   O ■ Extra  Warm   2200K - CRI >94    24    20 240 1510

PRO A 22-11 / AA /   O ■ Natural White 4000K - CRI >94 24    22 240 3310

PRO A 22-11e / AA /   O ■ Low White     3500K - CRI >94 24    22 240 3290

PRO A 22-12 / AA /   O ■ Warm  White  3000K - CRI >94 24    22 240 3180

PRO A 22-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 24    22 240 3080

PRO A  23-RGB / AA /   O ■■■ R G B    24    23 120

PRO A  23-RGBW / AA /   O ■■■■ R G B White    24    23 96

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >94  / >97 Class   protections   Optional : IP65 

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00060 Profilo Rotonto SLIM in alluminio anodizzato   Sezione  :    10,5mm

SLIM round section in Anodized aluminum profile       Size  :

          9mm

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

 PRO Tt

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Accessori      Clips di fissaggio               Terminali in plastica

Accessories      Steel spring clips               Plastic end caps

Finitura del  profilo disponibile AW :                                Verniciato bianco / White painted

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

AB  :                                  Anodizzato Nero / Black anodized

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 

T : Trasparente/Transparent      O :  Opalino/Opal
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >94  / >97 Class   protections   Optional : IP65

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO Tt 12-11 / AA /   O ■ Natural White 4000K - CRI >94   24    12,5 204 1420

PRO Tt  12-12 / AA /   O ■ Warm  White  3000K - CRI >94   24    12,5 204 1380

PRO Tt  12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94   24    12,5 204 1320

PRO Tt  20-10 / AA /   O ■ Cold  White    5000K - CRI >94   24     20 240 2350

PRO Tt  20-11 / AA /   O ■ Natural White 4000K - CRI >94   24     20 240 2300

PRO Tt  20-12 / AA /   O ■ Warm  White 3000K - CRI >94   24     20 240 2260

PRO Tt  20-12e / AA /   O ■ Extra  Warm  2700K - CRI >94   24     20 240 2040

PRO Tt  20-12d / AA /   O ■ Extra  Warm  2400K - CRI >94   24     20 240 1690

PRO Tt  20-12b / AA /   O ■ Extra  Warm  2200K - CRI >94   24     20 240 1510

 PRO Tt

Alimentatore LED, Centralina RGB / DMX  e Telecomando  sono ESCLUSI

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   Optional : IP65 - IP67

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00001 Profilo Rotonto in alluminio anodizzato   Sezione  :    17mm

Round section in Anodized aluminum profile       Size  :

         13mm

 PRO T

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

Accessori      Clips di fissaggio               Terminali in plastica

Accessories      Steel spring clips               Plastic end caps

Finitura del  profilo disponibile AW :                                Verniciato bianco / White painted

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

AB  :                                  Anodizzato Nero / Black anodized

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 

   T : Trasparente/Transparent    O :  Opalino/Opal

   L : Lente 25°/25° Lens             OR : Opalino rotondo/Opal round  
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   Optional : IP65 - IP67

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO T  7-10 / AA /   O ■ Cold  White    5000K - CRI >94 12/24    7 60 590

PRO T 7-11 / AA /   O ■ Natural White 4000K - CRI >94 12/24    7 60 550

PRO T 7-12 / AA /   O ■ Warm  White  3000K - CRI >94 12/24    7 60 490

PRO T 7-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 12/24    7 60 480

PRO T  7-RGB / AA /   O ■■■ R G B 12/24    7 60

PRO T  18-10 / AA /   O ■ Cold  White    5000K - CRI >90 24    18 60 1670

PRO T 18-11 / AA /   O ■ Natural White 4000K - CRI >90 24    18 60 1600

PRO T 18-12 / AA /   O ■ Warm  White  3000K - CRI >90 24    18 60 1580

PRO T 18-12e / AA /   O ■ Extra  Warm   2700K - CRI >90 24    18 60 1560

PRO T  18-RGB / AA /   O ■■■ R G B    24    18 60

PRO TT18  Dual white / AA /   O ■■Cold/Warm 6/3000K-CRI >94    24    18 240 2x1200

PRO T  10-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    10 120 1110

PRO T 10-11 / AA /   O ■ 

 PRO T

PRO T 10-11 / AA /   O ■ Natural White 4000K - CRI >94    24    10 120 1090

PRO T 10-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    10 120 1050

PRO T  10-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    10 120 990

PRO T 12-11 / AA /   O ■ Natural White 4000K - CRI >94    24   12,5 204 1420

PRO T 12-12 / AA /   O ■ Warm  White  3000K - CRI >94    24   12,5 204 1380

PRO T  12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24   12,5 204 1320

PRO T  20-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    20 240 2350

PRO T 20-11 / AA /   O ■ Natural White 4000K - CRI >94    24    20 240 2300

PRO T 20-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    20 240 2260

PRO T 20-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    20 240 2040

PRO T 20-12d / AA /   O ■ Extra  Warm   2400K - CRI >94    24    20 240 1690

PRO T  20-12b / AA /   O ■ Extra  Warm   2200K - CRI >94    24    20 240 1510

PRO T  22-11 / AA /   O ■ Natural White 4000K - CRI >94 24    22 240 3310

PRO T 22-11e / AA /   O ■ Low White     3500K - CRI >94 24    22 240 3290

PRO T 22-12 / AA /   O ■ Warm  White  3000K - CRI >94 24    22 240 3180

PRO T  22-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 24    22 240 3080

PRO T  23-RGB / AA /   O ■■■ R G B    24   23 120

PRO T  23-RGBW / AA /   O ■■■■ R G B White    24   23 96

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   Optional : IP65 - IP67

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00009 Profilo Rotonto in alluminio anodizzato   Sezione  :    35mm

Round section in Anodized aluminum profile       Size  :

 PRO TN

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

Accessori      Clips di fissaggio               Terminali in plastica

Accessories      Steel spring clips               Plastic end caps

Finitura del  profilo disponibile AW :                                Verniciato bianco / White painted

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

AB  :                                  Anodizzato Nero / Black anodized

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   Optional : IP65 - IP67

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO TN  7-10 / AA /   O ■ Cold  White    5000K - CRI >94 12/24    7 60 590

PRO TN 7-11 / AA /   O ■ Natural White 4000K - CRI >94 12/24    7 60 550

PRO TN 7-12 / AA /   O ■ Warm  White  3000K - CRI >94 12/24    7 60 490

PRO TN 7-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 12/24    7 60 480

PRO TN  7-RGB / AA /   O ■■■ R G B 12/24    7 60

PRO TN  18-10 / AA /   O ■ Cold  White    5000K - CRI >90 24    18 60 1670

PRO TN 18-11 / AA /   O ■ Natural White 4000K - CRI >90 24    18 60 1600

PRO TN 18-12 / AA /   O ■ Warm  White  3000K - CRI >90 24    18 60 1580

PRO TN 18-12e / AA /   O ■ Extra  Warm   2700K - CRI >90 24    18 60 1560

PRO TN  18-RGB / AA /   O ■■■ R G B    24    18 60

PRO TN18  Dual white / AA /   O ■■Cold/Warm 6/3000K-CRI >94    24    18 240 2x1200

PRO TN  10-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    10 120 1110

PRO TN 10-11 / AA /   O ■ 

 PRO TN

PRO TN 10-11 / AA /   O ■ Natural White 4000K - CRI >94    24    10 120 1090

PRO TN 10-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    10 120 1050

PRO TN  10-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    10 120 990

PRO TN  12-11 / AA /   O ■ Natural White 4000K - CRI >94    24   12,5 204 1420

PRO TN 12-12 / AA /   O ■ Warm  White  3000K - CRI >94    24   12,5 204 1380

PRO TN 12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24   12,5 204 1320

PRO TN  20-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    20 240 2350

PRO TN 20-11 / AA /   O ■ Natural White 4000K - CRI >94    24    20 240 2300

PRO TN 20-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    20 240 2260

PRO TN 20-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    20 240 2040

PRO TN 20-12d / AA /   O ■ Extra  Warm   2400K - CRI >94    24    20 240 1690

PRO TN  20-12b / AA /   O ■ Extra  Warm   2200K - CRI >94    24    20 240 1510

PRO TN  22-11 / AA /   O ■ Natural White 4000K - CRI >94 24    22 240 3310

PRO TN 22-11e / AA /   O ■ Low White     3500K - CRI >94 24    22 240 3290

PRO TN 22-12 / AA /   O ■ Warm  White  3000K - CRI >94 24    22 240 3180

PRO TN  22-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 24    22 240 3080

PRO TN  23-RGB / AA /   O ■■■ R G B    24   23 120

PRO TN  23-RGBW / AA /   O ■■■■ R G B White    24   23 96

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >94  / >97 Class   protections   Optional : IP65 

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00030 Profilo Rettangolare SLIM in  alluminio anodizzato   Sezione  :    9mm

Rectangular SLIM size Anodized aluminum  profile       Size  :

        13mm

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

 PRO RV

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Accessori                 Clips di fissaggio               Terminali in plastica

Accessories                 Fixing clips               Plastic end caps

Finitura del  profilo disponibile AW :                                Verniciato bianco / White painted

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

AB  :                                  Anodizzato Nero / Black anodized

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 

T : Trasparente/Transparent      O :  Opalino/Opal
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >94  / >97 Class   protections   Optional : IP65 

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO RV 12-11 / AA /   O ■ Natural White 4000K - CRI >94   24    12,5 204 1420

PRO RV  12-12 / AA /   O ■ Warm  White  3000K - CRI >94   24    12,5 204 1380

PRO RV  12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94   24    12,5 204 1320

PRO RV  20-10 / AA /   O ■ Cold  White    5000K - CRI >94   24     20 240 2350

PRO RV  20-11 / AA /   O ■ Natural White 4000K - CRI >94   24     20 240 2300

PRO RV  20-12 / AA /   O ■ Warm  White 3000K - CRI >94   24     20 240 2260

PRO RV  20-12e / AA /   O ■ Extra  Warm  2700K - CRI >94   24     20 240 2040

PRO RV  20-12d / AA /   O ■ Extra  Warm  2400K - CRI >94   24     20 240 1690

PRO RV  20-12b / AA /   O ■ Extra  Warm  2200K - CRI >94   24     20 240 1510

 PRO RV

Alimentatore LED, Centralina RGB / DMX  e Telecomando  sono ESCLUSI

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >94  / >97 Class   protections   Optional : IP65 

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00044 Profilo Rettangolare SLIM in  alluminio anodizzato   Sezione  :    10mm

Rectangular SLIM size Anodized aluminum  profile       Size  :

        11mm

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

 PRO RP

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Accessori               Terminali in plastica

Accessories               Plastic end caps

Finitura del  profilo disponibile

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 

  T : Trasparente/Transparent      O :  Opalino/Opal

  NON DISPONIBILE DIFFUSORE

  NOT AVAILABLE          _______DIFFUSER

PROFILO ALLUMINIO
__________ALUMINIUM PROFILE

   Long  Life  Power Led pag. 104
www.ett-led.com



      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >94  / >97 Class   protections   Optional : IP65 

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO RP 12-11 / AA /   O ■ Natural White 4000K - CRI >94   24    12,5 204 1420

PRO RP  12-12 / AA /   O ■ Warm  White  3000K - CRI >94   24    12,5 204 1380

PRO RP  12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94   24    12,5 204 1320

PRO RP  20-10 / AA /   O ■ Cold  White    5000K - CRI >94   24     20 240 2350

PRO RP  20-11 / AA /   O ■ Natural White 4000K - CRI >94   24     20 240 2300

PRO RP  20-12 / AA /   O ■ Warm  White 3000K - CRI >94   24     20 240 2260

PRO RP  20-12e / AA /   O ■ Extra  Warm  2700K - CRI >94   24     20 240 2040

PRO RP  20-12d / AA /   O ■ Extra  Warm  2400K - CRI >94   24     20 240 1690

PRO RP  20-12b / AA /   O ■ Extra  Warm  2200K - CRI >94   24     20 240 1510

 PRO RP

Alimentatore LED, Centralina RGB / DMX  e Telecomando  sono ESCLUSI

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >94  / >97 Class   protections   Optional : IP65 

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00096 Profilo Rettangolare SLIM in  alluminio anodizzato   Sezione  :     7mm

Rectangular SLIM size Anodized aluminum  profile       Size  :

          7mm

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

 PRO Rrr

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Accessori               Terminali in plastica

Accessories               Plastic end caps

Finitura del  profilo disponibile AW :                                Verniciato bianco / White painted

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

AB  :                                  Anodizzato Nero / Black anodized

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 

  T : Trasparente/Transparent      O :  Opalino/Opal

  NON DISPONIBILE

  NOT AVAILABLE
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >94  / >97 Class   protections   Optional : IP65

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO Rrr 12-11 / AA /   O ■ Natural White 4000K - CRI >94   24    12,5 204 1420

PRO Rrr  12-12 / AA /   O ■ Warm  White  3000K - CRI >94   24    12,5 204 1380

PRO Rrr  12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94   24    12,5 204 1320

LED Driver, RGB / DMX module and Remote control  are excluded

 PRO Rrr

Alimentatore LED, Centralina RGB / DMX  e Telecomando  sono ESCLUSI
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00039 Profilo  rettangolare  in  alluminio  anodizzato   Sezione  :   16mm

Rectangular section in Anodized aluminum profile       Size  :

       7mm

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

 PRO Rr

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Accessori            Clips                Terminali in plastica

Accessories            Clips               Plastic end caps

 Acciaio / Steel                  Plastica / Plastic

Finitura del  profilo disponibile AW :                                Verniciato bianco / White painted

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

AB  :                                  Anodizzato Nero / Black anodized

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 

   T : Trasparente/Transparent    O :  Opalino/Opal

   L : Lente 25°/25° Lens             OR : Opalino rotondo/Opal round  
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO Rr  7-10 / AA /   O ■ Cold  White    5000K - CRI >94 12/24    7 60 590

PRO Rr 7-11 / AA /   O ■ Natural White 4000K - CRI >94 12/24    7 60 550

PRO Rr 7-12 / AA /   O ■ Warm  White  3000K - CRI >94 12/24    7 60 490

PRO Rr 7-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 12/24    7 60 480

PRO Rr  7-RGB / AA /   O ■■■ R G B 12/24    7 60

PRO Rr  18-10 / AA /   O ■ Cold  White    5000K - CRI >90 24    18 60 1670

PRO Rr 18-11 / AA /   O ■ Natural White 4000K - CRI >90 24    18 60 1600

PRO Rr 18-12 / AA /   O ■ Warm  White  3000K - CRI >90 24    18 60 1580

PRO Rr 18-12e / AA /   O ■ Extra  Warm   2700K - CRI >90 24    18 60 1560

PRO Rr  18-RGB / AA /   O ■■■ R G B    24    18 60

PRO Rr18  Dual white / AA /   O ■■Cold/Warm 6/3000K-CRI >94    24    18 240 2x1200

PRO Rr  10-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    10 120 1110

PRO Rr 10-11 / AA /   O ■ 

 PRO Rr

PRO Rr 10-11 / AA /   O ■ Natural White 4000K - CRI >94    24    10 120 1090

PRO Rr 10-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    10 120 1050

PRO Rr  10-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    10 120 990

PRO Rr  12-11 / AA /   O ■ Natural White 4000K - CRI >94    24   12,5 204 1420

PRO Rr 12-12 / AA /   O ■ Warm  White  3000K - CRI >94    24   12,5 204 1380

PRO Rr  12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24   12,5 204 1320

PRO Rr  20-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    20 240 2350

PRO Rr 20-11 / AA /   O ■ Natural White 4000K - CRI >94    24    20 240 2300

PRO Rr 20-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    20 240 2260

PRO Rr 20-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    20 240 2040

PRO Rr 20-12d / AA /   O ■ Extra  Warm   2400K - CRI >94    24    20 240 1690

PRO Rr  20-12b / AA /   O ■ Extra  Warm   2200K - CRI >94    24    20 240 1510

PRO Rr  22-11 / AA /   O ■ Natural White 4000K - CRI >94 24    22 240 3310

PRO Rr 22-11e / AA /   O ■ Low White     3500K - CRI >94 24    22 240 3290

PRO Rr 22-12 / AA /   O ■ Warm  White  3000K - CRI >94 24    22 240 3180

PRO Rr  22-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 24    22 240 3080

PRO Rr  23-RGB / AA /   O ■■■ R G B    24   23 120

PRO Rr  23-RGBW / AA /   O ■■■■ R G B White    24   23 96

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00038 Profilo  rettangolare  in  alluminio  anodizzato   Sezione  :

Rectangular section in Anodized aluminum profile       Size  :

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

 PRO Dr

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Accessori            Clips                Terminali in plastica

Accessories            Clips               Plastic end caps

 Acciaio / Steel                  Plastica / Plastic

Finitura del  profilo disponibile AW :                                Verniciato bianco / White painted

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

AB  :                                  Anodizzato Nero / Black anodized

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 

   T : Trasparente/Transparent    O :  Opalino/Opal

   L : Lente 25°/25° Lens             OR : Opalino rotondo/Opal round  
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO Dr  7-10 / AA /   O ■ Cold  White    5000K - CRI >94 12/24    7 60 590

PRO Dr 7-11 / AA /   O ■ Natural White 4000K - CRI >94 12/24    7 60 550

PRO Dr 7-12 / AA /   O ■ Warm  White  3000K - CRI >94 12/24    7 60 490

PRO Dr 7-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 12/24    7 60 480

PRO Dr  7-RGB / AA /   O ■■■ R G B 12/24    7 60

PRO Dr  18-10 / AA /   O ■ Cold  White    5000K - CRI >90 24    18 60 1670

PRO Dr 18-11 / AA /   O ■ Natural White 4000K - CRI >90 24    18 60 1600

PRO Dr 18-12 / AA /   O ■ Warm  White  3000K - CRI >90 24    18 60 1580

PRO Dr 18-12e / AA /   O ■ Extra  Warm   2700K - CRI >90 24    18 60 1560

PRO Dr  18-RGB / AA /   O ■■■ R G B    24    18 60

PRO Dr18  Dual white / AA /   O ■■Cold/Warm 6/3000K-CRI >94    24    18 240 2x1200

PRO Dr  10-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    10 120 1110

PRO Dr 10-11 / AA /   O ■ 

 PRO Dr

PRO Dr 10-11 / AA /   O ■ Natural White 4000K - CRI >94    24    10 120 1090

PRO Dr 10-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    10 120 1050

PRO Dr  10-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    10 120 990

PRO Dr  12-11 / AA /   O ■ Natural White 4000K - CRI >94    24   12,5 204 1420

PRO Dr 12-12 / AA /   O ■ Warm  White  3000K - CRI >94    24   12,5 204 1380

PRO Dr  12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24   12,5 204 1320

PRO Dr  20-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    20 240 2350

PRO Dr 20-11 / AA /   O ■ Natural White 4000K - CRI >94    24    20 240 2300

PRO Dr 20-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    20 240 2260

PRO Dr 20-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    20 240 2040

PRO Dr 20-12d / AA /   O ■ Extra  Warm   2400K - CRI >94    24    20 240 1690

PRO Dr  20-12b / AA /   O ■ Extra  Warm   2200K - CRI >94    24    20 240 1510

PRO Dr  22-11 / AA /   O ■ Natural White 4000K - CRI >94 24    22 240 3310

PRO Dr 22-11e / AA /   O ■ Low White     3500K - CRI >94 24    22 240 3290

PRO Dr 22-12 / AA /   O ■ Warm  White  3000K - CRI >94 24    22 240 3180

PRO Dr  22-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 24    22 240 3080

PRO Dr  23-RGB / AA /   O ■■■ R G B    24   23 120

PRO Dr  23-RGBW / AA /   O ■■■■ R G B White    24   23 96

LED Driver, RGB / DMX module and Remote control  are excluded

   Long  Life  Power Led pag. 113

www.ett-led.com

Alimentatore LED, Centralina RGB / DMX  e Telecomando  sono ESCLUSI



      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   Optional : IP65 - IP67

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00002 Profilo  rettangolare  in  alluminio  anodizzato   Sezione  :  17,5mm

Rectangular section in Anodized aluminum profile       Size  :

       10mm

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

 PRO Rd

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Accessori            Clips                Terminali in plastica

Accessories            Clips               Plastic end caps

 Acciaio / Steel                  Plastica / Plastic

Finitura del  profilo disponibile AW :                                Verniciato bianco / White painted

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

AB  :                                  Anodizzato Nero / Black anodized

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 

   T : Trasparente/Transparent    O :  Opalino/Opal

   L : Lente 25°/25° Lens             OR : Opalino rotondo/Opal round  
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   Optional : IP65 - IP67

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO Rd  7-10 / AA /   O ■ Cold  White    5000K - CRI >94 12/24    7 60 590

PRO Rd 7-11 / AA /   O ■ Natural White 4000K - CRI >94 12/24    7 60 550

PRO Rd 7-12 / AA /   O ■ Warm  White  3000K - CRI >94 12/24    7 60 490

PRO Rd 7-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 12/24    7 60 480

PRO Rd  7-RGB / AA /   O ■■■ R G B 12/24    7 60

PRO Rd  18-10 / AA /   O ■ Cold  White    5000K - CRI >90 24    18 60 1670

PRO Rd 18-11 / AA /   O ■ Natural White 4000K - CRI >90 24    18 60 1600

PRO Rd 18-12 / AA /   O ■ Warm  White  3000K - CRI >90 24    18 60 1580

PRO Rd 18-12e / AA /   O ■ Extra  Warm   2700K - CRI >90 24    18 60 1560

PRO Rd  18-RGB / AA /   O ■■■ R G B    24    18 60

PRO Rd18  Dual white / AA /   O ■■Cold/Warm 6/3000K-CRI >94    24    18 240 2x1200

PRO Rd  10-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    10 120 1110

 PRO Rd

PRO Rd  10-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    10 120 1110

PRO Rd 10-11 / AA /   O ■ Natural White 4000K - CRI >94    24    10 120 1090

PRO Rd 10-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    10 120 1050

PRO Rd  10-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    10 120 990

PRO Rd  12-11 / AA /   O ■ Natural White 4000K - CRI >94    24   12,5 204 1420

PRO Rd 12-12 / AA /   O ■ Warm  White  3000K - CRI >94    24   12,5 204 1380

PRO Rd 12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24   12,5 204 1320

PRO Rd  20-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    20 240 2350

PRO Rd 20-11 / AA /   O ■ Natural White 4000K - CRI >94    24    20 240 2300

PRO Rd 20-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    20 240 2260

PRO Rd 20-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    20 240 2040

PRO Rd 20-12d / AA /   O ■ Extra  Warm   2400K - CRI >94    24    20 240 1690

PRO Rd  20-12b / AA /   O ■ Extra  Warm   2200K - CRI >94    24    20 240 1510

PRO Rd  22-11 / AA /   O ■ Natural White 4000K - CRI >94 24    22 240 3310

PRO Rd 22-11e / AA /   O ■ Low White     3500K - CRI >94 24    22 240 3290

PRO Rd 22-12 / AA /   O ■ Warm  White  3000K - CRI >94 24    22 240 3180

PRO Rd  22-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 24    22 240 3080

PRO Rd  23-RGB / AA /   O ■■■ R G B    24   23 120

PRO Rd  23-RGBW / AA /   O ■■■■ R G B White    24   23 96

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   Optional : IP65 - IP67

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00004 Profilo  rettangolare  in  alluminio  anodizzato   Sezione  :    19mm

Rectangular section in Anodized aluminum profile       Size  :

       11mm

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

 PRO R

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Accessori            Clips                Terminali in plastica

Accessories            Clips               Plastic end caps

 Acciaio / Steel                  Plastica / Plastic

Finitura del  profilo disponibile AW :                                Verniciato bianco / White painted

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

AB  :                                  Anodizzato Nero / Black anodized

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 

   T : Trasparente/Transparent    O :  Opalino/Opal

   L : Lente 25°/25° Lens             OR : Opalino rotondo/Opal round  
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   Optional : IP65 - IP67

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO R  7-10 / AA /   O ■ Cold  White    5000K - CRI >94 12/24    7 60 590

PRO R 7-11 / AA /   O ■ Natural White 4000K - CRI >94 12/24    7 60 550

PRO R 7-12 / AA /   O ■ Warm  White  3000K - CRI >94 12/24    7 60 490

PRO R 7-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 12/24    7 60 480

PRO R  7-RGB / AA /   O ■■■ R G B 12/24    7 60

PRO R  18-10 / AA /   O ■ Cold  White    5000K - CRI >90 24    18 60 1670

PRO R 18-11 / AA /   O ■ Natural White 4000K - CRI >90 24    18 60 1600

PRO R 18-12 / AA /   O ■ Warm  White  3000K - CRI >90 24    18 60 1580

PRO R 18-12e / AA /   O ■ Extra  Warm   2700K - CRI >90 24    18 60 1560

PRO R  18-RGB / AA /   O ■■■ R G B    24    18 60

PRO R18  Dual white / AA /   O ■■Cold/Warm 6/3000K-CRI >94    24    18 240 2x1200

PRO R  10-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    10 120 1110

PRO R 10-11 / AA /   O ■ 

 PRO R

PRO R 10-11 / AA /   O ■ Natural White 4000K - CRI >94    24    10 120 1090

PRO R 10-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    10 120 1050

PRO R  10-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    10 120 990

PRO R  12-11 / AA /   O ■ Natural White 4000K - CRI >94    24   12,5 204 1420

PRO R 12-12 / AA /   O ■ Warm  White  3000K - CRI >94    24   12,5 204 1380

PRO R 12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24   12,5 204 1320

PRO R  20-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    20 240 2350

PRO R 20-11 / AA /   O ■ Natural White 4000K - CRI >94    24    20 240 2300

PRO R 20-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    20 240 2260

PRO R 20-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    20 240 2040

PRO R 20-12d / AA /   O ■ Extra  Warm   2400K - CRI >94    24    20 240 1690

PRO R  20-12b / AA /   O ■ Extra  Warm   2200K - CRI >94    24    20 240 1510

PRO R  22-11 / AA /   O ■ Natural White 4000K - CRI >94 24    22 240 3310

PRO R 22-11e / AA /   O ■ Low White     3500K - CRI >94 24    22 240 3290

PRO R 22-12 / AA /   O ■ Warm  White  3000K - CRI >94 24    22 240 3180

PRO R  22-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 24    22 240 3080

PRO R  23-RGB / AA /   O ■■■ R G B    24   23 120

PRO R  23-RGBW / AA /   O ■■■■ R G B White    24   23 96

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   Optional : IP65 - IP67

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00089 Profilo  rettangolare  in  alluminio  anodizzato   Sezione  :  17,5mm

Rectangular section in Anodized aluminum profile       Size  :

    13,5mm

 PRO RC

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

Accessori            Clips                Terminali in plastica

Accessories            Clips               Plastic end caps

 Acciaio / Steel                  Plastica / Plastic

Finitura del  profilo disponibile AW :                                Verniciato bianco / White painted

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

AB  :                                  Anodizzato Nero / Black anodized

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 

   T : Trasparente/Transparent    O :  Opalino/Opal

C289 : staffa per il montaggio a  cartongesso         C102 : cassaforma per montaggio a terra/parete

            bracket for mounting on plasterboard                     formwork  for  ground / wall  mounting  

        45mm

                                                                                                                                                            45mm
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   Optional : IP65 - IP67

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO RC  7-10 / AA /   O ■ Cold  White    5000K - CRI >94 12/24    7 60 590

PRO RC 7-11 / AA /   O ■ Natural White 4000K - CRI >94 12/24    7 60 550

PRO RC 7-12 / AA /   O ■ Warm  White  3000K - CRI >94 12/24    7 60 490

PRO RC 7-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 12/24    7 60 480

PRO RC  7-RGB / AA /   O ■■■ R G B 12/24    7 60

PRO RC  18-10 / AA /   O ■ Cold  White    5000K - CRI >90 24    18 60 1670

PRO RC 18-11 / AA /   O ■ Natural White 4000K - CRI >90 24    18 60 1600

PRO RC 18-12 / AA /   O ■ Warm  White  3000K - CRI >90 24    18 60 1580

PRO RC 18-12e / AA /   O ■ Extra  Warm   2700K - CRI >90 24    18 60 1560

PRO RC  18-RGB / AA /   O ■■■ R G B    24    18 60

PRO RC18  Dual white / AA /   O ■■Cold/Warm 6/3000K-CRI >94    24    18 240 2x1200

PRO RC  10-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    10 120 1110

PRO RC 10-11 / AA /   O ■ 

 PRO RC

PRO RC 10-11 / AA /   O ■ Natural White 4000K - CRI >94    24    10 120 1090

PRO RC 10-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    10 120 1050

PRO RC  10-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    10 120 990

PRO RC  12-11 / AA /   O ■ Natural White 4000K - CRI >94    24   12,5 204 1420

PRO RC 12-12 / AA /   O ■ Warm  White  3000K - CRI >94    24   12,5 204 1380

PRO RC 12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24   12,5 204 1320

PRO RC  20-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    20 240 2350

PRO RC 20-11 / AA /   O ■ Natural White 4000K - CRI >94    24    20 240 2300

PRO RC 20-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    20 240 2260

PRO RC 20-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    20 240 2040

PRO RC 20-12d / AA /   O ■ Extra  Warm   2400K - CRI >94    24    20 240 1690

PRO RC  20-12b / AA /   O ■ Extra  Warm   2200K - CRI >94    24    20 240 1510

PRO RC  22-11 / AA /   O ■ Natural White 4000K - CRI >94 24    22 240 3310

PRO RC 22-11e / AA /   O ■ Low White     3500K - CRI >94 24    22 240 3290

PRO RC 22-12 / AA /   O ■ Warm  White  3000K - CRI >94 24    22 240 3180

PRO RC  22-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 24    22 240 3080

PRO RC  23-RGB / AA /   O ■■■ R G B    24   23 120

PRO RC  23-RGBW / AA /   O ■■■■ R G B White    24   23 96

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   Optional : IP65 - IP67

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00046 Profilo  rettangolare  in  alluminio  anodizzato   Sezione  : 24,5mm

Rectangular section in Anodized aluminum profile       Size  :

     16mm

 PRO LC

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

Accessori      Clips  Acciaio               Terminali in plastica

Accessories       Steel Clips               Plastic end caps

Finitura del  profilo disponibile AW :                                Verniciato bianco / White painted

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

AB  :                                  Anodizzato Nero / Black anodized

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 

   T : Trasparente/Transparent    O :  Opalino/Opal

  OQ : Opalino quadro/Opal square                           OR : Opalino rotondo/Opal round  

profilo in alluminio per montaggio con cartongesso         

aluminum profile  for  mounting with  plasterboard                     

                                 CST 00055  a richiesta / on demand 
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   Optional : IP65 - IP67

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO LC  7-10 / AA /   O ■ Cold  White    5000K - CRI >94 12/24    7 60 590

PRO LC 7-11 / AA /   O ■ Natural White 4000K - CRI >94 12/24    7 60 550

PRO LC 7-12 / AA /   O ■ Warm  White  3000K - CRI >94 12/24    7 60 490

PRO LC 7-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 12/24    7 60 480

PRO LC  7-RGB / AA /   O ■■■ R G B 12/24    7 60

PRO LC  18-10 / AA /   O ■ Cold  White    5000K - CRI >90 24    18 60 1670

PRO LC 18-11 / AA /   O ■ Natural White 4000K - CRI >90 24    18 60 1600

PRO LC 18-12 / AA /   O ■ Warm  White  3000K - CRI >90 24    18 60 1580

PRO LC 18-12e / AA /   O ■ Extra  Warm   2700K - CRI >90 24    18 60 1560

PRO LC  18-RGB / AA /   O ■■■ R G B    24    18 60

PRO LC18  Dual white / AA /   O ■■Cold/Warm 6/3000K-CRI >94    24    18 240 2x1200

PRO LC  10-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    10 120 1110

 PRO LC

PRO LC  10-10 / AA /   O ■ 120 1110

PRO LC 10-11 / AA /   O ■ Natural White 4000K - CRI >94    24    10 120 1090

PRO LC 10-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    10 120 1050

PRO LC  10-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    10 120 990

PRO LC  12-11 / AA /   O ■ Natural White 4000K - CRI >94    24   12,5 204 1420

PRO LC 12-12 / AA /   O ■ Warm  White  3000K - CRI >94    24   12,5 204 1380

PRO LC 12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24   12,5 204 1320

PRO LC  20-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    20 240 2350

PRO LC 20-11 / AA /   O ■ Natural White 4000K - CRI >94    24    20 240 2300

PRO LC 20-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    20 240 2260

PRO LC 20-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    20 240 2040

PRO LC 20-12d / AA /   O ■ Extra  Warm   2400K - CRI >94    24    20 240 1690

PRO LC  20-12b / AA /   O ■ Extra  Warm   2200K - CRI >94    24    20 240 1510

PRO LC  22-11 / AA /   O ■ Natural White 4000K - CRI >94 24    22 240 3310

PRO LC 22-11e / AA /   O ■ Low White     3500K - CRI >94 24    22 240 3290

PRO LC 22-12 / AA /   O ■ Warm  White  3000K - CRI >94 24    22 240 3180

PRO LC  22-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 24    22 240 3080

PRO LC  23-RGB / AA /   O ■■■ R G B    24   23 120

PRO LC  23-RGBW / AA /   O ■■■■ R G B White    24   23 96

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   Optional : IP65 - IP67

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00015 Profilo  rettangolare  in  alluminio  anodizzato   Sezione  : 24,5

Rectangular section in Anodized aluminum profile       Size  :

16

16

 PRO O

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

Accessori            Clips                Terminali in plastica

Accessories            Clips               Plastic end caps

 Acciaio / Steel                  Plastica / Plastic

Finitura del  profilo disponibile AW :                                Verniciato bianco / White painted

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

AB  :                                  Anodizzato Nero / Black anodized

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 

   T : Trasparente/Transparent    O :  Opalino/Opal

   L : Lente 25°/25° Lens             OR : Opalino rotondo/Opal round  
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   Optional : IP65 - IP67

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO O  7-10 / AA /   O ■ Cold  White    5000K - CRI >94 12/24    7 60 590

PRO O 7-11 / AA /   O ■ Natural White 4000K - CRI >94 12/24    7 60 550

PRO O 7-12 / AA /   O ■ Warm  White  3000K - CRI >94 12/24    7 60 490

PRO O 7-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 12/24    7 60 480

PRO O  7-RGB / AA /   O ■■■ R G B 12/24    7 60

PRO O  18-10 / AA /   O ■ Cold  White    5000K - CRI >90 24    18 60 1670

PRO O 18-11 / AA /   O ■ Natural White 4000K - CRI >90 24    18 60 1600

PRO O 18-12 / AA /   O ■ Warm  White  3000K - CRI >90 24    18 60 1580

PRO O 18-12e / AA /   O ■ Extra  Warm   2700K - CRI >90 24    18 60 1560

PRO O  18-RGB / AA /   O ■■■ R G B    24    18 60

PRO O18  Dual white / AA /   O ■■Cold/Warm 6/3000K-CRI >94    24    18 240 2x1200

PRO O  10-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    10 120 1110

PRO O 10-11 / AA /   O ■ 

 PRO O

PRO O 10-11 / AA /   O ■ Natural White 4000K - CRI >94    24    10 120 1090

PRO O 10-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    10 120 1050

PRO O  10-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    10 120 990

PRO O  12-11 / AA /   O ■ Natural White 4000K - CRI >94    24   12,5 204 1420

PRO O 12-12 / AA /   O ■ Warm  White  3000K - CRI >94    24   12,5 204 1380

PRO O 12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24   12,5 204 1320

PRO O  20-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    20 240 2350

PRO O 20-11 / AA /   O ■ Natural White 4000K - CRI >94    24    20 240 2300

PRO O 20-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    20 240 2260

PRO O 20-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    20 240 2040

PRO O 20-12d / AA /   O ■ Extra  Warm   2400K - CRI >94    24    20 240 1690

PRO O  20-12b / AA /   O ■ Extra  Warm   2200K - CRI >94    24    20 240 1510

PRO O  22-11 / AA /   O ■ Natural White 4000K - CRI >94 24    22 240 3310

PRO O 22-11e / AA /   O ■ Low White     3500K - CRI >94 24    22 240 3290

PRO O 22-12 / AA /   O ■ Warm  White  3000K - CRI >94 24    22 240 3180

PRO O  22-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 24    22 240 3080

PRO O  23-RGB / AA /   O ■■■ R G B    24   23 120

PRO O  23-RGBW / AA /   O ■■■■ R G B White    24   23 96

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   Optional : IP65 - IP67

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00012 Profilo  rettangolare  in  alluminio  anodizzato   Sezione  :

Rectangular section in Anodized aluminum profile       Size  : ,,,,25

,,,,,7

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

 PRO P

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Accessori            Clips    non disponibile               Terminali in plastica

Accessories            Clips not available               Plastic end caps

Finitura del  profilo disponibile AW :                                Verniciato bianco / White painted

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

AB  :                                  Anodizzato Nero / Black anodized

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 

   T : Trasparente/Transparent    O :  Opalino/Opal

   L : Lente 25°/25° Lens             OR : Opalino rotondo/Opal round  
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   Optional : IP65 

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO P  7-10 / AA /   O ■ Cold  White    5000K - CRI >94 12/24    7 60 590

PRO P 7-11 / AA /   O ■ Natural White 4000K - CRI >94 12/24    7 60 550

PRO P 7-12 / AA /   O ■ Warm  White  3000K - CRI >94 12/24    7 60 490

PRO P 7-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 12/24    7 60 480

PRO P  7-RGB / AA /   O ■■■ R G B 12/24    7 60

PRO P  18-10 / AA /   O ■ Cold  White    5000K - CRI >90 24    18 60 1670

PRO P 18-11 / AA /   O ■ Natural White 4000K - CRI >90 24    18 60 1600

PRO P 18-12 / AA /   O ■ Warm  White  3000K - CRI >90 24    18 60 1580

PRO P 18-12e / AA /   O ■ Extra  Warm   2700K - CRI >90 24    18 60 1560

PRO P  18-RGB / AA /   O ■■■ R G B    24    18 60

PRO P18  Dual white / AA /   O ■■Cold/Warm 6/3000K-CRI >94    24    18 240 2x1200

PRO P  10-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    10 120 1110

PRO P 10-11 / AA /   O ■ 

 PRO P

PRO P 10-11 / AA /   O ■ Natural White 4000K - CRI >94    24    10 120 1090

PRO P 10-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    10 120 1050

PRO P  10-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    10 120 990

PRO P  12-11 / AA /   O ■ Natural White 4000K - CRI >94    24   12,5 204 1420

PRO P 12-12 / AA /   O ■ Warm  White  3000K - CRI >94    24   12,5 204 1380

PRO P  12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24   12,5 204 1320

PRO P  20-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    20 240 2350

PRO P 20-11 / AA /   O ■ Natural White 4000K - CRI >94    24    20 240 2300

PRO P 20-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    20 240 2260

PRO P 20-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    20 240 2040

PRO P 20-12d / AA /   O ■ Extra  Warm   2400K - CRI >94    24    20 240 1690

PRO P  20-12b / AA /   O ■ Extra  Warm   2200K - CRI >94    24    20 240 1510

PRO P  22-11 / AA /   O ■ Natural White 4000K - CRI >94 24    22 240 3310

PRO P 22-11e / AA /   O ■ Low White     3500K - CRI >94 24    22 240 3290

PRO P 22-12 / AA /   O ■ Warm  White  3000K - CRI >94 24    22 240 3180

PRO P  22-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 24    22 240 3080

PRO P  23-RGB / AA /   O ■■■ R G B    24   23 120

PRO P  23-RGBW / AA /   O ■■■■ R G B White    24   23 96

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   Optional : IP65 

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00029 Diffusore da incasso e base in alluminio anodizzato   Sezione  : ,  34

Recessed diffuser with  Anodized  aluminum  profile       Size  :

35

,   50

 PRO L

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

Accessori      Clips di fissaggio               Terminali in plastica

Accessories      Steel spring clips               Plastic end caps

Finitura del  profilo disponibile
Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

Diffusore in policarbonato resistente ai raggi UV           Cassaforma per cartongesso
UV resistant policarbonate diffuser           Formwork for plasterboard

  O :  Opalino/Opal          CST 00066   a richiesta / on demand 
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 / >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >90 / >94  / >97 Class   protections   Optional : IP65 

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO L  7-10 / AA /   O ■ Cold  White    5000K - CRI >94 12/24    7 60 590

PRO L 7-11 / AA /   O ■ Natural White 4000K - CRI >94 12/24    7 60 550

PRO L 7-12 / AA /   O ■ Warm  White  3000K - CRI >94 12/24    7 60 490

PRO L 7-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 12/24    7 60 480

PRO L  7-RGB / AA /   O ■■■ R G B 12/24    7 60

PRO L  18-10 / AA /   O ■ Cold  White    5000K - CRI >90 24    18 60 1670

PRO L 18-11 / AA /   O ■ Natural White 4000K - CRI >90 24    18 60 1600

PRO L 18-12 / AA /   O ■ Warm  White  3000K - CRI >90 24    18 60 1580

PRO L 18-12e / AA /   O ■ Extra  Warm   2700K - CRI >90 24    18 60 1560

PRO L  18-RGB / AA /   O ■■■ R G B    24    18 60

PRO L18  Dual white / AA /   O ■■Cold/Warm 6/3000K-CRI >94    24    18 240 2x1200

PRO L  10-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    10 120 1110

PRO L 10-11 / AA /   O ■ 

 PRO L

PRO L 10-11 / AA /   O ■ Natural White 4000K - CRI >94    24    10 120 1090

PRO L 10-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    10 120 1050

PRO L  10-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    10 120 990

PRO L  12-11 / AA /   O ■ Natural White 4000K - CRI >94    24   12,5 204 1420

PRO L 12-12 / AA /   O ■ Warm  White  3000K - CRI >94    24   12,5 204 1380

PRO L 12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24   12,5 204 1320

PRO L  20-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    20 240 2350

PRO L 20-11 / AA /   O ■ Natural White 4000K - CRI >94    24    20 240 2300

PRO L 20-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    20 240 2260

PRO L 20-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    20 240 2040

PRO L 20-12d / AA /   O ■ Extra  Warm   2400K - CRI >94    24    20 240 1690

PRO L 20-12b / AA /   O ■ Extra  Warm   2200K - CRI >94    24    20 240 1510

PRO L  22-11 / AA /   O ■ Natural White 4000K - CRI >94 24    22 240 3310

PRO L 22-11e / AA /   O ■ Low White     3500K - CRI >94 24    22 240 3290

PRO L 22-12 / AA /   O ■ Warm  White  3000K - CRI >94 24    22 240 3180

PRO L 22-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 24    22 240 3080

PRO L  23-RGB / AA /   O ■■■ R G B    24    23 120

PRO L  23-RGBW / AA /   O ■■■■ R G B White    24    23 96

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >94  / >97 Class   protections   

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00091 Profilo per  luce biemissione parete/plafone Sezione  :

Biemission  wall lighting aluminum  profile Size  :         

20

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

 PRO RU

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

                ,,70mm

Accessori               Terminali in plastica

Accessories               Plastic end caps

Finitura del  profilo disponibile AW :                                Verniciato bianco / White painted

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

AB  :                                  Anodizzato Nero / Black anodized

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 

T : Trasparente/Transparent    O :  Opalino/Opal
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >94  / >97 Class   protections   

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO RU 2x12-11 / AA /   O ■ Natural White 4000K - CRI >94   24 2x12,5 204 2x1420

PRO RU  2x12-12 / AA /   O ■ Warm  White  3000K - CRI >94   24 2x12,5 204 2x1380

PRO RU  2x12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94   24 2x12,5 204 2x1320

PRO RU 2x20-10 / AA /   O ■ Cold  White    5000K - CRI >94   24 2x20 240 2x2350

PRO RU  2x20-11 / AA /   O ■ Natural White 4000K - CRI >94   24 2x20 240 2x2300

PRO RU  2x20-12 / AA /   O ■ Warm  White 3000K - CRI >94   24 2x20 240 2x2260

PRO RU  2x20-12e / AA /   O ■ Extra  Warm  2700K - CRI >94   24 2x20 240 2x2040

PRO RU  2x20-12d / AA /   O ■ Extra  Warm  2400K - CRI >94   24 2x20 240 2x1690

PRO RU  2x20-12b / AA /   O ■ Extra  Warm  2200K - CRI >94   24 2x20 240 2x1510

 PRO RU

Alimentatore LED, Centralina RGB / DMX  e Telecomando  sono ESCLUSI

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 /94 Classe di protezione Standard : IP65  

LED  High  EffInciency  Light    CRI >90 /94 Class   protections   Optional : IP67

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00001 Profilo Rotonto in alluminio anodizzato   Sezione  :

Round section in Anodized aluminum profile       Size  :

 PRO Tube

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

Accessori      Clips di fissaggio 

Accessories      Steel spring clips

Finitura del  profilo disponibile AW :                                Verniciato bianco / White painted

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

AB  :                                  Anodizzato Nero / Black anodized

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 

   T : Trasparente/Transparent    O :  Opalino/Opal

   L : Lente 25°/25° Lens             OR : Opalino rotondo/Opal round  

   Non disponibile/Not available
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >90 /94 Classe di protezione Standard : IP65  

LED  High  EffInciency  Light    CRI >90 /94 Class   protections   Optional : IP67

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO Tube  7-10 / AA /   O ■ Cold  White    5000K - CRI >94 12/24    7 60 590

PRO Tube 7-11 / AA /   O ■ Natural White 4000K - CRI >94 12/24    7 60 550

PRO Tube 7-12 / AA /   O ■ Warm  White  3000K - CRI >94 12/24    7 60 490

PRO Tube 7-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 12/24    7 60 480

PRO Tube  7-RGB / AA /   O ■■■ R G B 12/24    7 60

PRO Tube  18-10 / AA /   O ■ Cold  White    5000K - CRI >90 24    18 60 1670

PRO Tube 18-11 / AA /   O ■ Natural White 4000K - CRI >90 24    18 60 1600

PRO Tube 18-12 / AA /   O ■ Warm  White  3000K - CRI >90 24    18 60 1580

PRO Tube 18-12e / AA /   O ■ Extra  Warm   2700K - CRI >90 24    18 60 1560

PRO Tube  18-RGB / AA /   O ■■■ R G B    24    18 60

PRO TT18  Dual white / AA /   O ■■Cold/Warm 6/3000K-CRI >94    24    18 240 2x1200

PRO Tube  10-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    10 120 1110

PRO Tube 10-11 / AA /   O ■ 

 PRO Tube

PRO Tube 10-11 / AA /   O ■ Natural White 4000K - CRI >94    24    10 120 1090

PRO Tube 10-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    10 120 1050

PRO Tube  10-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    10 120 990

PRO Tube  12-11 / AA /   O ■ Natural White 4000K - CRI >94    24   12,5 204 1420

PRO Tube 12-12 / AA /   O ■ Warm  White  3000K - CRI >94    24   12,5 204 1380

PRO Tube 12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24   12,5 204 1320

PRO Tube  20-10 / AA /   O ■ Cold  White    5000K - CRI >94    24    20 240 2350

PRO Tube 20-11 / AA /   O ■ Natural White 4000K - CRI >94    24    20 240 2300

PRO Tube 20-12 / AA /   O ■ Warm  White  3000K - CRI >94    24    20 240 2260

PRO Tube 20-12e / AA /   O ■ Extra  Warm   2700K - CRI >94    24    20 240 2040

PRO Tube 20-12d / AA /   O ■ Extra  Warm   2400K - CRI >94    24    20 240 1690

PRO Tube  20-12b / AA /   O ■ Extra  Warm   2200K - CRI >94    24    20 240 1510

PRO Tube  22-11 / AA /   O ■ Natural White 4000K - CRI >94 24    22 240 3310

PRO Tube 22-11e / AA /   O ■ Low White     3500K - CRI >94 24    22 240 3290

PRO Tube 22-12 / AA /   O ■ Warm  White  3000K - CRI >94 24    22 240 3180

PRO Tube  22-12e / AA /   O ■ Extra  Warm   2700K - CRI >94 24    22 240 3080

PRO Tube  23-RGB / AA /   O ■■■ R G B    24   23 120

PRO Tube  23-RGBW / AA /   O ■■■■ R G B White    24   23 96

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >94  / >97 Class   protections   

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00078 Profilo per luce orientata in  alluminio anodizzato   Sezione  :

Anodized aluminum  profile to oriented light beam      Size  :         22,5

10,5

 PRO Ra

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

Accessori               Terminali in plastica

Accessories               Plastic end caps

Finitura del  profilo disponibile AW :                                Verniciato bianco / White painted

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

AB  :                                  Anodizzato Nero / Black anodized

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 

T : Trasparente/Transparent      O :  Opalino/Opal
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >94  / >97 Class   protections   

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO Ra 12-11 / AA /   O ■ Natural White 4000K - CRI >94   24    12,5 204 1420

PRO Ra  12-12 / AA /   O ■ Warm  White  3000K - CRI >94   24    12,5 204 1380

PRO Ra  12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94   24    12,5 204 1320

PRO Ra  20-10 / AA /   O ■ Cold  White    5000K - CRI >94   24     20 240 2350

PRO Ra  20-11 / AA /   O ■ Natural White 4000K - CRI >94   24     20 240 2300

PRO Ra  20-12 / AA /   O ■ Warm  White 3000K - CRI >94   24     20 240 2260

PRO Ra  20-12e / AA /   O ■ Extra  Warm  2700K - CRI >94   24     20 240 2040

PRO Ra  20-12d / AA /   O ■ Extra  Warm  2400K - CRI >94   24     20 240 1690

PRO Ra  20-12b / AA /   O ■ Extra  Warm  2200K - CRI >94   24     20 240 1510

 PRO Ra

Alimentatore LED, Centralina RGB / DMX  e Telecomando  sono ESCLUSI

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >94  / >97 Class   protections   

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00043 Profilo per luce orientata in  alluminio anodizzato   Sezione  :

Anodized aluminum  profile to oriented light beam      Size  :    40

 CSL 00043

CSL 00043 + CSL 00094

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

 PRO RA

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Accessori                      CSL 00094               Terminali in plastica

Accessories                      Cassaforma               Plastic end caps
                     Formwork

Finitura del  profilo disponibile AW :                                Verniciato bianco / White painted

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

AB  :                                  Anodizzato Nero / Black anodized

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 

T : Trasparente/Transparent      O :  Opalino/Opal
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >94  / >97 Class   protections   

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO RA 12-11 / AA /   O ■ Natural White 4000K - CRI >94   24    12,5 204 1420

PRO RA  12-12 / AA /   O ■ Warm  White  3000K - CRI >94   24    12,5 204 1380

PRO RA  12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94   24    12,5 204 1320

PRO RA  20-10 / AA /   O ■ Cold  White    5000K - CRI >94   24     20 240 2350

PRO RA  20-11 / AA /   O ■ Natural White 4000K - CRI >94   24     20 240 2300

PRO RA  20-12 / AA /   O ■ Warm  White 3000K - CRI >94   24     20 240 2260

PRO RA  20-12e / AA /   O ■ Extra  Warm  2700K - CRI >94   24     20 240 2040

PRO RA  20-12d / AA /   O ■ Extra  Warm  2400K - CRI >94   24     20 240 1690

PRO RA  20-12b / AA /   O ■ Extra  Warm  2200K - CRI >94   24     20 240 1510

 PRO RA

Alimentatore LED, Centralina RGB / DMX  e Telecomando  sono ESCLUSI

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >94  / >97 Class   protections   

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00103 Profilo ad incasso per luce orientata in  alluminio anodizzato   

Regressed anodized aluminum  profile to oriented light beam      

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

 PRO Ri

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Sezione           Terminali in plastica

Section           Plastic end caps

Finitura del  profilo disponibile AW :                                Verniciato bianco / White painted

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

AB  :                                  Anodizzato Nero / Black anodized

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 

T : Trasparente/Transparent      O :  Opalino/Opal
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >94  / >97 Class   protections   

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO Ri 12-11 / AA /   O ■ Natural White 4000K - CRI >94   24    12,5 204 1420

PRO Ri  12-12 / AA /   O ■ Warm  White  3000K - CRI >94   24    12,5 204 1380

PRO Ri  12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94   24    12,5 204 1320

PRO Ri  20-10 / AA /   O ■ Cold  White    5000K - CRI >94   24     20 240 2350

PRO Ri  20-11 / AA /   O ■ Natural White 4000K - CRI >94   24     20 240 2300

PRO Ri  20-12 / AA /   O ■ Warm  White 3000K - CRI >94   24     20 240 2260

PRO Ri  20-12e / AA /   O ■ Extra  Warm  2700K - CRI >94   24     20 240 2040

PRO Ri  20-12d / AA /   O ■ Extra  Warm  2400K - CRI >94   24     20 240 1690

PRO Ri  20-12b / AA /   O ■ Extra  Warm  2200K - CRI >94   24     20 240 1510

 PRO Ri

Alimentatore LED, Centralina RGB / DMX  e Telecomando  sono ESCLUSI

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >94  / >97 Class   protections   

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00095 Profilo di spessore ridotto in  alluminio anodizzato   Sezione  :

Reduced thickness anodized aluminum  profile Size  :         40

13

 CSL 00095

CSL 00095 + CSL 00094

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

 PRO RLA

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Accessori                      CSL 00094               Terminali in plastica

Accessories                      Cassaforma               Plastic end caps
                     Formwork

Finitura del  profilo disponibile AW :                                Verniciato bianco / White painted

Available finishing profile AA  :                                 Anodizzato / Anodized aluminum

AB  :                                  Anodizzato Nero / Black anodized

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 

T : Trasparente/Transparent                  O :  Opalino/Opal

   39mm

            4mm
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >94  / >97 Class   protections   

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO RLA 12-11 / AA /   O ■ Natural White 4000K - CRI >94   24    12,5 204 1420

PRO RLA  12-12 / AA /   O ■ Warm  White  3000K - CRI >94   24    12,5 204 1380

PRO RLA  12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94   24    12,5 204 1320

PRO RLA  20-10 / AA /   O ■ Cold  White    5000K - CRI >94   24     20 240 2350

PRO RLA  20-11 / AA /   O ■ Natural White 4000K - CRI >94   24     20 240 2300

PRO RLA  20-12 / AA /   O ■ Warm  White 3000K - CRI >94   24     20 240 2260

PRO RLA  20-12e / AA /   O ■ Extra  Warm  2700K - CRI >94   24     20 240 2040

PRO RLA  20-12d / AA /   O ■ Extra  Warm  2400K - CRI >94   24     20 240 1690

PRO RLA  20-12b / AA /   O ■ Extra  Warm  2200K - CRI >94   24     20 240 1510

 PRO RLA

Alimentatore LED, Centralina RGB / DMX  e Telecomando  sono ESCLUSI

LED Driver, RGB / DMX module and Remote control  are excluded
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >94  / >97 Class   protections   

Alimentazione             Optional : 

Power Supply                        

Art.   CSL A00084 Profilo in alluminio  per tagli di luce integrata nei controsoffitti / pareti   

Aluminum profile  to integrated Lighting cuts  in   false ceiling  /  wall     

Standard   length     :  3,28 feet      Custom  length  from 0,39 to 9,85 feet

 PRO RG

 Classe                                 A++

 Class

Lunghezza standard : 1000mm        Lunghezza custom da 120  a  3050mm

Sezione               Terminali in plastica
Section               Plastic end caps

Finitura del  profilo disponibile

Available finishing profile AA  :                                 Anodizzato / aluminum

Diffusore in policarbonato resistente ai raggi UV
UV resistant policarbonate diffuser 

T : Trasparente/Transparent      O :  Opalino/Opal
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      Barra LED    versione 10  Years Warranty

      LED Bar       versions           made in Italy

LED  alta efficienza luminosa    CRI >94 / >97 Classe di protezione Standard : IP40  

LED  High  EffInciency  Light    CRI >94  / >97 Class   protections   

Codice  Articolo Color  / Diffuser  Temperatura di colore LED  Power Q.ty Efficiency

Code   Alu  /    Type  Color  LED Temperature Vdc   W/m LED/m Lumen/m

PRO RG 12-11 / AA /   O ■ Natural White 4000K - CRI >94   24    12,5 204 1420

PRO RG  12-12 / AA /   O ■ Warm  White  3000K - CRI >94   24    12,5 204 1380

PRO RG  12-12e / AA /   O ■ Extra  Warm   2700K - CRI >94   24    12,5 204 1320

PRO RG  20-10 / AA /   O ■ Cold  White    5000K - CRI >94   24     20 240 2350

PRO RG  20-11 / AA /   O ■ Natural White 4000K - CRI >94   24     20 240 2300

PRO RG  20-12 / AA /   O ■ Warm  White 3000K - CRI >94   24     20 240 2260

PRO RG  20-12e / AA /   O ■ Extra  Warm  2700K - CRI >94   24     20 240 2040

PRO RG  20-12d / AA /   O ■ Extra  Warm  2400K - CRI >94   24     20 240 1690

PRO RG  20-12b / AA /   O ■ Extra  Warm  2200K - CRI >94   24     20 240 1510

 PRO RG

Alimentatore LED, Centralina RGB / DMX  e Telecomando  sono ESCLUSI

LED Driver, RGB / DMX module and Remote control  are excluded
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EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

LAMPADA    LED  LIGHT mono emissione a pavimento        

FLOOR LAMP LED    mono emission LIGHT                 

       Beam
          180°

         10  Years Warranty 

  Code/Art.   PA T19  ( h.1900mm  30W -  lm 3000 )      IP44

Finitura / Finishing
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EASY  LIGHT   Power LED 

LAMPADA    LED  LIGHT mono emissione a pavimento        

FLOOR LAMP LED    mono emission LIGHT                 

Code/Art. PA T19   

LED  Module 1 x 30         Power  Watt : 30       Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum anodized structure       :  White /Black / Grey

LED  CRI>94 with UV resistant  policarbonate opal protection            Beam :  180°

Mono emission LED Lamp with Anodized aluminium dissipating structure 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  remoto 

Power Supply 230Vac  ON/OFF   Remote LED Driver  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 
Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

■ N

Lampada LED  mono emissione con Struttura dissipante in Alluminio anodizzato  

Code/Art.        Dimensioni  h1900 x diam.17mm          Base 300 x 300mm                                 

Struttura in Alluminio anodizzato  : Bianco / Nero  /Grigio

PA T19           Dimensions h1900 x diam.17mm          Plate 300 x 300mm                                      

         10  Years Warranty 

230Vac

LED  CRI>94 con protezione Opalina resistente ai raggi UV               Lente :   180°             

PA T19-11  ■ Natural White  4000K 3000

PA T19-12  2950

PA T19-12e  ■ Extra Warm White  2700K 2880
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■ Warm   White  3000K



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

LAMPADA    LED  LIGHT   mono emissione    Terra - Cielo        

FLOOR LAMP LED    mono emission LIGHT      Land -Sky            

       17mm

       Beam
          180°

         10  Years Warranty 

  Code/Art.   PA TC30  ( h.3000mm  60W -  lm 6000 )      IP44

3000mm

Finitura / Finishing
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EASY  LIGHT   Power LED 

LAMPADA    LED  LIGHT mono emissione  Terra - Cielo        

FLOOR LAMP LED    mono emission LIGHT  Land -Sky            

Code/Art. PA TC 30   

LED  Module 1 x 60         Power  Watt : 60       Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum anodized structure       :  White /Black / Grey

LED  CRI>94 with UV resistant  policarbonate opal protection            Beam :  180°

Mono emission LED Lamp with Anodized aluminium dissipating structure 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  REMOTO 

Power Supply 230Vac  ON/OFF   Remote LED Driver  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 
Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

■ N

Struttura in Alluminio anodizzato  : Bianco / Nero  /Grigio

PA TC30        Dimensions h3000 x diam.17mm                                             

         10  Years Warranty 

230Vac

LED  CRI>94 con protezione Opalina resistente ai raggi UV               Lente :   180°             

Lampada LED  mono emissione con Struttura dissipante in Alluminio anodizzato  

Code/Art.        Dimensioni  h3000 x diam.17mm         

PA TC30-11  ■ Natural White  4000K 6000

PA TC30-12  5950

PA TC30-12e  ■ Extra Warm White  2700K 5880
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■ Warm   White  3000K



EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT   Tondo   LED   Orientabile                       

SPOT   Round  Adjustable  LED                          

        Code/Art.  STYLUS 7

           Beam

        Code/Art.  STYLUS 3 SW   Switch On/Off

         10  Years Warranty 

   Code/Art.  STYLUS 7       , (  7,5W -  lm  690 )      IP44

   Code/Art.  STYLUS 3 SW  (  3,4W -  lm  210 )      IP44

        Code/Art.  STYLUS 3 SW   Switch On/Off

           Beam

Finitura/Finishing

Code/Art.STILUS  7   

LED  Module 1 x 7,5         Power  Watt : 7,5         Driver   :

Code/Art.STILUS 3 SW   

LED  Module 1 x 3,4         Power  Watt : 3,4         Driver   :

Protection  Class  : IP44  EN 60529      Class

LED con Struttura dissipante in Alluminio  Vernciato : Bianco  / Nero 

LED with Aluminum  dissipating structure     Painted :White  / Black

Alimentazione 230Vac  ON/OFF   tramite Alimentatore INCLUSO  

Power Supply 230Vac  ON/OFF    LED Driver   included

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

STYLUS 7  - 12 690

STYLUS 3 SW - 12 210
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LED  CRI>86  con protezione  trasparente resistente ai raggi UV          Lente : 40°  

Code/Art.      Dimensioni  diametro Ø 30 x h120mm                        

STYLUS       Dimensions diameter Ø 30 x h120mm                        

LED  CRI>86  with UV resistant  policarbonate transparent protection  Beam : 40°

■ Warm   White  3000K

■ Warm   White  3000K

www.ett-led.com

230Vac / 24Vdc

230Vac / 24Vdc



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

APPLIQUE SPOT LED LIGHT Orientabile  a Parete / Soffitto                       

APPLIQUE SPOT LED   Adjustable Wall/ celling  LIGHT                        

Dimensioni
dimensions

70

70

Beam 70

         10  Years Warranty 

   Code/Art. Double Cube    230Vac DimmerB( 1 x 8W -  lm 620 )    IP54

Code/Art.   Double Cube   

LED  Module 1 x 8         Power  Watt : 8

Protection  Class  : IP54  EN 60529      Class

Struttura in metallo  verniciato :  Bianco / Nero/ Grigio 

Painted metal structure       : White / Black/ Grey 

LED  CRI>86 with UV resistant  policarbonate opal protection            Beam : 40°/25°

LED Wall Lamp  with Anodized aluminum  dissipating structure 

Alimentazione 230Vac  ON/OFF   NO Driver  - Dimmerabile       

Power Supply 230Vac  ON/OFF   NO Driver  - Dimmable

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

Double Cube  -11  ■ Natural White  4000K 620

Double Cube  -12  610
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Lampada LED  con Struttura dissipante in Alluminio anodizzato  

Code/Art.             Dimensioni  70 x 70 x h150mm                                           

■ Warm   White  3000K

www.ett-led.com

230Vac

LED  CRI>86 con protezione Opalina resistente ai raggi UV               Lente : 40°/25°            

Double Cube      Dimensions  70 x 70 x h150mm                                           

      NO Driver







EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT LED  Quadro   LED    a soffitto                                        

SPOT LED  Square   LED   Downlight                                        

,                                               115

                                                           70

,,,,,,,             ,,70

                _________

         10  Years Warranty 

   Code/Art. CQ 8   230Vac  Dimmer    (  8W  -  lm 620 )        IP44

Beam   
90°

Code/Art.   CQ 8   

LED  Module 1 x 8         Power  Watt : 8 NO Driver   :

Protection  Class  : IP44  EN 60529      Class

Steel  structure       :  Cromo

LED  CRI>86 with UV resistant  policarbonate  protection  

Alimentazione 230Vac   NO Driver  -  Dimmerabile       

Power Supply 230Vac   NO Driver  -  Dimmable

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

CQ 8  - 11  40° ■ Natural White  4000K 620

CQ 8  - 12  40° 610
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■ Warm   White  3000K

LED  CRI>86 con protezione  resistente ai raggi UV          

Struttura in Acciaio   : Cromo

www.ett-led.com

    230Vac

CQ 8        Dimensions 70 x 70 x h115mm                       

Code/Art.  Dimensioni  70 x 70 x h115m                    



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT LED  Quadro   LED    a soffitto                                       

SPOT LED   Square   LED   Downlight                                       

,                                                 90

                                                           80

,,,,,,,             ,,80

                _________

         10  Years Warranty 

   Code/Art. SQ 8   230Vac Dimmer   (  8W  -  lm 620 )         IP44

Beam

Code/Art.   SQ 8   

LED  Module 1 x 8         Power  Watt : 8 NO Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum  structure      : White / Black / Grey 

LED con Struttura dissipante in Alluminio anodizzato  

LED with Anodized  aluminum  dissipating  structure 

LED  CRI>86 with UV resistant  policarbonate transparent protection  Beam :  40° /25°

Alimentazione 230Vac   NO Driver  -  Dimmerabile       

Power Supply 230Vac   NO Driver  -  Dimmable

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

SQ 8  - 11  40° ■ Natural White  4000K 620

SQ 8  - 12  40° 610
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■ Warm   White  3000K

LED  CRI>86 con protezione  trasparente resistente ai raggi UV          Lente :   40°/25°            

Struttura in Alluminio pressofuso   : Bianco / Nero / Grigio

www.ett-led.com

    230Vac

SQ 8        Dimensions 80 x 80 x h90mm                       

Code/Art.  Dimensioni  80 x 80 x h90mm                    



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT LED  Quadro   LED  Orientabile  a soffitto                           

SPOT LED  Square   Adjustable LED  Downlight                            

,                                               100

Code/Art.   Q 6

Code/Art.   Q 8

                                   ,.Code/Art.   Q 9,9 70

   Code/Art.   Q9,9 - T9,9  230Vac         ( 9,9W  -  lm 860 )  c ,  IP44

                _________

   Code/Art.   Q 6   - T 6  500mAc          (   6W   -  lm 600 )       IP44

   Code/Art.   Q 8   - T 8  230Vac Dimmer   (   8W   -  lm 620 )       IP44

         10  Years Warranty 

SPOT LED  Tondo   LED  Orientabile  a soffitto                             

SPOT LED  Round   Adjustable LED   Downlight                           

,                                               100

Code/Art.   T 6

Code/Art.   T 8

,.Code/Art.   T 9,9 70

,   _________

Beam

Beam : 10° Solo per versione  Q - T6  /  Beam : 10° available for Q - T6  only
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,,,,,,,             ,,70

                _________

www.ett-led.com

,,,,,,,             ,,70



EASY  LIGHT   Power LED 

SPOT LED    LED  Orientabile   a soffitto                    

Code/Art.   Q - T6   

LED  Module 3 x 2         Power  Watt : 6         Driver   :

Code/Art.   Q - T8     
LED  Module 1 x 7         Power  Watt : 8 NO Driver   :

Code/Art.   Q - T9,9 
LED  Module 9 x 1,1         Power  Watt : 9,9 NO Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum  structure  : White / Black / Grey 

LED con Struttura dissipante in Alluminio anodizzato  

LED with Anodized  aluminum  dissipating  structure 

LED  CRI>90 with UV resistant  policarbonate transparent protection  Beam :  40° /25°/10°

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso   

Power Supply 230Vac  ON/OFF   LED Driver  incluted

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante esterno

Struttura in Alluminio pressofuso   : Bianco / Nero / Grigio

Code/Art.       Dimensioni  70 x h100mm                    

Q - T6           Dimensions 70 x h100mm                       

LED  CRI>90 con protezione  trasparente resistente ai raggi UV          Lente :   40°/25°/10°            

    500 mA

         10  Years Warranty 

SPOT LED    Adjustable  LED  donwlight                         

    230Vac

    230Vac

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante esterno

Optional :  Out lamp  Dimmable LED Driver : DALI - 1-10V - Open Push  

LED  CRI>86 with UV resistant  policarbonate transparent protection  Beam :  40° /25°

Alimentazione 230Vac  ON/OFF   NO Driver - ( Dimmerabile solo T8 - Q8)      

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

Q - T 6  - 10  40° ■ Cold     White  5000K    630

Q - T 6  - 11  40° ■ Natural White  4000K 610

Q - T 6  - 12  40° 600

Q - T 6  -12e 40° ■ Extra Warm White  2700K 580

Q - T 6 - RGB  40° ■■■■ R G B

Q - T8  - 11  40° ■ Natural White  4000K 620

Q - T8  - 12  40° 610

Q - T9,9 - 11  40° ■ Natural White  4000K 880

Q - T9,9 - 12  40° 860
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Code/Art.             Dimensioni  70 x h100mm                    

www.ett-led.com

■ Warm   White  3000K

■ Warm   White  3000K

■ Warm   White  3000K

Power Supply 230Vac  ON/OFF   NO Driver - ( Dimmable   T8 - Q8 only )

Q - T8 / Q - T9,9  Dimensions 70 x h100mm                       

LED  CRI>86 con protezione  trasparente resistente ai raggi UV          Lente :   40°/25°            



EASY  LIGHT   Power LED 

                               Interno - indoor

PROIETTORE LED  Orientabile 2 assi Attacco a Plafone/Parete   

LED  PROJECTOR   Adjustable both axes 2 phase Ceiling/Wall   

         10  Years Warranty 

   Code/Art.  ATOM 7      (  7,5W -  lm  750 )       IP44

Beam                Finitura / Finishing

Code/Art.ATOM 7   

LED  Module 1 x 7,5         Power  Watt : 7,5         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring   structure      : White / Black 

LED con Struttura dissipante in Alluminio anodizzato  

LED with Anodized  aluminum  dissipating  structure 

Alimentazione 230Vac  ON/OFF   

Power Supply 230Vac  ON/OFF   

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

ATOM 7  -12 750

   Long  Life  Power Led pag. 162

Ghiera in Alluminio pressofuso: Bianco / Nero

230Vac

LED  CRI>86  con protezione  trasparente resistente ai raggi UV          Lente : 40°  

Code/Art.    Dimensioni  diametro Ø 52 x h128mm                        

ATOM 7     Dimensions diameter Ø 52 x h128mm                        

LED  CRI>86  with UV resistant  policarbonate transparent protection  Beam : 40°

■ Warm   White  3000K

www.ett-led.com



EASY  LIGHT   Power LED 

                               Interno - indoor

  Code/Art.   ATOM  17      230Vac   (  17W - lm 2200 )  IP40

  Code/Art.   ATOM  31      230Vac   (  31W - lm 3900 )  IP40

PROIETTORE LED  Orientabile 2 assi Attacco a Plafone/Parete    

LED  PROJECTOR   Adjustable both axes 2 phase Ceiling/Wall   

      Beam

125

         10  Years Warranty 

,   90

                           Finitura / Finishing

Code/Art.  ATOM  17 W
LED  Module 1 x 17         Power  Watt : 17  Driver   :

Code/Art.  ATOM  31 W
LED  Module 1 x 31         Power  Watt : 31  Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring   structure      : White / Black 

LED  CRI>90 with UV resistant  policarbonate transparent protection  Beam :  40° /25°

Alimentazione 230Vac  ON/OFF     

Power Supply 230Vac  ON/OFF         

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

ATOM 17 -11 40° ■ Natural White  4000K 2200

ATOM 17- 12 40° 2080

ATOM 31 -11 40° ■ Natural White  4000K 3900

ATOM 31- 12 40° 3680
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    230Vac

Ghiera in Alluminio pressofuso: Bianco / Nero

■ Warm   White  3000K

ATOM 17 - ATOM 31   Dimensions 90 x h204mm                               

www.ett-led.com

    230Vac

■ Warm   White  3000K

Code/Art.                      Dimensioni  90 x h204mm                                  

LED  CRI>90 con protezione  trasparente resistente ai raggi UV          Lente :   40°/25°            







EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT LED  Quadro  LED  a soffitto                                    

SPOT LED   Square  LED  Downlight                                     

                                                   

             Code/Art.   CIL Q300     (  230Vac 9W   -  lm 1090 )       IP44

             Code/Art.   CIL T300     ,(  230Vac 9W   -  lm 1090 )       IP44

         10  Years Warranty 

SPOT LED  Tondo   LED  a soffitto                                      

SPOT LED   Round  LED  Downlight                                     

Beam                    Finitura / Finishing      Finitura Riflettore  / Finishing Reflector
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EASY  LIGHT   Power LED 

SPOT LED    a soffitto                    

Code : CIL Q300   

LED Module 1 x 9        Power/Watt  : 9         Driver   :

Code : CIL T300   

LED Module 1 x 9        Power/Watt  : 9         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum  structure  : White / Black 

Riflettore disponibili:  Nero / Oro / Rame 

Finishing reflector  : Black / Gold / Copper 

LED  CRI>90 with UV resistant  policarbonate transparent protection  Beam :  40° /25°

Alimentazione 230Vac  ON/OFF     

Power Supply 230Vac  ON/OFF   

Possibilità di collegamento elettrico tra più articoli  

         10  Years Warranty 

Code/Art.       Dimensioni  65 x h256mm          OPTIONAL : DIMENSIONI  CUSTOM              

CIL T             Dimensions 65 x h256mm          OPTIONAL : CUSTOM DIMENSIONS                    

LED  CRI>90 con protezione  trasparente resistente ai raggi UV          Lente :   40°/25°            

230Vac

Struttura in Alluminio pressofuso   : Bianco / Nero

Code/Art.       Dimensioni  65x65 x h256mm    OPTIONAL : DIMENSIONI  CUSTOM              

CIL Q            Dimensions 65x65 x h256mm     OPTIONAL : CUSTOM DIMENSIONS                    

SPOT LED   downlight                         

230Vac

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

CIL Q300  - 11  40° ■ Natural White  4000K 1090

CIL Q300  - 12  40° 1000

CIL Q300  -12e 40° ■ Extra Warm White  2700K 970

CIL T300  - 11  40° ■ Natural White  4000K 1090

CIL T300  - 12  40° 1000

CIL T300  -12e 40° ■ Extra Warm White  2700K 970
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■ Warm   White  3000K

■ Warm   White  3000K

www.ett-led.com



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT LED  Quadro  LED  a soffitto                                    

SPOT LED   Square  LED  Downlight                                     

                                                   

             Code/Art.   CIL Q500     (  230Vac  3W   -  lm 340 )       IP44

             Code/Art.   CIL T500     .(  230Vac  3W   -  lm 340 )       IP44

         10  Years Warranty 

SPOT LED  Tondo   LED  a soffitto                                      

SPOT LED   Round  LED  Downlight                                     

Beam   Finitura / Finishing
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EASY  LIGHT   Power LED 

SPOT LED     a soffitto                    

Code : CIL Q500   

LED Module 1 x 3        Power/Watt  : 3         Driver   :

Code : CIL T500   

LED Module 1 x 3        Power/Watt  : 3         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum  structure  : White / Black 

LED  CRI>90 with UV resistant  policarbonate transparent protection  Beam :  40°

Alimentazione 230Vac  ON/OFF  

Power Supply 230Vac  ON/OFF   

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

         10  Years Warranty 

Code/Art.       Dimensioni  35 x h500mm             OPTIONAL : DIMENSIONI  CUSTOM                      

CIL T            Dimensions 35 x h500mm             OPTIONAL : CUSTOM DIMENSIONS                      

LED  CRI>90 con protezione  trasparente resistente ai raggi UV          Lente :   40°           

230Vac

Struttura in Alluminio pressofuso   : Bianco / Nero

230Vac

Code/Art.       Dimensioni  40x40  x h500mm       OPTIONAL : DIMENSIONI  CUSTOM              

CIL Q            Dimensions 40x40  x h500mm       OPTIONAL : CUSTOM DIMENSIONS                    

SPOT LED    downlight                         

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

CIL Q500  - 12  40° 340

CIL Q500  -12e 40° ■ Extra Warm White  2700K 330

CIL T500  - 12  40° 340

CIL T000  -12e 40° ■ Extra Warm White  2700K 330
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■ Warm   White  3000K

■ Warm   White  3000K



EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Quadro  LED  a sospensione                          

SPOT LED   Square  LED  Suspension Downlight              

                                                   

             Code/Art.   CIL Q300SP   (  230Vac 9W   -  lm 1090 )       IP44

             Code/Art.   CIL T300SP   ,(  230Vac 9W   -  lm 1090 )       IP44

         10  Years Warranty 

SPOT LED  Tondo   LED  a sospensione                           

SPOT LED   Round  LED  Suspension Downlight                

Beam   Finitura / Finishing      Finitura Riflettore  / Finishing Reflector
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EASY  LIGHT   Power LED 

SPOT LED     a sospensione                           

Code : CIL Q300SP   

LED Module 1 x 9        Power/Watt  : 9         Driver   :

Code : CIL T300SP   

LED Module 1 x 9        Power/Watt  : 9         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum  structure  : White / Black 

Riflettore disponibili:  Nero / Oro / Rame 

Finishing reflector  : Black / Gold / Copper 

LED  CRI>90 with UV resistant  policarbonate transparent protection  Beam :  40° /25°

Alimentazione 230Vac  ON/OFF     

Power Supply 230Vac  ON/OFF   

Possibilità di collegamento elettrico tra più articoli  

SPOT LED     Suspension  Downlight                         

230Vac

Code/Art.       Dimensioni  65x65 x h256mm    OPTIONAL : DIMENSIONI  CUSTOM              

CIL QSP        Dimensions 65x65 x h256mm    OPTIONAL : CUSTOM DIMENSIONS                    

         10  Years Warranty 

Code/Art.       Dimensioni  65 x h256mm          OPTIONAL : DIMENSIONI  CUSTOM              

CIL TSP        Dimensions 65 x h256mm          OPTIONAL : CUSTOM DIMENSIONS                    

LED  CRI>90 con protezione  trasparente resistente ai raggi UV          Lente :   40°/25°            

230Vac

Struttura in Alluminio pressofuso   : Bianco / Nero

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

CIL Q300SP-11  40° ■ Natural White  4000K 1090

CIL Q300SP-12  40° 1000

CIL Q300SP-12e 40°■ Extra Warm White  2700K 970

CIL T300SP-11  40° ■ Natural White  4000K 1090

CIL T300SP-12  40° 1000

CIL T300SP-12e 40° ■ Extra Warm White  2700K 970
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■ Warm   White  3000K

■ Warm   White  3000K

www.ett-led.com



EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Quadro  LED  a sospensione                          

SPOT LED   Square  LED  Suspension Downlight              

                                                   

             Code/Art.   CIL Q500SP (  230Vac  3W   -  lm 340 )       IP44

             Code/Art.   CIL T500SP ,(  230Vac  3W   -  lm 340 )       IP44

         10  Years Warranty 

SPOT LED  Tondo   LED  a sospensione                           

SPOT LED   Round  LED  Suspension Downlight                

Beam   Finitura / Finishing
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EASY  LIGHT   Power LED 

SPOT LED     a sospensione                           

Code : CIL Q500SP   

LED Module 1 x 3        Power/Watt  : 3         Driver   :

Code : CIL T500SP   

LED Module 1 x 3        Power/Watt  : 3         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum  structure  : White / Black 

LED  CRI>90 with UV resistant  policarbonate transparent protection  Beam :  40°

Alimentazione 230Vac       

Power Supply 230Vac  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

Code/Art.       Dimensioni  40x40  x h500mm       OPTIONAL : DIMENSIONI  CUSTOM              

CIL QSP        Dimensions 40x40  x h500mm       OPTIONAL : CUSTOM DIMENSIONS                    

         10  Years Warranty 

Code/Art.       Dimensioni  35 x h500mm              OPTIONAL : DIMENSIONI  CUSTOM                     

Q - TSP         Dimensions 35 x h500mm              OPTIONAL : CUSTOM DIMENSIONS                     

LED  CRI>90 con protezione  trasparente resistente ai raggi UV          Lente :   40°           

230Vac

230Vac

Struttura in Alluminio pressofuso   : Bianco / Nero

SPOT LED     Suspension  Downlight                         

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

CIL Q500SP-12  40° 340

CIL Q500SP-12e 40°■ Extra Warm White  2700K 330

CIL T500SP-12  40° 340

CIL T000SP-12e 40° ■ Extra Warm White  2700K 330
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■ Warm   White  3000K

■ Warm   White  3000K

www.ett-led.com







EASY  LIGHT   Power LED 

                               Interno - indoor

SISTEMA a SOSPENSIONE  LED  Down LIGHT mono emissione         

SUSPENSION SYSTEM LED    mono emission Down LIGHT                 

       Beam
          180°

         10  Years Warranty 

  Code/Art.   SSP T10  ( L.1040mm  22W -  lm 3200 )      IP44

  Code/Art.   SSP T15  ( L.1540mm  33W -  lm 4800 )      IP44

  Code/Art.   SSP T20  ( L.2040mm  44W -  lm 6400 )      IP44

Finitura / Finishing

    Dimensioni standard  / Standard dimensions     Accessorio / Accessories

Base to ceiling drive incluted

                     1040 - 1540 - 2040mm
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EASY  LIGHT   Power LED 

SISTEMA a SOSPENSIONE  LED  Down LIGHT mono emissione         

SUSPENSION SYSTEM LED    mono emission Down LIGHT                 

Code/Art. SSP T10   

LED  Module 1 x 22         Power  Watt : 22       Driver   :

Code/Art. SSP T15   

LED  Module 1 x 33         Power  Watt : 33       Driver   :

Code/Art. SSP T20   

LED  Module 1 x 44         Power  Watt : 44       Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum anodized structure       : Black / Grey

LED  CRI>90 with UV resistant  policarbonate opal protection            Beam :  180°

Mono emission LED Lamp with Anodized aluminum dissipating structure 

         10  Years Warranty 

24Vdc

LED  CRI>90 con protezione Opalina resistente ai raggi UV               Lente :   180°             

24Vdc

24Vdc

Code/Art.        Dimensioni  1540 x 17mm                                           

Struttura in Alluminio anodizzato  : Nero  /Grigio

SSP T10        Dimensions 1040 x 17mm                                           

SSP T15        Dimensions 1540 x 17mm                                           

Lampada LED  mono emissione con Struttura dissipante in Alluminio anodizzato  

Code/Art.        Dimensioni  1040 x 17mm                                           

Alimentazione 230Vac  ON/OFF   tramite Alimentatore   

Power Supply 230Vac  ON/OFF   remote LED Driver  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

SSP T10-11  ■ Natural White  4000K 3200

SSP T10-12  3050

SSP T10-12e  ■ Extra Warm White  2700K 2980

SSP T15-11  ■ Natural White  4000K 4800

SSP T15-12  4690

SSP T15-12e  ■ Extra Warm White  2700K 4600

SSP T20-11  ■ Natural White  4000K 6400

SSP T20-12  6200

SSP T20-12e  ■ Extra Warm White  2700K 6020
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■ Warm   White  3000K

Code/Art.        Dimensioni  2040 x 17mm                                           

■ Warm   White  3000K

SSP T15        Dimensions 1540 x 17mm                                           

SSP T20        Dimensions 2040 x 17mm                                           

■ Warm   White  3000K



EASY  LIGHT   Power LED 

                               Interno - indoor

SISTEMA a SOSPENSIONE  LED  Down LIGHT mono emissione         

SUSPENSION SYSTEM LED    mono emission Down LIGHT                 

       Beam
          180°

         10  Years Warranty 

  Code/Art.   SSP RV10  ( L.1040mm  12W -  lm 1250 )      IP44

  Code/Art.   SSP RV15  ( L.1540mm  18W -  lm 1900 )      IP44

  Code/Art.   SSP RV20  ( L.2040mm  24W -  lm 2500 )      IP44

Finitura / Finishing

    Dimensioni standard  / Standard dimensions     Accessorio / Accessories

Base to ceiling drive incluted

                     1040 - 1540 - 2040mm
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EASY  LIGHT   Power LED 

SISTEMA a SOSPENSIONE  LED  Down LIGHT mono emissione         

SUSPENSION SYSTEM LED    mono emission Down LIGHT                 

Code/Art. SSP RV10   

LED  Module 1 x 12         Power  Watt : 12       Driver   :

Code/Art. SSP RV15   

LED  Module 1 x 18         Power  Watt : 18       Driver   :

Code/Art. SSP RV20   

LED  Module 1 x 24         Power  Watt : 24       Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum anodized structure      : Black / Grey

LED  CRI>90 with UV resistant  policarbonate opal protection            Beam :  180°

Mono emission LED  Lamp with Anodized aluminum dissipating structure 

SSP RV15      Dimensions 1540 x 9 x h14mm                                           

Lampada LED  mono emissione con Struttura dissipante in Alluminio anodizzato  

Code/Art.        Dimensioni  1040 x 9 x h14mm                                           

Struttura in Alluminio anodizzato  : Nero  /Grigio

SSP RV10      Dimensions 1040 x 9 x h14mm                                           

LED  CRI>90 con protezione Opalina resistente ai raggi UV               Lente :   180°             

24Vdc

         10  Years Warranty 

Code/Art.        Dimensioni  1540 x 9 x h14mm                                           

24Vdc

24Vdc

Alimentazione 230Vac  ON/OFF   tramite Alimentatore   

Power Supply 230Vac  ON/OFF   remote LED Driver  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

SSP RV10-11  ■ Natural White  4000K 1250

SSP RV10-12  1220

SSP RV10-12e  ■ Extra Warm White  2700K 1190

SSP RV15-11  ■ Natural White  4000K 1900

SSP RV15-12  1870

SSP RV15-12e  ■ Extra Warm White  2700K 1820

SSP RV20-11  ■ Natural White  4000K 2500

SSP RV20-12  2470

SSP RV20-12e  ■ Extra Warm White  2700K 2410
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■ Warm   White  3000K

SSP RV15      Dimensions 1540 x 9 x h14mm                                           

SSP RV20      Dimensions 2040 x 9 x h14mm                                           

■ Warm   White  3000K

www.ett-led.com

■ Warm   White  3000K

Code/Art.        Dimensioni  2040 x 9 x h14mm                                           



EASY  LIGHT   Power LED 

                               Interno - indoor

SISTEMA a SOSPENSIONE  LED  Down LIGHT mono emissione         

SUSPENSION SYSTEM LED    mono emission Down LIGHT                 

       Beam
          180°

  Code/Art.   SSP GRV20  ( L.2040mm  44W -  lm 6400 )      IP44

         10  Years Warranty 

  Code/Art.   SSP GRV10  ( L.1040mm  22W -  lm 3200 )          IP44      

  Code/Art.   SSP GRV15  ( L.1540mm  33W -  lm 4800 )      IP44

Finitura / Finishing

    Dimensioni standard  / Standard dimensions     Accessorio / Accessories

Base to ceiling drive incluted

                     1040 - 1540 - 2040mm
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EASY  LIGHT   Power LED 

SISTEMA a SOSPENSIONE  LED  Down LIGHT mono emissione         

SUSPENSION SYSTEM LED    mono emission Down LIGHT                 

Code/Art. SSP GRV10   

LED  Module 1 x 22         Power  Watt : 22       Driver   :

Code/Art. SSP GRV15   

LED  Module 1 x 33         Power  Watt : 33       Driver   :

Code/Art. SSP GRV20   

LED  Module 1 x 44         Power  Watt : 44       Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum anodized structure      : White / Black / Grey

LED  CRI>90 with UV resistant  policarbonate opal protection            Beam :  180°

Mono emission LED  Lamp with Anodized aluminum dissipating structure 

         10  Years Warranty 

Code/Art.        Dimensioni  1540 x 25 x h30mm                                           

24Vdc

24Vdc

Struttura in Alluminio anodizzato  : Bianco / Nero  /Grigio

SSP GRV10   Dimensions 1040 x 25 x h30mm                                           

LED  CRI>90 con protezione Opalina resistente ai raggi UV               Lente :   180°             

24Vdc

SSP GRV15   Dimensions 1540 x 25 x h30mm                                           

Lampada LED  mono emissione con Struttura dissipante in Alluminio anodizzato  

Code/Art.        Dimensioni  1040 x 25 x h30mm                                           

Alimentazione 230Vac  ON/OFF   tramite Alimentatore   

Power Supply 230Vac  ON/OFF   remote LED Driver  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

SSP  GRV10-11  ■ Natural White  4000K 3200

SSP  GRV10-12  3050

SSP  GRV10-12e  ■ Extra Warm White  2700K 2980

SSP  GRV15-11  ■ Natural White  4000K 4800

SSP  GRV15-12  4690

SSP  GRV15-12e  ■ Extra Warm White  2700K 4600

SSP  GRV20-11  ■ Natural White  4000K 6400

SSP  GRV20-12  6200

SSP  GRV20-12e  ■ Extra Warm White  2700K 6020
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Code/Art.        Dimensioni  2040 x 25 x h30mm                                           

www.ett-led.com

■ Warm   White  3000K

■ Warm   White  3000K

SSP GRV15   Dimensions 1540 x 25 x h30mm                                           

SSP GRV20   Dimensions 2040 x 25 x h30mm                                           

■ Warm   White  3000K



EASY  LIGHT   Power LED 

                               Interno - indoor

SISTEMA a SOSPENSIONE  LED  LIGHT Bi emissione         

SUSPENSION SYSTEM LED   Bi emission LIGHT                 

       Beam
          180°

         10  Years Warranty 

  Code/Art. SSP GRV B10  ( L.1040mm  Down 22+ Up10W -  lm 3200 + ,960 )      IP44      

  Code/Art. SSP GRV B15  ( L.1540mm  Down 33+ Up15W -  lm 4860 +1440 )      IP44      

  Code/Art. SSP GRV B20  ( L.2040mm  Down 44+ Up20W -  lm 6480 +1920 )      IP44      

Finitura / Finishing

    Dimensioni standard  / Standard dimensions     Accessorio / Accessories

Base to ceiling drive incluted

                     1040 - 1540 - 2040mm
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EASY  LIGHT   Power LED 

SISTEMA a SOSPENSIONE  LED  LIGHT Bi emissione         

SUSPENSION SYSTEM LED   Bi emission LIGHT                 

Code/Art. SSP GRV B10   

LED  Module 1 x 22 + 1 x 10         Power  Watt : 32       Driver   :

Code/Art. SSP GRV B15   

LED  Module 1 x 33 + 1 x 15       Power  Watt : 48       Driver   :

Code/Art. SSP GRV B20   

LED  Module 1 x 44 + 1 x 20        Power  Watt : 64       Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum anodized structure      : White / Black / Grey

LED  CRI>90 with UV resistant  policarbonate opal protection            Beam :  180°

Bi emission LED  Lamp with Anodized aluminum dissipating structure 

SSP GRV B15   Dimensions 1540 x 25 x h30mm                                           

Lampada LED  Bi emissione con Struttura dissipante in Alluminio anodizzato  

Code/Art.           Dimensioni  1040 x 25 x h30mm                                           

24Vdc

Code/Art.           Dimensioni  1540 x 25 x h30mm                                           

Struttura in Alluminio anodizzato  : Bianco / Nero  /Grigio

SSP GRV B10   Dimensions 1040 x 25 x h30mm                                           

         10  Years Warranty 

24Vdc

LED  CRI>90 con protezione Opalina resistente ai raggi UV               Lente :   180°             

24Vdc

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  remoto 

Power Supply 230Vac  ON/OFF   remote LED Driver  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

SSP  GRV B10-11  ■ Natural White  4000K 3200+960

SSP  GRV B10-12  3050+940

SSP  GRV B10-12e  ■ Extra Warm White  2700K 2980+900

SSP  GRV B15-11  ■ Natural White  4000K 4800+1440

SSP  GRV B15-12  4690+1400

SSP  GRV B15-12e  ■ Extra Warm White  2700K 4600+1360

SSP  GRV B20-11  ■ Natural White  4000K 6400+1920

SSP  GRV B20-12  6200+1880

SSP  GRV B20-12e  ■ Extra Warm White  2700K 6020+1840
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■ Warm   White  3000K

SSP GRV B15   Dimensions 1540 x 25 x h30mm                                           

SSP GRV B20   Dimensions 2040 x 25 x h30mm                                           

■ Warm   White  3000K

■ Warm   White  3000K

Code/Art.           Dimensioni  2040 x 25 x h30mm                                           



EASY  LIGHT   Power LED 

                               Interno - indoor

SISTEMA a SOSPENSIONE   Quadra  LED  LIGHT Bi emissione         

SUSPENSION SYSTEM LED    Square   Bi emission LIGHT                 

       Beam
          180°

         10  Years Warranty 

  Code/Art. SSP QRV B10 ( 1000x1000mm  Down 88+ Up40W -  lm 9500 + 3960 ) IP44      

Finitura / Finishing

    Dimensioni standard  / Standard dimensions     Accessorio / Accessories

Base to ceiling drive incluted

                            1000x1000 mm
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EASY  LIGHT   Power LED 

SISTEMA a SOSPENSIONE   Quadra  LED  LIGHT Bi emissione         

SUSPENSION SYSTEM LED    Square   Bi emission LIGHT                 

Code/Art. SSP QRV B10   

LED  Module 4 x 22 + 4 x 10        Power  Watt : 88+40       Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum anodized structure      : White / Black / Grey

LED  CRI>90 with UV resistant  policarbonate opal protection            Beam :  180°

Bi emission LED  Lamp with Anodized aluminum dissipating structure 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto  

Power Supply 230Vac  ON/OFF   remote LED Driver  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Struttura in Alluminio anodizzato  : Bianco / Nero  /Grigio

SSP QRV10   Dimensions 1000 x 1000mm   structure section 25 x h30mm                                        

Lampada LED  Bi emissione con Struttura dissipante in Alluminio anodizzato  

Code/Art.        Dimensioni  1000 x 1000mm  sezione struttura 25 x h30mm                                         

         10  Years Warranty 

24Vdc

LED  CRI>90 con protezione Opalina resistente ai raggi UV               Lente :   180°             

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

SSP  QRV B10-11  ■ Natural White  4000K 9500+3960

SSP  QRV B10-12  9420+3880

SSP  QRV B10-12e  ■ Extra Warm White  2700K 9370+3780
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EASY  LIGHT   Power LED 

                               Interno - indoor

SISTEMA a SOSPENSIONE  LED  Down LIGHT mono emissione         

SUSPENSION SYSTEM LED    mono emission Down LIGHT                 

       Beam
          180°

         10  Years Warranty 

  Code/Art.   SSP Bar Quad V10  ( L.1040mm  40W -  lm 5200 )      IP44

  Code/Art.   SSP Bar Quad V15  ( L.1540mm  60W -  lm 7800 )      IP44

  Code/Art.   SSP Bar Quad V20  ( L.2040mm  80W -  lm10400 )     IP44

Finitura / Finishing

    Dimensioni standard  / Standard dimensions

1040 - 1540 - 2040mm
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EASY  LIGHT   Power LED 

SISTEMA a SOSPENSIONE  LED  Down LIGHT mono emissione         

SUSPENSION SYSTEM LED    mono emission Down LIGHT                 

Code/Art. SSP BAR Quad V10   

LED  Module 2 x 20         Power  Watt : 40       Driver   :

Code/Art. SSP BAR Quad V15   

LED  Module 2 x 30         Power  Watt : 60       Driver   :

Code/Art. SSP BAR Quad V20   

LED  Module 2 x 40         Power  Watt : 80       Driver   :

Protection  Class  : IP44  EN 60529      Class

Painted aluminum anodized structure        : White / Black / Grey

LED  CRI>90 with UV resistant  policarbonate opal protection            Beam :  180°

Mono emission LED  Lamp with Anodized aluminum dissipating structure 

         10  Years Warranty 

230Vac

LED  CRI>90 con protezione Opalina resistente ai raggi UV               Lente :   180°             

230Vac

230Vac

Code/Art.                       Dimensioni  1540 x 40 x h90mm                                           

Struttura in Alluminio anodizzato verniciato : Bianco / Nero  /Grigio

SSP BAR QUAD V10   Dimensions 1040 x 40 x h90mm                                           

SSP BAR QUAD V15   Dimensions 1540 x 40 x h90mm                                           

Lampada LED  mono emissione con Struttura dissipante in Alluminio anodizzato  

Code/Art.                       Dimensioni  1040 x 40 x h90mm                                           

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso integrato  

Power Supply 230Vac  ON/OFF   included  integrate LED Driver  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

SSP BAR Quad V10-11  ■ Natural White  4000K 5200

SSP BAR Quad V10-12  5050

SSP  BAR Quad V10-12e  ■ Extra Warm White  2700K 4980

SSP  BAR Quad V15-11  ■ Natural White  4000K 7800

SSP  BAR Quad V15-12  7690

SSP  BAR Quad V15-12e  ■ Extra Warm White  2700K 7600

SSP  BAR Quad V20-11  ■ Natural White  4000K 10400

SSP  BAR Quad V20-12  10200

SSP  BAR Quad V20-12e  ■ Extra Warm White  2700K 10020
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■ Warm   White  3000K

Code/Art.                       Dimensioni  2040 x 40 x h90mm                                           

■ Warm   White  3000K

SSP BAR QUAD V15   Dimensions 1540 x 40 x h90mm                                           

SSP BAR QUAD V20   Dimensions 2040 x 40 x h90mm                                           

■ Warm   White  3000K



EASY  LIGHT   Power LED 

                               Interno - indoor

SISTEMA a SOSPENSIONE  LED   LIGHT Bi emissione       

SUSPENSION SYSTEM LED    Bi emission LIGHT                 

       Beam
          180°

         10  Years Warranty 

Code/Art. SSP Bar Quad VB10 ( L.1040mm  40+20W -  lm 5200+1920 )IP44

Code/Art. SSP Bar Quad VB15 ( L.1540mm  60+29W -  lm 7800+2880) IP44

Code/Art. SSP Bar Quad VB20 ( L.2040mm  80+39W -  lm10400+3840)IP44

Finitura / Finishing

    Dimensioni standard  / Standard dimensions

1040 - 1540 - 2040mm
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EASY  LIGHT   Power LED 

SISTEMA a SOSPENSIONE  LED   LIGHT Bi emissione       

SUSPENSION SYSTEM LED    Bi emission LIGHT                 

Code/Art. SSP BAR Quad VB10   

LED  Module 1 x 40 + 1 x 20         Power  Watt : 60       Driver   :

Code/Art. SSP BAR Quad VB15   

LED  Module 1 x 60 + 1 x 29         Power  Watt : 89       Driver   :

Code/Art. SSP BAR Quad VB20   

LED  Module 1 x 80 + 1 x 39         Power  Watt : 119       Driver   :

Protection  Class  : IP44  EN 60529      Class

Painted aluminum anodized structure        : White / Black / Grey

LED  CRI>90 with UV resistant  policarbonate opal protection            Beam :  180°

Bi emission LED  Lamp with Anodized aluminum dissipating structure 

Lampada LED  Bi emissione con Struttura dissipante in Alluminio anodizzato  

Code/Art.                         Dimensioni  1040 x 40 x h90mm                                           

Code/Art.                         Dimensioni  1540 x 40 x h90mm                                           

Struttura in Alluminio anodizzato verniciato : Bianco / Nero  /Grigio

SSP BAR QUAD VB10   Dimensions 1040 x 40 x h90mm                                           

SSP BAR QUAD VB15   Dimensions 1540 x 40 x h90mm                                           

         10  Years Warranty 

230Vac

LED  CRI>90 con protezione Opalina resistente ai raggi UV               Lente :   180°             

230Vac

230Vac

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso integrato  

Power Supply 230Vac  ON/OFF   included  integrate LED Driver  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

SSP BAR Quad VB10-11  ■ Natural White  4000K

SSP BAR Quad VB10-12  

SSP BAR Quad VB10-12e  ■ Extra Warm White  2700K

SSP BAR Quad VB15-11  ■ Natural White  4000K

SSP BAR Quad VB15-12  

SSP BAR Quad VB15-12e  ■ Extra Warm White  2700K

SSP BAR Quad VB20-11  ■ Natural White  4000K

SSP BAR Quad VB20-12  

SSP BAR Quad VB20-12e  ■ Extra Warm White  2700K
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10020+3680

4980+1760

7800+2880

7690+2790

7600+2680

10400+3840

10200+3760■ Warm   White  3000K

SSP BAR QUAD VB20   Dimensions 2040 x 40 x h90mm                                           

■ Warm   White  3000K

5200+1920

5050+1880■ Warm   White  3000K

Code/Art.                         Dimensioni  2040 x 40 x h90mm                                           

SSP BAR QUAD VB15   Dimensions 1540 x 40 x h90mm                                           



EASY  LIGHT   Power LED 

                               Interno - indoor

SISTEMA a PLAFONE  LED  Down LIGHT mono emissione                 

CEILING SYSTEM LED    mono emission  Down LIGHT                        

       Beam
          180°

         10  Years Warranty 

  Code/Art.   PLS Bar Quad V10  ( L.1040mm  40W -  lm 5200 )      IP44

  Code/Art.   PLS Bar Quad V15  ( L.1540mm  60W -  lm 7800 )      IP44

  Code/Art.   PLS Bar Quad V20  ( L.2040mm  80W -  lm10400 )     IP44

Finitura / Finishing

    Dimensioni standard  / Standard dimensions Clips di fissaggio

    Fixing Clips 

1040 - 1540 - 2040mm
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EASY  LIGHT   Power LED 

SISTEMA a PLAFONE  LED  Down LIGHT mono emissione                 

CEILING SYSTEM LED    mono emission  Down LIGHT                        

Code/Art. PLS BAR Quad V10   

LED  Module 2 x 20         Power  Watt : 40       Driver   :

Code/Art. PLS BAR Quad V15   

LED  Module 2 x 30         Power  Watt : 60       Driver   :

Code/Art. PLS BAR Quad V20   

LED  Module 2 x 40         Power  Watt : 80       Driver   :

Protection  Class  : IP44  EN 60529      Class

Painted aluminum anodized structure       : White / Black / Grey

LED  CRI>90 with UV resistant  policarbonate opal protection            Beam :  180°

Mono emission LED Ceiling Lamp with Anodized aluminum dissipating structure 

PLS BAR QUAD V15   Dimensions 1540 x 40 x h90mm                                           

Lampada LED  a Plafone mono emissione con Struttura dissipante in Alluminio anodizzato  

Code/Art.                       Dimensioni  1040 x 40 x h90mm                                           

Code/Art.                       Dimensioni  1540 x 40 x h90mm                                           

Struttura in Alluminio anodizzato verniciato : Bianco / Nero  /Grigio

PLS BAR QUAD V10   Dimensions 1040 x 40 x h90mm                                           

         10  Years Warranty 

230Vac

LED  CRI>90 con protezione Opalina resistente ai raggi UV               Lente :   180°             

230Vac

230Vac

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso integrato  

Power Supply 230Vac  ON/OFF   included  integrate LED Driver  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

PLS BAR Quad V10-11  ■ Natural White  4000K 5200

PLS BAR Quad V10-12  5050

PLS BAR Quad V10-12e  ■ Extra Warm White  2700K 4980

PLS BAR Quad V15-11  ■ Natural White  4000K 7800

PLS BAR Quad V15-12  7690

PLS BAR Quad V15-12e  ■ Extra Warm White  2700K 7600

PLS BAR Quad V20-11  ■ Natural White  4000K 10400

PLS BAR Quad V20-12  10200

PLS BAR Quad V20-12e  ■ Extra Warm White  2700K 10020
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■ Warm   White  3000K

PLS BAR QUAD V15   Dimensions 1540 x 40 x h90mm                                           

PLS BAR QUAD V20   Dimensions 2040 x 40 x h90mm                                           

■ Warm   White  3000K

■ Warm   White  3000K

Code/Art.                       Dimensioni  2040 x 40 x h90mm                                           



EASY  LIGHT   Power LED 

                               Interno - indoor

SISTEMA a PLAFONE  LED  Down LIGHT mono emissione                 

CEILING SYSTEM LED    mono emission Down LIGHT                        UGR <19

       Beam
          180°

  Code/Art.   SSP Bar Quad U20  ( L.2040mm  80W -  lm 6000 )      IP44

         10  Years Warranty 

  Code/Art.   SSP Bar Quad U10  ( L.1040mm  40W -  lm 3200 )      IP44

  Code/Art.   SSP Bar Quad U15  ( L.1540mm  60W -  lm 4500 )      IP44

Finitura / Finishing

    Dimensioni standard  / Standard dimensions

1040 - 1540 - 2040mm
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EASY  LIGHT   Power LED 

SISTEMA a PLAFONE  LED  Down LIGHT mono emissione                 
CEILING SYSTEM LED    mono emission Down LIGHT                        UGR <19

Code/Art. SSP BAR Quad U10   

LED  Module 2 x 20         Power  Watt : 40       Driver   :

Code/Art. SSP BAR Quad U15   

LED  Module 2 x 30         Power  Watt : 60       Driver   :

Code/Art. SSP BAR Quad U20   

LED  Module 2 x 40         Power  Watt : 80       Driver   :

Protection  Class  : IP44  EN 60529      Class

Painted aluminum anodized structure        : White / Black / Grey

LED  CRI>90 with UV resistant  policarbonate opal protection   UGR<19        Beam :  180°

Mono emission LED  Lamp with Anodized aluminum dissipating structure 

SSP BAR QUAD U15   Dimensions 1540 x 40 x h90mm                                           

Lampada LED  mono emissione con Struttura dissipante in Alluminio anodizzato  

Code/Art.                       Dimensioni  1040 x 40 x h90mm                                           

230Vac

Code/Art.                       Dimensioni  1540 x 40 x h90mm                                           

Struttura in Alluminio anodizzato verniciato : Bianco / Nero  /Grigio

SSP BAR QUAD U10   Dimensions 1040 x 40 x h90mm                                           

         10  Years Warranty 

230Vac

LED  CRI>90 con protezione Opalina resistente ai raggi UV      UGR<19         Lente :   180°             

230Vac

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso integrato  

Power Supply 230Vac  ON/OFF   included  integrate LED Driver  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

SSP BAR Quad U10-11  ■ Natural White  4000K

SSP BAR Quad U10-12  

SSP BAR Quad U10-12e  ■ Extra Warm White  2700K

SSP BAR Quad U15-11  ■ Natural White  4000K

SSP BAR Quad U15-12  

SSP BAR Quad U15-12e  ■ Extra Warm White  2700K

SSP BAR Quad U20-11  ■ Natural White  4000K

SSP BAR Quad U20-12  

SSP BAR Quad U20-12e  ■ Extra Warm White  2700K
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3050

4460

4320

6000

5700

5580

2980

3200

■ Warm   White  3000K

SSP BAR QUAD U15   Dimensions 1540 x 40 x h90mm                                           

SSP BAR QUAD U20   Dimensions 2040 x 40 x h90mm                                           

■ Warm   White  3000K

4500

■ Warm   White  3000K

Code/Art.                       Dimensioni  2040 x 40 x h90mm                                           

www.ett-led.com



EASY  LIGHT   Power LED 

                               Interno - indoor

SISTEMA a SOSPENSIONE  LED   LIGHT Bi emissione       

SUSPENSION SYSTEM LED    Bi emission LIGHT                 UGR <19

       Beam
          180°

         10  Years Warranty 

Code/Art. SSP Bar Quad UB10 ( L.1040mm  40+20W -  lm 3200+1920 )IP44

Code/Art. SSP Bar Quad UB15 ( L.1540mm  60+29W -  lm 4500+2880) IP44

Code/Art. SSP Bar Quad UB20 ( L.2040mm  80+39W -  lm 6000+3840) IP44

Finitura / Finishing

    Dimensioni standard  / Standard dimensions

1040 - 1540 - 2040mm
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EASY  LIGHT   Power LED 

SISTEMA a SOSPENSIONE  LED   LIGHT Bi emissione       
SUSPENSION SYSTEM LED    Bi emission LIGHT                 UGR <19

Code/Art. SSP BAR Quad UB10   

LED  Module 1 x 40 + 1 x 20         Power  Watt : 60       Driver   :

Code/Art. SSP BAR Quad UB15   

LED  Module 1 x 60 + 1 x 29         Power  Watt : 89       Driver   :

Code/Art. SSP BAR Quad UB20   

LED  Module 1 x 80 + 1 x 39         Power  Watt : 119       Driver   :

Protection  Class  : IP44  EN 60529      Class

Painted aluminum anodized structure        : White / Black / Grey

LED  CRI>90 with UV resistant  policarbonate opal protection   UGR<19        Beam :  180°

Bi emission LED  Lamp with Anodized aluminum dissipating structure 

SSP BAR QUAD UB15   Dimensions 1540 x 40 x h90mm                                           

Lampada LED  Bi emissione con Struttura dissipante in Alluminio anodizzato  

Code/Art.                         Dimensioni  1040 x 40 x h90mm                                           

Code/Art.                         Dimensioni  1540 x 40 x h90mm                                           

Struttura in Alluminio anodizzato verniciato : Bianco / Nero  /Grigio

SSP BAR QUAD UB10   Dimensions 1040 x 40 x h90mm                                           

         10  Years Warranty 

230Vac

LED  CRI>90 con protezione Opalina resistente ai raggi UV      UGR<19         Lente :   180°             

230Vac

230Vac

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso integrato  

Power Supply 230Vac  ON/OFF   included  integrate LED Driver  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

SSP BAR Quad UB10-11  ■ Natural White  4000K

SSP BAR Quad UB10-12  

SSP BAR Quad UB10-12e  ■ Extra Warm White  2700K

SSP BAR Quad UB15-11  ■ Natural White  4000K

SSP BAR Quad UB15-12  

SSP BAR Quad UB15-12e  ■ Extra Warm White  2700K

SSP BAR Quad UB20-11  ■ Natural White  4000K

SSP BAR Quad UB20-12  

SSP BAR Quad UB20-12e  ■ Extra Warm White  2700K
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5580+3680

2980+1760

4500+2880

4460+2790

4320+2680

6000+3840

5700+3760■ Warm   White  3000K

SSP BAR QUAD UB15   Dimensions 1540 x 40 x h90mm                                           

SSP BAR QUAD UB20   Dimensions 2040 x 40 x h90mm                                           

■ Warm   White  3000K

3200+1920

3050+1880■ Warm   White  3000K

Code/Art.                         Dimensioni  2040 x 40 x h90mm                                           



EASY  LIGHT   Power LED 

                               Interno - indoor

SISTEMA a PLAFONE  LED  Down LIGHT mono emissione                 

CEILING SYSTEM LED    mono emission  Down LIGHT                        UGR <19

       Beam
          180°

         10  Years Warranty 

  Code/Art.   PLS Bar Quad U10  ( L.1040mm  40W -  lm 3200 )      IP44

  Code/Art.   PLS Bar Quad U15  ( L.1540mm  60W -  lm 4500 )      IP44

  Code/Art.   PLS Bar Quad U20  ( L.2040mm  80W -  lm 6000 )      IP44

Finitura / Finishing

    Dimensioni standard  / Standard dimensions Clips di fissaggio

    Fixing Clips 

1040 - 1540 - 2040mm
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EASY  LIGHT   Power LED 

SISTEMA a PLAFONE  LED  Down LIGHT mono emissione                 
CEILING SYSTEM LED    mono emission  Down LIGHT                        UGR <19

Code/Art. PLS BAR Quad U10   

LED  Module 2 x 20         Power  Watt : 40       Driver   :

Code/Art. PLS BAR Quad U15   

LED  Module 2 x 30         Power  Watt : 60       Driver   :

Code/Art. PLS BAR Quad U20   

LED  Module 2 x 40         Power  Watt : 80       Driver   :

Protection  Class  : IP44  EN 60529      Class

Painted aluminum anodized structure        : White / Black / Grey

LED  CRI>90 with UV resistant  policarbonate opal protection  UGR<19          Beam :  180°

Mono emission LED Ceiling Lamp with Anodized aluminum dissipating structure 

PLS BAR QUAD U15   Dimensions 1540 x 40 x h90mm                                           

Lampada LED  a Plafone mono emissione con Struttura dissipante in Alluminio anodizzato  

Code/Art.                       Dimensioni  1040 x 40 x h90mm                                           

Code/Art.                       Dimensioni  1540 x 40 x h90mm                                           

Struttura in Alluminio anodizzato verniciato : Bianco / Nero  /Grigio

PLS BAR QUAD U10   Dimensions 1040 x 40 x h90mm                                           

         10  Years Warranty 

230Vac

LED  CRI>90 con protezione Opalina resistente ai raggi UV     UGR<19          Lente :   180°             

230Vac

230Vac

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso integrato  

Power Supply 230Vac  ON/OFF   included  integrate LED Driver  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

PLS BAR Quad U10-11  ■ Natural White  4000K

PLS BAR Quad U10-12  

PLS BAR Quad U10-12e  ■ Extra Warm White  2700K

PLS BAR Quad U15-11  ■ Natural White  4000K

PLS BAR Quad U15-12  

PLS BAR Quad U15-12e  ■ Extra Warm White  2700K

PLS BAR Quad U20-11  ■ Natural White  4000K

PLS BAR Quad U20-12  

PLS BAR Quad U20-12e  ■ Extra Warm White  2700K
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5580

2980

4500

4460

4320

6000

5700■ Warm   White  3000K

PLS BAR QUAD U15   Dimensions 1540 x 40 x h90mm                                           

PLS BAR QUAD U20   Dimensions 2040 x 40 x h90mm                                           

■ Warm   White  3000K

3200

3050■ Warm   White  3000K

Code/Art.                       Dimensioni  2040 x 40 x h90mm                                           



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SISTEMA a SOSPENSIONE  LED  Down LIGHT mono emissione         

SUSPENSION SYSTEM LED    mono emission Down LIGHT                 

       Beam
          180°

         10  Years Warranty 

  Code/Art.   Pla    915   ( L.    915mm  43W -  lm 4450 )      IP54

  Code/Art.   Pla  1215   ( L.  1215mm  57W -  lm 5800 )      IP54

  Code/Art.   Pla  1515   ( L.  1515mm  72W -  lm 7150 )      IP54

 Finitura / Finishing

    Dimensioni standard  / Standard dimensions

   915 - 1215 - 1515mm
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EASY  LIGHT   Power LED 

SISTEMA a SOSPENSIONE  LED  Down LIGHT mono emissione         

SUSPENSION SYSTEM LED    mono emission Down LIGHT                 

Code/Art. Pla   915   

LED  Module 2 x 54         Power  Watt : 43       Driver   :

Code/Art. Pla  1215   

LED  Module 2 x 72         Power  Watt : 57       Driver   :

Code/Art. Pla  1515   

LED  Module 2 x 90         Power  Watt : 72       Driver   :

Protection  Class  : IP54  EN 60529      Class

Aluminum anodized structure       

LED  CRI>90 with UV resistant  policarbonate opal protection            Beam :  180°

Mono emission LED  Lamp with Anodized aluminum dissipating structure 

PLA 1215    Dimensions 1215 x 200 x h70mm                    OPTIONAL : CUSTOM DIMENSIONS     

Lampada LED  mono emissione con Struttura dissipante in Alluminio anodizzato  

Code/Art.     Dimensioni    915 x 200 x h70mm                    OPTIONAL : DIMENSIONI  CUSTOM     

230Vac

Code/Art.     Dimensioni  1215 x 200 x h70mm                    OPTIONAL : DIMENSIONI  CUSTOM     

Struttura in Alluminio anodizzato 

PLA   915    Dimensions   915 x 200 x h70mm                    OPTIONAL : CUSTOM DIMENSIONS     

         10  Years Warranty 

230Vac

LED  CRI>90 con protezione Opalina resistente ai raggi UV               Lente :   180°             

230Vac

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso integrato  

Power Supply 230Vac  ON/OFF   included  integrate LED Driver  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

 Pla    915-10  ■ Cold     White  K5000    Lumen: 4450

 Pla    915-11  ■ Natural White  K4000 Lumen: 4400

 Pla    915-12  Lumen: 4310

 Pla   1215-10  ■ Cold     White  K5000    Lumen: 5800

 Pla   1215-11  ■ Natural White  K4000 Lumen: 5700

 Pla   1215-12  Lumen: 5590

 Pla   1515-10  ■ Cold     White  K5000    Lumen: 7150

 Pla   1515-11  ■ Natural White  K4000 Lumen: 7050

 Pla   1515-12  Lumen: 6980
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PLA 1215    Dimensions 1215 x 200 x h70mm                    OPTIONAL : CUSTOM DIMENSIONS     

PLA 1515    Dimensions 1515 x 200 x h70mm                    OPTIONAL : CUSTOM DIMENSIONS     

■ Warm   White  K3000

■ Warm   White  K3000

Code/Art.     Dimensioni  1515 x 200 x h70mm                    OPTIONAL : DIMENSIONI  CUSTOM     

■ Warm   White  K3000







EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SISTEMA a SOSPENSIONE  Tonda  LED  Down LIGHT Mono emissione         

SUSPENSION SYSTEM LED   Round  Mono emission Down LIGHT                 

       Beam
          180°

         10  Years Warranty 

  Code/Art. SSP C25.1 ( D.   600 mm   Down   36W -  lm   3960  )           IP44      

  Code/Art. SSP C25.2 ( D.   900 mm   Down   56W -  lm   6160  )           IP44      

  Code/Art. SSP C25.4 ( D. 1800 mm   Down 110W -  lm 12100  )          IP44      

  Code/Art. SSP C25.3 ( D. 1270 mm   Down   77W -  lm   8500  )           IP44      

Finitura / Finishing

    Dimensioni standard  / Standard dimensions     Accessorio / Accessories

Base to ceiling drive incluted

                  D. 600 - 900 - 1270 - 1800mm
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EASY  LIGHT   Power LED 

SISTEMA a SOSPENSIONE  Tonda  LED  Down LIGHT Mono emissione         

SUSPENSION SYSTEM LED   Round  Mono emission Down LIGHT                 

Code/Art. SSP C25.1   

LED  Module 1 x 36       Power  Watt : 36       Driver   :

Code/Art. SSP C25.2   

LED  Module 1 x 56        Power  Watt : 56       Driver   :

Code/Art. SSP C25.3   

LED  Module 1 x 77       Power  Watt : 77       Driver   :

Code/Art. SSP C25.4   

LED  Module 1 x110       Power  Watt : 110       Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum anodized structure      : White / Black 

LED  CRI>90 with UV resistant  policarbonate opal protection            Beam :  180°

Mono emission LED  Lamp with Anodized aluminum dissipating structure 

Struttura in Alluminio anodizzato  : Bianco / Nero 

SSP C25.1  Dimensions    600 x 25 x h25mm                                                     

Lampada LED  Mono emissione con Struttura dissipante in Alluminio anodizzato  

Code/Art.     Dimensioni    600 x 25 x h25mm                      

24Vdc

24Vdc

24Vdc

Code/Art.     Dimensioni    900 x 25 x h25mm                      

         10  Years Warranty 

24Vdc

LED  CRI>90 con protezione Opalina resistente ai raggi UV               Lente :   180°             

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto  

Power Supply 230Vac  ON/OFF   remote LED Driver  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 
Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

SSP C25.1-11  ■ Natural White  4000K 3960

SSP C25.1-12  3860

SSP C25.1-12e  ■ Extra Warm White  2700K 3760

SSP C252-11  ■ Natural White  4000K 6160

SSP C25.2-12  6060

SSP C25.2-12e  ■ Extra Warm White  2700K 5960

SSP C25.3-11  ■ Natural White  4000K 8500

SSP C25.3-12  8400

SSP C25.3-12e  ■ Extra Warm White  2700K 8300

SSP C25.4-11  ■ Natural White  4000K 12100

SSP C25.4-12  12000

SSP C25.4-12e  ■ Extra Warm White  2700K 11900
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■ Warm   White  3000K

■ Warm   White  3000K
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Code/Art.     Dimensioni  1800 x 25 x h25mm                      

SSP C25.4  Dimensions  1800 x 25 x h25mm                                                     

■ Warm   White  3000K

Code/Art.     Dimensioni  1270 x 25 x h25mm                      

■ Warm   White  3000K

SSP C25.3  Dimensions  1270 x 25 x h25mm                                                     

Code/Art.     Dimensioni    900 x 25 x h25mm                      

SSP C25.2  Dimensions    900 x 25 x h25mm                                                     



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SISTEMA a SOSPENSIONE   Tonda  LED  LIGHT Bi emissione         

SUSPENSION SYSTEM LED    Round  Bi emission LIGHT                 

       Beam
          180°

         10  Years Warranty 

  Code/Art. SSP CB25.5 ( D.   600 mm  Up  36 + Down 27W -  lm   3960 + 2970 ) IP44      

  Code/Art. SSP CB25.6 ( D.   900 mm  Up  56 + Down 42W -  lm   6160 + 4600 ) IP44      

  Code/Art. SSP CB25.8 ( D. 1800 mm  Up110 + Down 81W -  lm 12100 + 8900 ) IP44      

  Code/Art. SSP CB25.7 ( D. 1270 mm  Up  77 + Down 58W -  lm   8500 + 6380 ) IP44      

Finitura / Finishing

    Dimensioni standard  / Standard dimensions     Accessorio / Accessories

Base to ceiling drive incluted

                  D. 600 - 900 - 1270 - 1800mm
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EASY  LIGHT   Power LED 

SISTEMA a SOSPENSIONE   Tonda  LED  LIGHT Bi emissione         

SUSPENSION SYSTEM LED    Round  Bi emission LIGHT                 

Code/Art. SSP CB25.5   

LED  Module 1 x 36 + 1 x 27        Power  Watt : 36+27       Driver   :

Code/Art. SSP CB25.6   

LED  Module 1 x 56 + 1 x 42        Power  Watt : 56+42       Driver   :

Code/Art. SSP CB25.7   

LED  Module 1 x 77 + 1 x 58        Power  Watt : 77+58       Driver   :

Code/Art. SSP CB25.8   

LED  Module 1 x110 + 1 x 81        Power  Watt : 110+81       Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum anodized structure      : White / Black 

LED  CRI>90 with UV resistant  policarbonate opal protection            Beam :  180°

Bi emission LED  Lamp with Anodized aluminum dissipating structure 

24Vdc

24Vdc

Code/Art.       Dimensioni    900 x 25 x h25mm                      

         10  Years Warranty 

Struttura in Alluminio anodizzato  : Bianco / Nero 

SSP CB25.5  Dimensions    600 x 25 x h25mm                                                     

Lampada LED  Bi emissione con Struttura dissipante in Alluminio anodizzato  

Code/Art.      Dimensioni    600 x 25 x h25mm                      

24Vdc

LED  CRI>90 con protezione Opalina resistente ai raggi UV               Lente :   180°             

24Vdc

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto  

Power Supply 230Vac  ON/OFF   remote LED Driver  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 
Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

SSP CB25.5-11  ■ Natural White  4000K 3960+2970

SSP CB25.5-12  3860+2870

SSP CB25.5-12e ■ Extra Warm White  2700K 3760+2770

SSP CB25.6-11  ■ Natural White  4000K 6160+4600

SSP CB25.6-12  6060+4500

SSP CB25.6-12e ■ Extra Warm White  2700K 5960+4400

SSP CB25.7-11  ■ Natural White  4000K 8500+6380

SSP CB25.7-12  8400+6280

SSP CB25.7-12e ■ Extra Warm White  2700K 8300+6180

SSP CB25.8-11  ■ Natural White  4000K 12100+8900

SSP CB25.8-12  12000+8800

SSP CB25.8-12e ■ Extra Warm White  2700K 11900+8700
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■ Warm   White  3000K

SSP CB25.7  Dimensions  1270 x 25 x h25mm                                                     

■ Warm   White  3000K

■ Warm   White  3000K

Code/Art.       Dimensioni    900 x 25 x h25mm                      

SSP CB25.6  Dimensions    900 x 25 x h25mm                                                     

Code/Art.       Dimensioni  1800 x 25 x h25mm                      

SSP CB25.8  Dimensions  1800 x 25 x h25mm                                                     

■ Warm   White  3000K

Code/Art.       Dimensioni  1270 x 25 x h25mm                      



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

  Code/Art. SSP CB50.2 ( D. 1270 mm  Up100 + Down   77W -  lm 11000 +   8400 ) IP44      

SISTEMA a SOSPENSIONE   Tonda  LED  LIGHT Bi emissione         

SUSPENSION SYSTEM LED    Round  Bi emission LIGHT                 

       Beam
          180°

         10  Years Warranty 

  Code/Art. SSP CB50.1 ( D.   900 mm  Up   70 + Down   55W -  lm   8000 +   6000 ) IP44      

  Code/Art. SSP CB50.3 ( D. 1800 mm  Up142 + Down 110W -  lm 15600 + 12000 ) IP44      

Finitura / Finishing

    Dimensioni standard  / Standard dimensions     Accessorio / Accessories

Base to ceiling drive incluted

50

50

                  D.  900 - 1270 - 1800mm
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EASY  LIGHT   Power LED 

SISTEMA a SOSPENSIONE   Tonda  LED  LIGHT Bi emissione         

SUSPENSION SYSTEM LED    Round  Bi emission LIGHT                 

Code/Art. SSP CB50.1   

LED  Module 1 x 70 + 1 x 55      Power  Watt : 125       Driver   :

Code/Art. SSP CB50.2   

LED  Module 1 x100 + 1 x 77      Power  Watt : 177       Driver   :

Code/Art. SSP CB5.3   

LED  Module 1 x142 + 1 x110        Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum anodized structure      : White / Black / Grey

LED  CRI>90 with UV resistant  policarbonate opal protection            Beam :  180°

Bi emission LED  Lamp with Anodized aluminum dissipating structure 

    Power  Watt :        252

SSP CB50.2  Dimensions  1270 x 50 x h50mm                                                     

24Vdc

24Vdc

Code/Art.       Dimensioni    900 x 50 x h50mm                      

SSP CB50.1  Dimensions    900 x 50 x h50mm                                                     

Code/Art.       Dimensioni  1270 x 50 x h50mm                      

Lampada LED  Bi emissione con Struttura dissipante in Alluminio anodizzato  

         10  Years Warranty 

LED  CRI>90 con protezione Opalina resistente ai raggi UV               Lente :   180°             

Struttura in Alluminio anodizzato  : Bianco / Nero  /Grigio

24Vdc

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto  

Power Supply 230Vac  ON/OFF   remote LED Driver  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 
Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

SSP CB50.1-11  ■ Natural White  4000K 8000+6000

SSP CB50.1-12  7900+5900

SSP CB50.1-12e ■ Extra Warm White  2700K 7800+5800

SSP CB50.2-11  ■ Natural White  4000K 11000+8400

SSP CB50.2-12  10900+8300

SSP CB50.2-12e ■ Extra Warm White  2700K 10800+8200

SSP CB50.3-11  ■ Natural White  4000K 15600+12100

SSP CB50.3-12  15500+12000

SSP CB50.3-12e ■ Extra Warm White  2700K 15400+11900
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■ Warm   White  3000K

■ Warm   White  3000K

■ Warm   White  3000K

Code/Art.       Dimensioni  1800 x 50 x h50mm                      

SSP CB50.3  Dimensions  1800 x 50 x h50mm                                                     

SSP CB50.2  Dimensions  1270 x 50 x h50mm                                                     







EASY  LIGHT   Power LED 

                               Interno - indoor

APPLIQUE LED  LIGHT Bi emissione  a parete                    

APPLIQUE LED    Wall LIGHT Bi emission                            

     Beam
  180°

 

         10  Years Warranty 

   Code/Art. Bar GB  ( 2 x 6,5W -  2 x lm 970 )                IP44

APPLIQUE LED  LIGHT Bi emissione  a parete                    

APPLIQUE LED    Wall LIGHT Bi emission                            
Beam

       180°

  180°

           Finitura  / Finishing
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   Code/Art. Bar GMB ( 2 x 13W  2 x lm 2000)                          IP44

www.ett-led.com



EASY  LIGHT   Power LED 

                               Interno - indoor

APPLIQUE LED  LIGHT Bi emissione  a parete                    

APPLIQUE LED    Wall LIGHT Bi emission                            

Code/Art.   Bar GB   

LED  Module 2 x 6,5         Power  Watt : 13         Driver   :

Code/Art.   Bar GMB   

LED  Module 2 x 13         Power  Watt : 26         Driver   :

Protection  Class  : IP44  EN 60529      Class

LED  CRI>90 with UV resistant  policarbonate opal protection            Beam :  180°

LED Wall Lamp with Anodized aluminum dissipating structure 

Painted Aluminum  structure    : White / Black 

         10  Years Warranty 

230Vac

LED  CRI>90 con protezione Opalina resistente ai raggi UV               Lente :   180°             

230Vac

Struttura in Alluminio verniciato : Bianco / Nero  

Code/Art.  Dimensioni  610 x 28 x h70mm                                           

Lampada LED  con Struttura dissipante in Alluminio anodizzato  

Code/Art.  Dimensioni  330 x 28 x h70mm                                           

Bar GB    Dimensions 330 x 28 x h70mm                                           

Alimentazione 230Vac  ON/OFF   tramite Alimentatore integrato  

Power Supply 230Vac  ON/OFF   Integrated LED Driver   

Optional :  Alimentatore Dimmer  : DALI /  1-10V  /  PO  Pulsante 

Optional :  Dimmable LED Driver : DALI /  1-10V /  Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

Bar GB - 11  ■ Natural White  4000K 2x970

Bar GB - 12  2x920

Bar GB - 12e  ■ Extra Warm White  2700K 2x840

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

Bar GMB - 11  ■ Natural White  4000K 2x2000

Bar GMB - 12  2x1940

Bar GMB - 12e  ■ Extra Warm White  2700K 2x1880
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Bar GB    Dimensions 610 x 28 x h70mm                                           

■ Warm   White  3000K

■ Warm   White  3000K



EASY  LIGHT   Power LED 

                               Interno - indoor

APPLIQUE LED  LIGHT mono emissione  a parete              

APPLIQUE LED    Wall LIGHT mono emission                       

     Beam
                       180°

         10  Years Warranty 

   Code/Art. Bar Quad V  ( 12W -  lm 1570 )                IP44

APPLIQUE LED  LIGHT Bi emissione  a parete                   

APPLIQUE LED    Wall LIGHT Bi emission                            

Beam
       180°

  180°

       Finitura  / Finishing
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   Code/Art. Bar Quad VB ( 2 x 12W  2 x lm1570)               IP44



EASY  LIGHT   Power LED 

     

APPLIQUE LED  LIGHT   a parete                   

APPLIQUE LED    Wall LIGHT                          

Code/Art.   Bar Quad V   

LED  Module 1 x 12         Power  Watt : 12         Driver   :

Code/Art.   Bar Quad VB   

LED  Module 2 x 12         Power  Watt : 2x12         Driver   :

Protection  Class  : IP44  EN 60529      Class

LED  CRI>90 with UV resistant  policarbonate opal protection            Beam :  180°

LED Wall Lamp with Anodized aluminum  dissipating structure 

230Vac

Struttura in Alluminio verniciato : Bianco / Nero  

Lampada LED  con Struttura dissipante in Alluminio anodizzato  

Code/Art.                 Dimensioni  330 x 40 x h90mm                                           

Bar Quad V - VB     Dimensions 330 x 40 x h90mm                                           

230Vac

LED  CRI>90 con protezione Opalina resistente ai raggi UV               Lente :   180°             

Painted Aluminum  structure    : White / Black 

         10  Years Warranty 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore integrato  

Power Supply 230Vac  ON/OFF   Integrated LED Driver   

Optional :  Alimentatore Dimmer  : DALI /  1-10V  /  PO  Pulsante 

Optional :  Dimmable LED Driver : DALI /  1-10V /  Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Disponibile KIT per  emergenza durata 1 o 3 ore

Avaliable KIT for emergency 1 or 3 Hours

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

Bar Quad V -11  ■ Natural White  4000K 1570

Bar Quad V -12  1530

Bar Quad V -12e  ■ Extra Warm White  2700K 1480

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

Bar Quad VB -11  ■ Natural White  4000K 2x1570

Bar Quad VB -12  2x1530

Bar Quad VB -12e  ■ Extra Warm White  2700K 2x1480
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■ Warm   White  3000K

■ Warm   White  3000K

Bar Quad V - VB     Dimensions 330 x 40 x h90mm                                           



EASY  LIGHT   Power LED 

                               Interno - indoor

APPLIQUE LED  LIGHT mono emissione  a parete               

APPLIQUE LED    Wall LIGHT mono emission                       

     Beam
                       180°

         10  Years Warranty 

   Code/Art. Bar Quad VM  ( 24W -  lm 3120 )                IP44

APPLIQUE LED  LIGHT Bi emissione  a parete                    

APPLIQUE LED    Wall LIGHT Bi emission                            

Beam
       180°

  180°

           Finitura  / Finishing
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   Code/Art. Bar Quad VMB ( 2 x 24W  2 x lm 3120)               IP44



EASY  LIGHT   Power LED 

                               Interno - indoor

APPLIQUE LED  LIGHT   a parete             

Code/Art.   Bar Quad VM   

LED  Module 1 x 12         Power  Watt : 24         Driver   :

Code/Art.   Bar Quad VMB   

LED  Module 2 x 12         Power  Watt : 2x24         Driver   :

Protection  Class  : IP44  EN 60529      Class

LED  CRI>90 with UV resistant  policarbonate opal protection            Beam :  180°

LED Wall Lamp with Anodized aluminum  dissipating structure 

Struttura in Alluminio verniciato : Bianco / Nero  

Lampada LED  con Struttura dissipante in Alluminio anodizzato  

Code/Art.                 Dimensioni  610 x 40 x h90mm                                           

Bar Quad V - VB    Dimensions 610 x 40 x h90mm                                           

230Vac

LED  CRI>90 con protezione Opalina resistente ai raggi UV               Lente :   180°             

APPLIQUE LED  Wall LIGHT             

Painted Aluminum  structure    : White / Black 

         10  Years Warranty 

230Vac

Alimentazione 230Vac  ON/OFF   tramite Alimentatore integrato  

Power Supply 230Vac  ON/OFF   Integrated LED Driver   

Optional :  Alimentatore Dimmer  : DALI /  1-10V  /  PO  Pulsante 

Optional :  Dimmable LED Driver : DALI /  1-10V /  Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Disponibile KIT per  emergenza durata 1 o 3 ore

Avaliable KIT for emergency 1 or 3 Hours

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

Bar Quad VM -11  ■ Natural White  4000K 3120

Bar Quad VM -12  3090

Bar Quad VM -12e  ■ Extra Warm White  2700K 3080

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

Bar Quad VMB-11  ■ Natural White  4000K 2x3120

Bar Quad VMB-12  2x3090

Bar Quad VMB-12e  ■ Extra Warm White  2700K 2x3080
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■ Warm   White  3000K

■ Warm   White  3000K

Bar Quad V - VB    Dimensions 610 x 40 x h90mm                                           



EASY  LIGHT   Power LED 

                               Interno - indoor

APPLIQUE LED  LIGHT mono emissione  a parete               

APPLIQUE LED    Wall LIGHT mono emission                     

Beam

                       180°

  180°

,   180

,  320

,    12

   Code/Art. SLIM 24 B  ( 24W -  lm 2470 )                       IP44

         10  Years Warranty 

APPLIQUE LED  LIGHT Bi emissione  a parete                    

APPLIQUE LED    Wall LIGHT Bi emission                            Beam

  180°

,   180

,  320

,    15

            Finitura / finishing
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   Code/Art. SLIM 28 B ( 18W  lm1970 Up + 10W  lm950 Down ) IP44

www.ett-led.com



EASY  LIGHT   Power LED 

APPLIQUE LED  LIGHT   a parete             

Code/Art.   SLIM 24   

LED  Module 1 x 24         Power  Watt : 24         Driver   :

Code/Art.   SLIM 28 B 18Up

LED  Module 1x18 + 2x6       Power  Watt : 10 Donw         Driver   :

Protection  Class  : IP44  EN 60529      Class

LED  CRI>94 with UV resistant  policarbonate opal protection            Beam :  180°

LED Wall Lamp with Anodized  aluminum  dissipating structure 

SLIM 24      Dimensions 300 x 180 x h12mm                                           

24Vdc

Struttura in Alluminio verniciato : Bianco / Nero / Grigio/ Silver 

Painted Aluminum  structure    : White / Black / Grey/ Silver

         10  Years Warranty 

Lampada LED  con Struttura dissipante in Alluminio anodizzato  

Code/Art.     Dimensioni  300 x 180 x h12mm                                           

24Vdc

LED  CRI>94 con protezione Opalina resistente ai raggi UV               Lente :   180°             

APPLIQUE LED  Wall LIGHT             

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  ESTERNO incluso  

Power Supply 230Vac  ON/OFF   Remote LED Driver    OUT SIDE included  

Optional :  Alimentatore Dimmer  : DALI /  1-10V  /  PO  Pulsante 

Optional :  Dimmable LED Driver : DALI /  1-10V /  Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

SLIM 24  -11  ■ Natural White  4000K 2470

SLIM 24  -12  2450

SLIM 24  -12e  ■ Extra Warm White  2700K 2390

SLIM 28 B -11  ■ Natural White  4000K 1970+950

SLIM 28 B -12  1940+910

SLIM 28 B -12e  ■ Extra Warm White  2700K 1890+990
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■ Warm   White  3000K

■ Warm   White  3000K

Code/Art.     Dimensioni  300 x 180 x h15mm                                           

SLIM 24      Dimensions 300 x 180 x h12mm                                           

www.ett-led.com

SLIM 28 B   Dimensions 300 x 180 x h15mm                                               





EASY  LIGHT   Power LED 

                               Interno - indoor

APPLIQUE LED  LIGHT Bi emissione  a parete              

APPLIQUE LED    Wall LIGHT Bi emission                      

      Beam
    120°

         10  Years Warranty 

   Code/Art. A Quad B  (27W   230Vac  -  UP lm 2200  + Down lm1100 )   IP44

    120°

Finitura / Finishing

Code/Art.   A QUAD B   

LED  Module 2 x 13,5         Power  Watt : 27   :

Protection  Class  : IP44  EN 60529      Class

Struttura in Alluminio  verniciato : Alluminio Anodizzato  - Bianco  

Painted Aluminum structure       : Anodized  Aluminum  - White 

LED  CRI>90 with UV resistant  policarbonate opal protection            

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso  

Power Supply 230Vac  ON/OFF   by LED Driver  included  

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

A QUAD B - 11  ■ Natural White  4000K 2200+1100

A QUAD B - 12  2170+1060

A QUAD B - 12e  2140+1020

   Long  Life  Power Led pag. 219

LED  CRI>90 con protezione Opalina resistente ai raggi UV                       

Code/Art.         Dimensioni   200 x 140 x h40mm                                           

A QUAD B       Dimensions  200 x 1045x h40mm                                                 

■ Extra Warm   White  2700K

www.ett-led.com

■ Warm   White  3000K

230Vac



EASY  LIGHT   Power LED 

                               Interno - indoor

APPLIQUE LED  LIGHT mono emissione  a parete               

APPLIQUE LED    Wall LIGHT mono emission                       

     Beam
                       180°

         10  Years Warranty 

   Code/Art. SLIM 37V     ( 230Vac Dimmer Triac   37W -  lm 4400 )    IP44

APPLIQUE LED  LIGHT Bi emissione  a parete                    

APPLIQUE LED    Wall LIGHT Bi emission                           

Beam
       180°

  180°

                     Finitura / finishing
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   Code/Art. SLIM 37VB  ( 230Vac  Dimmer triac  37W - 2 x lm 2220 ) IP44



EASY  LIGHT   Power LED 

APPLIQUE LED  LIGHT   a parete             

Code/Art.   SLIM 37V   

LED  Module 1 x 37         Power  Watt : 37         Driver   :

Code/Art.   SLIM 37V B
LED  Module 1x37 2x6       Power  Watt : 37         Driver   :

Protection  Class  : IP44  EN 60529      Class

LED  CRI>90 with UV resistant  policarbonate opal protection            Beam :  180°

LED Wall Lamp with Anodized  aluminum  dissipating structure 

230Vac 

230Vac 

SLIM 37      Dimensions 200 x 150 x h15mm                                           

Struttura in Alluminio verniciato : Bianco 

Painted Aluminum  structure    : White 

Dimmer Triac

LED  CRI>90 con protezione Opalina resistente ai raggi UV               Lente :   180°             

APPLIQUE LED  Wall LIGHT             

         10  Years Warranty 

Dimmer Triac

Lampada LED  con Struttura dissipante in Alluminio anodizzato  

Code/Art.     Dimensioni  200 x 150 x h15mm                                           

Alimentazione 230Vac  ON/OFF  + Dimmer Triac   

Power Supply 230Vac  ON/OFF  + Dimmer Triac 

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

SLIM 37V  -11  ■ Natural White  4000K 4400

SLIM 37V  -12  4360

SLIM 37V  -12e  ■ Extra Warm White  2700K 4310

SLIM 37V B -11  ■ Natural White  4000K 2220+2220

SLIM 37V B -12  2170+2170

SLIM 37V B -12e  ■ Extra Warm White  2700K 2120+2120
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SLIM 37      Dimensions 200 x 150 x h15mm                                           

■ Warm   White  3000K

■ Warm   White  3000K



EASY  LIGHT   Power LED 

                               Interno - indoor

APPLIQUE LED  LIGHT mono emissione  a parete              

APPLIQUE LED    Wall LIGHT mono emission                      

     Beam
                       180°

         10  Years Warranty 

   Code/Art. Vela V  ( 12W -  lm 1600 )                IP44

APPLIQUE LED  LIGHT mono emissione  a parete                   

APPLIQUE LED    Wall LIGHT mono emission                           

Beam
       180°

          Finitura / Finishing
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   Code/Art. Vela VM  ( 24W -  lm 3120 )              IP44



EASY  LIGHT   Power LED 

APPLIQUE LED  LIGHT   a parete             

Code/Art.   Vela V   

LED  Module 1 x 12         Power  Watt : 12         Driver   :

Code/Art.   Vela VM   

LED  Module 2 x 12         Power  Watt : 24         Driver   :

Protection  Class  : IP44  EN 60529      Class

LED  CRI>90 with UV resistant  policarbonate opal protection            Beam :  180°

LED Wall Lamp with Anodized  aluminum  dissipating structure 

230Vac

         10  Years Warranty 

Code/Art.      Dimensioni  330 x 100 x h30mm                                           

VELA V :      Dimensions 330 x 100 x h30mm                                           

Painted Aluminum  structure    : White / Aluminium / Black 

Lampada LED  con Struttura dissipante in Alluminio anodizzato  

LED  CRI>90 con protezione Opalina resistente ai raggi UV               Lente :   180°             

APPLIQUE LED  Wall LIGHT             

230Vac

Struttura in Alluminio verniciato : Bianco / Alluminio /  Nero  

Alimentazione 230Vac  ON/OFF   tramite Alimentatore integrato  

Power Supply 230Vac  ON/OFF   Integrated LED Driver   

Optional :  Alimentatore Dimmer  : DALI /  1-10V  /  PO  Pulsante 

Optional :  Dimmable LED Driver : DALI /  1-10V /  Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Disponibile KIT per  emergenza durata 1 o 3 ore

Avaliable KIT for emergency 1 or 3 Hours

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

Vela V -11  ■ Natural White  4000K 1600

Vela V -12  1560

Vela V -12e  ■ Extra Warm White  2700K 1510

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

Vela VM-11  ■ Natural White  4000K 3120

Vela VM-12  3080

Vela VM-12e  ■ Extra Warm White  2700K 3020
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VELA V :      Dimensions 330 x 100 x h30mm                                           

Code/Art.      Dimensioni  610 x 100 x h30mm                                           

■ Warm   White  3000K

■ Warm   White  3000K

VELA VM :   Dimensions 610 x 100 x h30mm                                           



EASY  LIGHT   Power LED 

                               Interno - indoor

APPLIQUE LED  LIGHT Orientabile mono emissione parete/plafone    

LED Light   Orientabile  180°

LED Light Adjustable  180°
         Beam

180mm 180mm

  75

         10  Years Warranty 

   Code/Art.   Maai   24      ( 24W  -  lm 1980 )      IP44

APPLIQUE LED    Wall / ceiling  LIGHT Adjustable   mono emission   

  75

Finitura / Finishing

       I _______________________

Code/Art.   Maai  24W   

LED  Module 1 x 24         Power  Watt : 24         Driver   :

Protection  Class  : IP44  EN 60529      Class

Struttura in Alluminio anodizzato verniciato : Bianco 

Painted aluminum anodized structure        : White

LED  CRI>86 with UV resistant  policarbonate opal protection            Beam :  12 0°

Mono emission  LED Wall Lamp  - Adjustable  180° 

Alimentazione 110/230Vac  ON/OFF   tramite Alimentatore  incluso  

Power Supply  110/230Vac  ON/OFF   LED Driver  included  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

Maai 24 -11  ■ Natural White  4000K 1960

Maai 24 -12  1920
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230Vac

LED  CRI>86 con protezione Opalina resistente ai raggi UV               Lente :   120°             

 360mm ______________________ I

■ Warm   White  3000K

Lampada LED mono emissione   -  Orientabile 180° 

Code/Art.         Dimensioni  360 x 75 x h30mm                                           

Maai 24W       Dimensions 360 x 75 x h30mm                                           

www.ett-led.com



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

APPLIQUE LED  LIGHT Bi emissione  a parete              

APPLIQUE LED    Wall LIGHT Bi emission                      

105

,                   105

105

*    Beam
    120°

         10  Years Warranty 

   Code/Art. Bar Mini Quad   ( 6W -  2x lm 300 )                IP54

Finitura / Finishing
    120°

*    Beam
* Beam  Up / Down a richiesta :

   Regolabile  a  scelta  le  combinazioni

   miste di angoli per la diffusione della luce 

   Possibility to choose the angle of diffusion

   of  the light 

Code/Art.   BAR  Mini QUAD B   

LED  Module 2 x 3         Power  Watt : 6   :

Protection  Class  : IP54  EN 60529      Class

Struttura in Alluminio  verniciato : Bianco / Nero 

Painted Aluminum structure       : White / Black 

LED  CRI>86 with UV resistant  policarbonate opal protection            Beam : 40°/25°/10°/ 90°

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso  

Power Supply 230Vac  ON/OFF   Remote LED Driver  included  

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

BAR Mini QUAD-11  ■ Natural White  4000K 320

BAR Mini QUAD-12  300
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LED  CRI>86 con protezione Opalina resistente ai raggi UV               Lente : 40°/25°/10°/ 90°            

Code/Art.                   Dimensioni  105 x 105 x h105mm                                           

BAR Mini QUAD       Dimensions  105 x 105 x h105mm                                                 

www.ett-led.com

■ Warm   White  3000K

230Vac



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

APPLIQUE LED  LIGHT mono emissione  a parete              

APPLIQUE LED    Wall LIGHT mono emission                       

           * Beam
      ,      80      10°          25°           40°         120°

,                  180 * Beam  Up  or Down a richiesta :

   Possibilità di scelta  per  angoli di 

   diffusione della luce 

   Possibility to choose the angle of 

   diffusion of  the light 

         10  Years Warranty 

   Code/Art. Bar Quad   ( 6W -  lm 610 )                IP55

    Bar Quad B  

APPLIQUE LED  LIGHT Bi emissione  a parete                    

APPLIQUE LED    Wall LIGHT Bi emission                          

           * Beam
,      80      10°          25°           40°         120°

,                  210

     10°          25°           40°         120°

* Beam  Up / Down a richiesta :

   Possibilità per  la  scelta  di  combinazioni

   miste di angoli  per la diffusione della luce 

Finitura / Finishing    Possibility to choose the angle of diffusion

   of  the light 
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   Code/Art. Bar Quad B ( 2 x 6W - 2 x lm 610)               IP55



EASY  LIGHT   Power LED 

APPLIQUE LED  LIGHT   a parete             

Code/Art.   Bar Quad    

LED  Module 1 x 12         Power  Watt : 6         Driver   :

Code/Art.   Bar Quad B   

LED  Module 2 x 12         Power  Watt : 2x6         Driver   :

Protection  Class  : IP44  EN 60529      Class

LED  CRI>90 with UV resistant  policarbonate protection     Choose of Beam : 40°/25°/10°/120°

LED Wall Lamp with Anodized aluminum   dissipating structure 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore integrato  

BAR QUAD        Dimensions  80 x 80 x h180mm                                           

230Vac

LED  CRI>90 con protezione  resistente ai raggi UV            Scelta della Lente: 40°/25°/10°/120°        

APPLIQUE LED  Wall LIGHT             

         10  Years Warranty 

Lampada LED  con Struttura dissipante in Alluminio anodizzato  

Code/Art.             Dimensioni  80 x 80 x h180mm                                           

Code/Art.             Dimensioni  80 x 80 x h210mm                                           

BAR QUAD B    Dimensions  80 x 80 x h210mm                                               

230Vac

Struttura in Alluminio verniciato : Alluminio Anodizzato / Bianco /  Nero  

Painted Aluminum  structure     : Anodized Aluminum  / White / Black 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore integrato  

Power Supply 230Vac  ON/OFF   Integrated LED Driver   

Optional :  Alimentatore Dimmer Esterno  : DALI /  1-10V  /  PO  Pulsante 

Optional :  Outside Dimmable LED Driver : DALI /  1-10V /  Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

Bar Quad  -11  ■ Natural White  4000K 610

Bar Quad  -12  600

Bar Quad  -12e  ■ Extra Warm White  2700K 580

Bar Quad- RGB 40° ■■■ R G B

Bar Quad B-11  ■ Natural White  4000K 2x610

Bar Quad B-12  ■ Warm   White  3000K 2x600

Bar Quad B-12e  ■ Extra Warm White  2700K 2x580

Bar Quad B-RGB 40■■■ R G B
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■ Warm   White  3000K



EASY  LIGHT   Power LED 

                               Interno - indoor

APPLIQUE 2 LED  LIGHT mono emissione orientabile a parete               

APPLIQUE 2 LED   Adjustable Wall  LIGHT   mono emission                                     

       Beam          Beam
          90°                 90°

320mm

        Finitura  /  Finishing

140

         10  Years Warranty 

   Code/Art.   Maxi 2 Quad B  ( 2x25W -  2 x lm 1840 )             IP44

140

Code/Art.  Maxi 2 QUAD   

LED  Module 2 x 18         Power  Watt : 2x25         Driver   :

Protection  Class  : IP44  EN 60529      Class

Painted metal structure       : White / Black / Grey / Steel

LED  CRI>86 with UV resistant  policarbonate opal protection            Beam :  90°

LED Wall Lamp with Anodized  aluminum  dissipating structure 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso  

Power Supply 230Vac  ON/OFF   LED Driver  included  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

Maxi 2 QUAD  -11  ■ Natural White  4000K 2x1840

Maxi 2 QUAD  -12  2x1800
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Lampada LED  con Struttura dissipante in Alluminio anodizzato  

Code/Art.            Dimensioni  320 x 140 x h140mm                                           

www.ett-led.com

Struttura in metallo  verniciato : Bianco / Nero / Grigio /Acciao lucido

■ Warm   White  3000K

Maxi 2 QUAD     Dimensions 320 x 140 x h140mm                                           

230Vac

LED  CRI>86 con protezione Opalina resistente ai raggi UV               Lente :   90°             





EASY  LIGHT   Power LED 

                               Interno - indoor

APPLIQUE LED  LIGHT   a parete / soffitto                                

APPLIQUE LED    Wall / Ceiling LIGHT                                       

330

60

330

   Code/Art.   PLAFO T 33   , ( 20W -  lm 1570)      IP54

         10  Years Warranty 

APPLIQUE LED  LIGHT   a parete / soffitto                                 

APPLIQUE LED    Wall / Ceiling LIGHT                                        

440

60

440
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   Code/Art.   PLAFO T 44   , ( 28W -  lm 2070)      IP54

www.ett-led.com



EASY  LIGHT   Power LED 

APPLIQUE LED  LIGHT   a parete   / soffitto          

Code/Art.   PLAFO T 33   

LED  Module 1 x 20         Power  Watt : 20         Driver   :

Code/Art.   PLAFO T 44   

LED  Module 1 x 28       Power  Watt : 28         Driver   :

Protection  Class  : IP54  EN 60529      Class

Struttura  frontale  in  policarbonato bianco 

Structure  and frame in Polycarbonate 

LED  CRI>86 with UV resistant  policarbonate opal protection            

LED Wall Lamp with Anodized  aluminum  dissipating  structure 

Code/Art.        Dimensioni  440 x h60mm                                           

230Vac

PLAFO T 33   Dimensions 330 x h60mm                                           

230Vac

LED  CRI>86 con protezione Opalina resistente ai raggi UV                           

Lampada LED   con Struttura dissipante in Alluminio anodizzato  

Code/Art.        Dimensioni  330 x h60mm                                           

APPLIQUE LED  Wall  / Ceiling LIGHT               

         10  Years Warranty 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso  

Power Supply 230Vac  ON/OFF   LED Driver  included   

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

PLAFO T 33 - 11  ■ Natural White  4000K 1570

PLAFO T 33 - 12  1520

PLAFO T 44 -11 ■ Natural White  4000K 2070

PLAFO T 44 -12 2030
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Code/Art.        Dimensioni  440 x h60mm                                           

PLAFO T 44   Dimensions 440 x h60mm                                           

www.ett-led.com

■ Warm   White  3000K

■ Warm   White  3000K





EASY  LIGHT   Power LED 

                               Interno - indoor

APPLIQUE LED  LIGHT  a parete/plafone    

LED Light   360°

LED Light 360°
         Beam

           360°

          300mm

  90mm

         10  Years Warranty 

   Code/Art.   Tutta Luce R      ( 11W  -  lm 1180 )      IP65

APPLIQUE LED    Wall / ceiling  LIGHT   

  90mm

Finitura / Finishing

Code/Art.   Tutta luce RL   

LED  Module 1 x 11         Power  Watt : 11         Driver   :

Protection  Class  : IP65  EN 60529      Class

Struttura in PMMA : Bianco 

PMMA structure     : White

LED  CRI>86 with UV resistant  policarbonate opal protection            Beam :  360 °

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso  

Power Supply  230Vac  ON/OFF   LED Driver  included  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

Tutta Luce R -11  ■ Natural White  4000K 1180

Tutta Luce R -12  1140
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■ Warm   White  3000K

Code/Art.         Dimensioni  300 x 90 x h90mm                                           

Tutta Luce R  Dimensions 300 x 90 x h90mm                                           

www.ett-led.com

230Vac

LED  CRI>86 con protezione Opalina resistente ai raggi UV               Lente :   360°             



EASY  LIGHT   Power LED 

                               Interno - indoor

APPLIQUE LED  LIGHT   a parete                                 

APPLIQUE LED    Wall LIGHT                                        

        Beam

400

400

_________________________________________________________________________________

,            40

         10  Years Warranty 

   Code/Art.   Q 40   , ( 20W -  lm 1850)      IP44

APPLIQUE LED  LIGHT   a parete                                 

APPLIQUE LED    Wall LIGHT                                      

        Beam

330

600
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,            40

   Code/Art.   R 40    ( 30W -  lm 2570)      IP44

www.ett-led.com



EASY  LIGHT   Power LED 

APPLIQUE LED  LIGHT   a parete                                 

APPLIQUE LED    Wall LIGHT                                        

Code/Art.   Q 40   

LED  Module 1 x 20         Power  Watt : 20         Driver   :

Code/Art.   R 40   

LED  Module 1 x 30       Power  Watt : 30         Driver   :

Protection  Class  : IP44  EN 60529      Class

Struttura frontale in Plexiglass

Plexiglas front structure     

LED  CRI>94 with UV resistant  policarbonate opal protection            

LED Wall Lamp with Anodized  aluminum  dissipating  structure 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso  

         10  Years Warranty 

230Vac

R 40          Dimensions  330 x 600 x h40mm                                               

Lampada LED   con Struttura dissipante in Alluminio anodizzato  

Code/Art.    Dimensioni  400 x 400 x h40mm                                           

Q 40           Dimensions 400 x 400 x h40mm                                           

Code/Art.    Dimensioni  330 x 600 x h40mm                                                

230Vac

LED  CRI>94 con protezione Opalina resistente ai raggi UV                           

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso  

Power Supply 230Vac  ON/OFF   LED Driver  incluted   

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

T 40 - 11  ■ Natural White  4000K 1850

T 40 - 12  1820

T 40 - 12e ■ Extra Warm White  2700K 1760

O 40 - 11  ■ Natural White  4000K 2570

O 40 - 12  2530

O 40 - 12e ■ Extra Warm White  2700K 2460
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■ Warm   White  3000K

www.ett-led.com

■ Warm   White  3000K



EASY  LIGHT   Power LED 

                               Interno - indoor

APPLIQUE LED  LIGHT   a parete                                 

APPLIQUE LED    Wall LIGHT                                        

        Beam

400

400

         10  Years Warranty 

,            40

   Code/Art.   T 40   , ( 20W -  lm 1850)      IP44

APPLIQUE LED  LIGHT   a parete                                 

APPLIQUE LED    Wall LIGHT                                        

        Beam

750

400
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   Code/Art.   O 40    ( 30W -  lm 2570)      IP44

www.ett-led.com

,            40



EASY  LIGHT   Power LED 

APPLIQUE LED  LIGHT   a parete                                 

APPLIQUE LED    Wall LIGHT                                        

Code/Art.   T 40   

LED  Module 1 x 20         Power  Watt : 20         Driver   :

Code/Art.   O 40   

LED  Module 1 x 30       Power  Watt : 30         Driver   :

Protection  Class  : IP44  EN 60529      Class

Struttura frontale in Plexiglass

Plexiglas front structure     

LED  CRI>94 with UV resistant  policarbonate opal protection            

LED Wall Lamp with Anodized  aluminum  dissipating  structure 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso  

230Vac

T 40           Dimensions 400 x h40mm                                           

O 40          Dimensions  400 x 750 x h40mm                                               

Lampada LED   con Struttura dissipante in Alluminio anodizzato  

Code/Art.    Dimensioni  400 x h40mm                                           

Code/Art.    Dimensioni  400 x 750 x h40mm                                                

230Vac

LED  CRI>94 con protezione Opalina resistente ai raggi UV                           

         10  Years Warranty 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso  

Power Supply 230Vac  ON/OFF   LED Driver  included   

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

T 40 - 11  ■ Natural White  4000K 1850

T 40 - 12  1820

T 40 - 12e ■ Extra Warm White  2700K 1760

O 40 - 11  ■ Natural White  4000K 2570

O 40 - 12  2530

O 40 - 12e ■ Extra Warm White  2700K 2460
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■ Warm   White  3000K

■ Warm   White  3000K







EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Tondo   LED   Orientabile                         

SPOT LED   Round   Adjustable  LED                          

Beam

      90°           10°          25°           40°          Finitura / Finishing

         10  Years Warranty 

                  Code/Art.   VTO  2  (  2W -  lm  270 )   IP44

Code/Art.   VT0   2 W   

LED  Module 1 x 2         Power  Watt : 2         Driver   :

Protection  Class  : IP44  EN 60529      Class

Ring  in Aluminum  /  Painted aluminum diffuser : White  / Cromo

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   escluso   

Power Supply 230Vac  ON/OFF   Remote LED Driver  NOT included

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

VTO 2 - 10   40° ■ Cold     White   5000K    290

VTO 2 - 11   40° ■ Natural White  4000K 270

VTO 2 - 12   40° 240

VTO 2 - 12e 40° ■ Extra Warm White  2700K 220
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LED  CRI>90  con protezione  trasparente resistente ai raggi UV          Lente : 40°/25°/10°/90°  

Code/Art.  Dimensioni  diametro Ø 29 x h80mm                Foro da praticare  diametro Ø: 10mm        

VTO 2      Dimensions diameter Ø 29 x h80mm                Installation  hole   diameter Ø: 10mm          

LED  CRI>90  with UV resistant  policarbonate transparent protection  Beam : 40°/25°/10°/90°

■ Warm   White  3000K

    500 mA

Ghiera in Alluminio  / Diffusore  : Bianco  / Cromo



EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Tondo      Orientabile                           

SPOT LED   Round   Adjustable                            

      90°           10°          25°           40°

              Finitura / Finishing

         10  Years Warranty 

   Code/Art.   VTOR  2  (  2W -  lm  270 )        IP44

Code/Art.   VT0R   2 W   

LED  Module 1 x 2         Power  Watt : 2         Driver   :

Protection  Class  : IP44  EN 60529      Class

Ring   /  Anodized aluminum   : Black

LED con Struttura dissipante in Alluminio anodizzato  

LED with Anodized aluminum   dissipating  structure 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   escluso   

Power Supply 230Vac  ON/OFF   Remote LED Driver  NOT included

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

VTOR 2 - 10  40° ■ Cold     White   5000K    290

VTOR 2 - 11  40° ■ Natural White  4000K 270

VTOR 2 - 12  40° 240

VTOR 2 - 12e 40° ■ Extra Warm White  2700K 220
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■ Warm   White  3000K

    500 mA

Ghiera / Alluminio anodizzato  : Nero

LED  CRI>90  con protezione  trasparente resistente ai raggi UV          Lente : 40°/25°/10°/90°  

Code/Art.    Dimensioni  diametro Ø 24 x h45mm             Foro da praticare  diametro Ø: 30mm         

VTOR 2      Dimensions diameter Ø 24 x h45mm             Installation  hole   diameter Ø: 30mm          

LED  CRI>90  with UV resistant  policarbonate transparent protection  Beam : 40°/25°/10°/90°

www.ett-led.com



EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Tondo   LED  incasso a soffitto                                  

SPOT LED   Round     LED Downlight                                             

Beam

120°           28 40

          13 mm

Finitura Ghiera standard

Finishing standard Ring

   Code/Art.    VT 2    (  2W  -  lm 230 )   IP40

         10  Years Warranty 

Code/Art.   VT2       Power  Watt : 2         Driver   :

Protection  Class  : IP40  EN 60529      Class

Aluminum Ring  structure         : Anodized aluminum  / Chrome   Optional : Custom coulors

LED con Struttura dissipante in Alluminio anodizzato  

LED with Anodized aluminum   dissipating   structure 

LED  CRI>90 with UV resistant  policarbonate satin  protection        Beam :   120° 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto escluso 

Power Supply 230Vac  ON/OFF   Remote LED Driver  not included 

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

 VT2  - 11  40° ■ Natural White  4000K 240

 VT2  - 12  40° 230

 VT2  - 12e  40° ■ Extra Warm White  2700K 220
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■ Warm   White  3000K

VT2           Dimensions 40 x h 13mm                                               Installation  hole  : 29mm              

Code/Art.   Dimensioni  40 x h 13mm                                              Foro da praticare : 29mm              

www.ett-led.com

LED  CRI>90 con protezione satinata resistente ai raggi UV             Lente :    120°          

Ghiera in Alluminio pressofuso : Alluminio Anodizzato / Cromo    Optional : Colori Custom

500mA



EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Tondo   incasso a soffitto                                  

SPOT LED   Round  Downlight                                             

.13

Beam

120°           

, 50 65

Finitura Ghiera standard

Finishing standard Ring

   Code/Art.    VT 5    (  5W  -  lm 420 )   IP40

         10  Years Warranty 

Code/Art.   VT5       Power  Watt : 5         Driver   :

Protection  Class  : IP40  EN 60529      Class

Aluminum Ring  structure       :White/ Anodized aluminium / Chrome  Optional :Custom coulors

LED con Struttura dissipante in Alluminio anodizzato  

LED with Anodized aluminum   dissipating   structure 

LED  CRI>90 with UV resistant  policarbonate satin  protection        Beam :   120° 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto escluso 

Power Supply 230Vac  ON/OFF   Remote LED Driver  not included 

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

 VT5  - 11  40° ■ Natural White  4000K 430

 VT5  - 12  40° 420

 VT5  - 12e  40° ■ Extra Warm White  2700K 410
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LED  CRI>90 con protezione satinata resistente ai raggi UV             Lente :    120°          

Ghiera in Alluminio pressofuso:Bianco /Alluminio Anodizzato / Cromo  Optional :Colori Custom

500mA

www.ett-led.com

■ Warm   White  3000K

VT5          Dimensions 65 x h 13mm                                              Installation  hole  : 52mm               

Code/Art.  Dimensioni  65 x h 13mm                                              Foro da praticare : 52mm               



EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Tondo  / Quadro   incasso a soffitto                    

SPOT LED   Round  / Square   Downlight                                                 Beam

           25°

Code/Art.

VBT 1
           40°

Code/Art.

VBT 2

   Code/Art.    VBQ 3   ,(  4W  -  lm 500 )        IP44

         10  Years Warranty 

   Code/Art.    VBT 1    (  4W  -  lm 500 )        IP44

   Code/Art.    VBT 2    (  4W  -  lm 500 )        IP44

           60°

Finitura / Finishing

  Code/Art.

  VBQ 3

Code/Art.   ET 3 SL       Power  Watt : 3,2         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring  structure         : White / Black 

LED  CRI>90 with UV resistant  policarbonate transparent protection  Beam : 60°/40°/25°  

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   incluso   

Power Supply 230Vac  ON/OFF   Remote LED Driver  included

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

 VBT 1 - 12  40° 500

 VBT 2 - 12  40° 500

 VBQ 3 - 12  40° 500
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■ Warm   White  3000K

VBT 1       Dimensions 52 x h 50mm                                               Installation  hole  : 43mm              

Code/Art.   Dimensioni  52 x h 50mm                                              Foro da praticare : 43mm              

VBQ 3       Dimensions 50 x 50 x h 50mm                                       Installation  hole  : 43mm              

■ Warm   White  3000K

■ Warm   White  3000K

LED  CRI>90 con protezione  trasparente resistente ai raggi UV          Lente : 60°/40°/25°          

Ghiera in Alluminio pressofuso : Bianco / Nero 

24Vdc

Code/Art.   Dimensioni  40 x h 50mm                                              Foro da praticare : 38mm              

VBT 2       Dimensions 40 x h 50mm                                               Installation  hole  : 38mm              

Code/Art.   Dimensioni  50 x 50 x h 50mm                                       Foro da praticare : 43mm             



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT LED  Tondo   incasso a soffitto                               

SPOT LED   Round  Downlight                                           

Foro da praticare   40mm 

,                              50

,                            45

Beam
 60°           25°           40°  Finitura / Finishing

   Code/Art.    ET 3    (  3,2W  -  lm 360 )   IP54

         10  Years Warranty 

Code/Art.   ET 3       Power  Watt : 3,2         Driver   :

Protection  Class  : IP54  EN 60529      Class

Aluminum Ring  structure         : White / Black 

LED con Struttura dissipante in Alluminio anodizzato  

LED with  Anodized aluminum   dissipating  structure 

LED  CRI>86 with UV resistant  policarbonate transparent protection  Beam : 60°/40°/25°  

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   incluso   

Power Supply 230Vac  ON/OFF   Remote LED Driver  included

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

 ET 3  - 11  40° ■ Natural White  4000K 360

 ET 3  - 12  40° 350

 ET 3  - RGB 40° ■■■■ R G B
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LED  CRI>86 con protezione  trasparente resistente ai raggi UV          Lente : 60°/40°/25°          

Ghiera in Alluminio pressofuso : Bianco / Nero 

24Vdc

■ Warm   White  3000K

ET 3 SL     Dimensions 45 x h 50mm                                              Installation  hole  : 40mm              

Code/Art.   Dimensioni  45 x h 50mm                                              Foro da praticare : 40mm              

www.ett-led.com







EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT  High Power LED                              

SPOT  High Power LED                         

                          Beam                           Beam
                                     34°                    50°   

Finitura  / Finishing 

         10  Years Warranty 

  Code/Art.   EQ 1    (  1 x 2W - 1 x  lm 240 )                    IP44

  Code/Art.   EQ 2    (  2 x 2W - 2 x  lm 240 )                    IP44

  Code/Art.   EQ 4    (  4 x  2W - 4 x lm 240 )                    IP44

Art. EQ1  SL 1 x LED 2,4W   24Vdc

Art. EQ2 SL 2 x LED 2,4W   24Vdc

Art. EQ4 SL 4 x LED 2,4W   24Vdc
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EASY  LIGHT   Power LED 

SPOT  High Power LED                              

SPOT  High Power LED                         

Code/Art.   EQ 1   

LED  Module 1 x 2         Power  Watt : 2         Driver   :

Code/Art.   EQ 2   

LED  Module 2 x 2         Power  Watt : 4         Driver   :

Code/Art.   EQ 4   

LED  Module 4 x 2         Power  Watt : 8         Driver   :

Protection  Class  : IP44  EN 60529      Class

Painted aluminum structure and diffuser : Black / White

LED CRI>90 con protezione trasparente resistente ai raggi UV         Lente : 50°/34°  

Code/Art.    Dimensioni   45 x 122 x h69mm              Foro da praticare  : 36 x 112mm                 

LED CRI>90 with UV resistant policarbonate transparent protection Beam : 50°/34°

Code/Art.    Dimensioni   45 x  69 x h69mm               Foro da praticare  : 36 x  59mm                 

EQ 2           Dimensions  45 x  69 x h69mm               Installation  hole   : 36 x  59mm                 

24Vdc

         10  Years Warranty 

Code/Art.    Dimensioni   45 x  45 x h69mm               Foro da praticare  : 36 x  36mm                 

EQ 1           Dimensions  45 x  45 x h69mm               Installation  hole   : 36 x  36mm                 

24Vdc

Struttura in alluminio e Diffusore  : Nero  / Bianco

24Vdc

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   escluso   

Power Supply 230Vac  ON/OFF   Remote LED Driver  NOT included

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

EQ 1 - 11  40° ■ Natural White  4000K 240

EQ 1 - 12  40° 200

EQ 2 - 11  40° ■ Natural White  4000K 2x240

EQ 2 - 12  40° 2x200

EQ 4 - 11  40° ■ Natural White  4000K 4x240

EQ 4 - 12  40° 4x200
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■ Warm   White  3000K

www.ett-led.com

EQ 4           Dimensions  45 x 122 x h69mm              Installation  hole   : 36 x  112mm                 

■ Warm   White  3000K

■ Warm   White  3000K



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT  High Power LED                              

SPOT  High Power LED                         

                          Beam                           Beam
                                     34°                    50°   

Finitura  / Finishing 

Art. EQ8                                   8 x LED 2,4W   24Vdc

  Code/Art.   EQ 12    ( 12 x 2W - 12 x  lm 240 )                    IP44

         10  Years Warranty 

  Code/Art.   EQ   8    (   8 x 2W -  .8 x  lm 240 )                    IP44

Art. EQ8                                   8 x LED 2,4W   24Vdc

Art. EQ12                              12 x LED 2,4W   24Vdc
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EASY  LIGHT   Power LED 

SPOT  High Power LED                              

SPOT  High Power LED                         

Code/Art.   EQ 8   

LED  Module 8 x 2         Power  Watt : 16         Driver   :

Code/Art.   EQ 12   

LED  Module 12 x 2         Power  Watt : 24         Driver   :

Protection  Class  : IP44  EN 60529      Class

Painted aluminum structure and diffuser: Black / White

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   escluso   

Power Supply 230Vac  ON/OFF   Remote LED Driver  NOT included

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

EQ 12         Dimensions  45 x  334 x h69mm               Installation  hole   : 36 x 324mm                 

24Vdc

Struttura in alluminio e Diffusore  : Nero  / Bianco

24Vdc

Code/Art.    Dimensioni   45 x 228 x h69mm               Foro da praticare  : 36 x 218mm                 

EQ 8           Dimensions  45 x 228 x h69mm               Installation  hole    : 36 x 218mm                 

         10  Years Warranty 

LED CRI>90 con protezione trasparente resistente ai raggi UV         Lente : 50°/34°  

LED CRI>90 with UV resistant policarbonate transparent protection Beam : 50°/34°

Code/Art.    Dimensioni   45 x 334 x h69mm               Foro da praticare  : 36 x 324mm                 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

EQ 8 - 11  40° ■ Natural White  4000K 8x240

EQ 8 - 12  40° 8x200

EQ 12 - 11  40° ■ Natural White  4000K 12x240

EQ 12 - 12  40° 12x200
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■ Warm   White  3000K

■ Warm   White  3000K

www.ett-led.com



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT  High Power LED                              

SPOT  High Power LED                         

             Beam
Finitura /Finishing 

         10  Years Warranty 

  Code/Art.   LOUD 1    (  2W -  lm  290 )                    IP55

  Code/Art.   LOUD 3    (3 x 2W -  3 x lm  290 )              IP55

Finitura /Finishing 

                     KIT di Fissaggio

Fixing kit for platesrboard    Fixing kit for Ceiling      Fixing kit suspension
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Kit  per cartongesso            Kit  per  Plafone           Kit  per  sospensione    

www.ett-led.com



EASY  LIGHT   Power LED 

SPOT  High Power LED                              

SPOT  High Power LED                         

Code/Art.   LOUD 1   

LED  Module 1 x 2         Power  Watt : 2         Driver   :

Code/Art.   LOUD 3   

LED  Module 3 x 2         Power  Watt : 6         Driver   :

Protection  Class  : IP55  EN 60529      Class

Painted aluminum structure and diffuser : Black 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   escluso   

Power Supply 230Vac  ON/OFF   Remote LED Driver  NOT included

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

         10  Years Warranty 

Code/Art.    Dimensioni   40 x 40 x h56mm                Foro da praticare  : 40 x 40mm                 

LOUD 1      Dimensions  40 x 40 x h56mm                Installation  hole   : 40 x 40mm                 

24Vdc

24Vdc

Struttura in alluminio e Diffusore  : Nero 

LED CRI>90 con protezione trasparente resistente ai raggi UV         Lente : 40°/25°/10°/Ellittica  

Code/Art.    Dimensioni   40 x 160 x h56mm              Foro da praticare  : 40 x 160mm                 

LOUD 3      Dimensions  40 x 160 x h56mm              Installation  hole   : 40 x 160mm                 

LED CRI>90 with UV resistant policarbonate transparent protection Beam : 40°/25°/10°/Elliptic

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

LOUD 1 - 10  40° ■ Cold     White   5000K    310

LOUD 1 - 11  40° ■ Natural White  4000K 290

LOUD 1 - 12  40° 280

LOUD 1 - 12e  40° 270

LOUD 1 - RGB  40° ■■■ R G B

LOUD 3 - 10  40° ■ Cold     White   5000K    3x310

LOUD 3 - 11  40° ■ Natural White  4000K 3x290

LOUD 3 - 12  40° 3x280

LOUD 3 - 12e  40° 3x270

LOUD 3 - RGB  40° ■■■ R G B
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■ Warm   White  3000K

■ Warm   White  3000K

■ Extra Warm   White  2700K

■ Extra Warm   White  2700K

www.ett-led.com



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT  High Power LED                              

SPOT  High Power LED                         

             Beam

280

   Finitura / Finishing

         10  Years Warranty 

  Code/Art.   LOUD 6      (  6 x 2W -    6 x lm  290 )              IP55

  Code/Art.   LOUD 12    (12 x 2W -  12 x lm  290 )              IP55

560

   Finitura / Finishing

                     KIT di Fissaggio

Fixing kit for platesrboard    Fixing kit for Ceiling      Fixing kit suspension
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Kit  per cartongesso            Kit  per  Plafone           Kit  per  sospensione    



EASY  LIGHT   Power LED 

SPOT  High Power LED                              

SPOT  High Power LED                         

Code/Art.   LOUD 6   

LED  Module   6 x 2         Power  Watt : 12         Driver   :

Code/Art.   LOUD 12   

LED  Module 12 x 2         Power  Watt : 24         Driver   :

Protection  Class  : IP55  EN 60529      Class

Painted aluminum structure and diffuser : Black 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   escluso   

Power Supply 230Vac  ON/OFF   Remote LED Driver  NOT included

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

LED CRI>90 con protezione trasparente resistente ai raggi UV         Lente : 40°/25°/10°/Ellittica  

Code/Art.    Dimensioni   40 x 560 x h56mm                Foro da praticare  : 40 x 560mm                 

LOUD 12    Dimensions  40 x 560 x h56mm                Installation  hole   : 40 x 560mm                 

LED CRI>90 with UV resistant policarbonate transparent protection Beam : 40°/25°/10°/Elliptic

24Vdc

Struttura in alluminio e Diffusore  : Nero 

         10  Years Warranty 

Code/Art.    Dimensioni   40 x 280 x h56mm                Foro da praticare  : 40 x 280mm                 

LOUD 6      Dimensions  40 x 280 x h56mm                Installation  hole   : 40 x 280mm                 

24Vdc

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

LOUD 6 - 10  40° ■ Cold     White   5000K    6x310

LOUD 6 - 11  40° ■ Natural White  4000K 6x290

LOUD 6 - 12  40° 6x280

LOUD 6 - 12e  40° 6x270

LOUD 6 - RGB  40° ■■■ R G B

LOUD 12- 10  40° ■ Cold     White   5000K    12x310

LOUD 12- 11  40° ■ Natural White  4000K 12x290

LOUD 12- 12  40° 12x280

LOUD 12- 12e  40° 12x270

LOUD 12-RGB  40° ■■■ R G B
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■ Extra Warm   White  2700K

■ Extra Warm   White  2700K

www.ett-led.com

■ Warm   White  3000K

■ Warm   White  3000K



EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Quadro   incasso a soffitto                                  

SPOT LED   Square   Downlight                                             

56 , 62

,   62

Finitura Ghiera in Ottone Brunito

Brass Finishing standard Ring

Optional Finishing Ring: Beam

   Code/Art.  Quadrio Led    (  8W  -  lm 920 )   IP44

         10  Years Warranty 

Code/Art.   Quadrio LED       Power  Watt : 8         Driver   :

Protection  Class  : IP44  EN 60529      Class

Brass Ring  structure Optional  : White / Anodized aluminum / Chrome / Black / Gold / Copper

LED con Struttura dissipante in Alluminio anodizzato Nero  

LED with Black anodized aluminum  dissipating  structure 

LED  CRI>90 with UV resistant  policarbonate transparent protection  Beam : 40°/25°  

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto  

Power Supply 230Vac  ON/OFF   Remote LED Driver 

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

Quadrio LED-11 40° ■ Natural White  4000K 940

Quadrio LED-12 40° 920

Quadrio LED-12e 40° ■ Extra Warm White  2700K 890
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LED  CRI>90 con protezione  trasparente resistente ai raggi UV          Lente : 40°/25°          

Ghiera in Ottone         Optional : Bianco / Alluminio Anodizzato / Cromo / Nero / Oro / Rame  

24Vdc

www.ett-led.com

■ Warm   White  3000K

Quadrio LED  Dimensions 62 x 62 h 56mm                             Installation  hole  : 55mm               

Code/Art.         Dimensioni  62 x 62 h 56mm                            Foro da praticare : 55mm                 



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT LED  Tondo  incasso a soffitto con vetro di protezione                                 

SPOT LED   Round  Downlight  with glass protection                                           

Finitura Ghiera standard   Beam

   Code/Art.  CL T10  (  10W  -  lm 830 )  IP54

         10  Years Warranty 

Finitura Ghiera standard   Beam

Finishing standard Ring

68

Code/Art.  CL T10       Power  Watt : 10         Driver   :

Protection  Class  : IP54  EN 60529      Class

Ghiera / Diffusore in vetro retroverniciato: Bianco / Nero

Ring   /  Painted glass diffuser      : White / Black

LED  CRI>90  with UV resistant  policarbonate transparent protection  Beam :  40°   

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto  Incluso

Power Supply 230Vac  ON/OFF   Remote LED Driver  Included

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

CL T10 W - 11  40° ■ Natural White  4000K 860

CL T10 W - 12  40° 830

CL T10 W - 12e 40° 800

   Long  Life  Power Led pag. 257

Code/Art.  Dimensioni  diametro Ø 85 x  h82mm             Foro da praticare  diametro Ø: 68mm          

LED  CRI>90  con protezione  trasparente resistente ai raggi UV          Lente :   40°  

350mA

www.ett-led.com

■ Warm   White  3000K

CL T10    Dimensions diameter Ø 85 x  h82mm              Installation  hole   diameter Ø: 68mm           

■ Extra Warm   White  2700K



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT LED  Quadro  incasso a soffitto con vetro di protezione                                 

SPOT LED   Square  Downlight  with glass protection                                           

Finitura Ghiera standard   Beam

   Code/Art.  CL Q10  (  10W  -  lm 830 )  IP54

         10  Years Warranty 

Finitura Ghiera standard   Beam

Finishing standard Ring

Code/Art.   CL Q10       Power  Watt : 10         Driver   :

Protection  Class  : IP54  EN 60529      Class

Ghiera / Diffusore in vetro retroverniciato: Bianco / Nero

Ring   /  Painted glass diffuser      : White / Black

LED  CRI>90  with UV resistant  policarbonate transparent protection  Beam :  40°   

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto  Incluso

Power Supply 230Vac  ON/OFF   Remote LED Driver  Included

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

CL Q10 W - 11  40° ■ Natural White  4000K 860

CL Q10 W - 12  40° 830

CL Q10 W - 12e 40° 800
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Code/Art.   Dimensioni  90 x 90 x  h82mm                               Foro da praticare  : 80 x 80mm            

LED  CRI>90  con protezione  trasparente resistente ai raggi UV          Lente :   40°  

350mA

www.ett-led.com

■ Warm   White  3000K

CL Q10     Dimensions 90 x 90 x  h82mm                                Installation  hole   : 80 x 80mm            

■ Extra Warm   White  2700K



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

2 x SPOT LED  Quadro  incasso a soffitto con vetro di protezione                                 

2 x SPOT LED   Square  Downlight  with glass protection                                           

Finitura Ghiera standard          Beam

         10  Years Warranty 

   Code/Art.  CL 2 x Q10  (  2 x 10W  -  2 x lm 830 )  IP54

Finitura Ghiera standard          Beam

Finishing standard Ring

Code/Art.   CL 2 x Q10       Power  Watt : 2 x 10         Driver   :

Protection  Class  : IP54  EN 60529      Class

Ghiera / Diffusore in vetro retroverniciato: Bianco / Nero

Ring   /  Painted glass diffuser      : White / Black

LED  CRI>90  with UV resistant  policarbonate transparent protection  Beam :  40°   

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto  Incluso

Power Supply 230Vac  ON/OFF   Remote LED Driver  Included

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

CL 2xQ10 -11  40° ■ Natural White  4000K 2 x 860

CL 2xQ10 -12  40° 2 x 830

CL 2xQ10 -12e 40° 2 x 800
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350mA

www.ett-led.com

■ Warm   White  3000K

CL 2 x Q10     Dimensions 90 x 175 x  h82mm                       Installation  hole   : 80 x 160mm           

■ Extra Warm   White  2700K

Code/Art.         Dimensioni  90 x 175 x  h82mm                      Foro da praticare  : 80 x 160mm           

LED  CRI>90  con protezione  trasparente resistente ai raggi UV          Lente :   40°  





EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT LED  Quadro  incasso a soffitto con vetro di protezione                                 

SPOT LED   Square Downlight  with glass protection                                           

,  65

, 120

, 120

Finitura Ghiera standard   Beam

   Code/Art.  Hammer 12  (  12W  -  lm 1640 )  IP54

         10  Years Warranty 

Finitura Ghiera standard   Beam

Finishing standard Ring   120°   105 x 105

Code/Art.   Hammer 12       Power  Watt : 12         Driver   :

Protection  Class  : IP54  EN 60529      Class

Ghiera in alluminio verniciato : Bianco / Nero

Painted aluminum frame       : White / Black

LED  CRI>90  with UV resistant  satin glass protection                                Beam :  120°   

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto  Incluso

Power Supply 230Vac  ON/OFF   Remote LED Driver  Included

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

Hammer 12 -11 ■ Natural White  4000K 1640

Hammer 12 -12 1620

Hammer 12 -12e 1590
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Code/Art.       Dimensioni  120 x 120 x  h65mm                    Foro da praticare  : 105 x 105mm           

LED  CRI>90  con protezione in vetro satinato resistente ai raggi UV          Lente :   120°  

350mA

www.ett-led.com

■ Warm   White  3000K

Hammer 12  Dimensions 120 x 120 x  h65mm                     Installation  hole   : 105 x 105mm            

■ Extra Warm   White  2700K



EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Tondo  Orientabile  incasso a soffitto                    

SPOT LED   Round  Adjustable  Downlight                                         

65

Beam
 10°(VT 6 Only)  25°                    40°                  

         10  Years Warranty 

     Code/Art.  VT 8   230Vac Dimmable    ( 8W  -  lm 630 )   IP44

,  91

     Code/Art.  VT 6   500mA    ( 6W  -  lm 560 )   IP44

Finitura / Finishing

Code/Art.   VT 6       Power  Watt : 6         Driver   :

Code/Art.   VT 8       Power  Watt : 8         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring  structure         : White / Black / Grey / Chrome

LED  CRI>86 with UV resistant  policarbonate  protection  Beam : 40°/25°   10° ( VT 6  Only) 

VT 6  Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   incluso   

         Power Supply 230Vac  ON/OFF   Remote LED Driver  included

VT 6  Optional :  Alimentatore Dimmer Esterno  : DALI /  1-10V  /  PO  Pulsante 
         Optional :  Outside Dimmable LED Driver : DALI /  1-10V /  Open Push  

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

 VT 6 - 11     40° ■ Natural White  4000K 580

 VT 6 - 12     40° 560

 VT 6  -12e   40° ■ Extra Warm White  2700K 510

 VT 3- RGB 40° ■■■ R G B

 VT 8 - 11     40° ■ Natural White  4000K 630

 VT 8 - 12     40° 610
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www.ett-led.com

VT 6 - VT 8   Dimensions 91 x h 65mm                                           Installation  hole  : 75mm              

Code/Art.       Dimensioni  91 x h 65mm                                          Foro da praticare : 75mm              

■ Warm   White  3000K

500mA

230Vac Dimmable

■ Warm   White  3000K

Ghiera in Alluminio pressofuso : Bianco / Nero / Grigio / Cromo

LED  CRI>86 con protezione  esistente ai raggi UV            Lente :  40°/25°   10° (solo VT 6 )          



EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Quadro  Orientabile  incasso a soffitto                    

SPOT LED   Square  Adjustable  Downlight                                         

65

Beam
 10°(VQ 6 Only)  25°                    40°                  

         10  Years Warranty 

     Code/Art.  VQ 8   230Vac Dimmable    ( 8W  -  lm 630 )   IP44

,  91

     Code/Art.  VQ 6   500mA    ( 6W  -  lm 560 )   IP44

Finitura / Finishing

Code/Art.   VQ 6       Power  Watt : 6         Driver   :

Code/Art.   VQ 8       Power  Watt : 8         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring  structure         : White / Black / Grey / Chrome

LED  CRI>86 with UV resistant  policarbonate  protection   Beam : 40°/25°   10° ( VQ 6  Only) 

VQ 6  Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   incluso   

         Power Supply 230Vac  ON/OFF   Remote LED Driver  included

VQ 6  Optional :  Alimentatore Dimmer Esterno  : DALI /  1-10V  /  PO  Pulsante 
         Optional :  Outside Dimmable LED Driver : DALI /  1-10V /  Open Push  

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

 VQ 6 - 11     40° ■ Natural White  4000K 580

 VQ 6 - 12     40° 560

 VQ 6  -12e   40° ■ Extra Warm White  2700K 510

 VQ 3- RGB 40° ■■■ R G B

 VQ 8 - 11     40° ■ Natural White  4000K 630

 VQ 8 - 12     40° 610
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■ Warm   White  3000K

Ghiera in Alluminio pressofuso : Bianco / Nero / Grigio / Cromo

LED  CRI>86 con protezione  esistente ai raggi UV             Lente :  40°/25°   10° (solo VQ 6 )          

www.ett-led.com

VQ 6 - VQ 8   Dimensions 91 x 91 x h 65mm                                    Installation  hole  : 78mm            

Code/Art.       Dimensioni  91 x 91 x h 65mm                                    Foro da praticare : 78mm            

■ Warm   White  3000K

500mA

230Vac Dimmable



EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Quadro  Orientabile  incasso a soffitto                    

SPOT LED   Square  Adjustable  Downlight                                         

65

Beam
 10°(GQR6 Only)  25°                    40°                

Finitura  / Finishing

         10  Years Warranty 

     Code/Art.  GQR 8   230Vac Dimmable    ( 8W  -  lm 630 )   IP44

,  90

     Code/Art.  GQR 6   500mA    ( 6W  -  lm 560 )   IP44

Code/Art.   GQR 6       Power  Watt : 6         Driver   :

Code/Art.   GQR 8       Power  Watt : 8         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring  structure         : White / Black / Grey

LED  CRI>86 with UV resistant  policarbonate  protection  Beam : 40°/25°   10° ( GQR 6  Only) 

GQR 6  Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   incluso   

             Power Supply 230Vac  ON/OFF   Remote LED Driver  included

GQR 6  Optional :  Alimentatore Dimmer Esterno  : DALI /  1-10V  /  PO  Pulsante 

             Optional :  Outside Dimmable LED Driver : DALI /  1-10V /  Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

 GQR 6 - 11     40° ■ Natural White  4000K 580

 GQR 6 - 12     40° 560

 GQR 6  -12e   40° ■ Extra Warm White  2700K 510

 GQR 3- RGB 40° ■■■ R G B

 GQR 8 - 11     40° ■ Natural White  4000K 630

 GQR 8 - 12     40° 610
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www.ett-led.com

GQR 6 - GQR 8   Dimensions 90 x 90 x h 65mm                      Installation  hole  : 80 x 80mm            

Code/Art.             Dimensioni  90 x 90 x h 65mm                      Foro da praticare : 80 x 80mm            

■ Warm   White  3000K

500mA

230Vac Dimmable

■ Warm   White  3000K

Ghiera in Alluminio pressofuso : Bianco / Nero / Grigio 

LED  CRI>86 con protezione  esistente ai raggi UV            Lente :  40°/25°   10° (solo GQR 6 )          



EASY  LIGHT   Power LED 

                               Interno - indoor

2 x SPOT LED  Quadro  Orientabile  incasso a soffitto                    
2 x SPOT LED   Square  Adjustable  Downlight                                         

90

65

Beam
 Finitura/Finishing  10°(GQR6 Only)  25°                    40°                

         10  Years Warranty 

     Code/Art.  2 x GQR 8   230Vac Dimmable ( 2 x 8W  -  2 x lm 630 )  IP44

.    165

     Code/Art.  2 x GQR 6   500mA    ( 2 x 6W  - 2 x lm 560 )           IP44

Code/Art.   2x GQR 6       Power  Watt : 2x6         Driver   :

Code/Art.   2x GQR 8       Power  Watt : 2x8         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring  structure         : White / Black / Grey / Chrome

LED CRI>86 with UV resistant  policarbonate  protection  Beam : 40°/25°   10°( 2xGQR 6  Only) 

2xGQR 6  Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   incluso   

                 Power Supply 230Vac  ON/OFF   Remote LED Driver  included

2xGQR 6  Optional :  Alimentatore Dimmer Esterno  : DALI /  1-10V  /  PO  Pulsante 

                 Optional :  Outside Dimmable LED Driver : DALI /  1-10V /  Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

 2xGQR 6 - 11  40° ■ Natural White  4000K 580

 2xGQR 6 - 12  40° 560

 2xGQR 6 -12e 40° ■ Extra Warm White  2700K 510

 2xGQR 3- RGB 40° ■■■ R G B

 2xGQR 8 - 11  40° ■ Natural White  4000K 630

 2xGQR 8 - 12  40° 610
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2xGQR 6 - 2xGQR 8 Dimensions 90 x 165 x h 65mm                Installation  hole  : 80 x 150mm        

Code/Art.                    Dimensioni  90 x 165 x h 65mm               Foro da praticare : 80 x 150mm        

■ Warm   White  3000K

500mA

230Vac Dimmable

■ Warm   White  3000K

Ghiera in Alluminio pressofuso : Bianco / Nero / Grigio / Cromo

LED CRI>86 con protezione  esistente ai raggi UV            Lente :  40°/25°   10°(solo 2xGQR 6 )        



EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Tondo    incasso a soffitto                    

SPOT LED   Round    Downlight                                         

art./code VAT 6 - 9 - 12

            Code/Art.    VAT 6

   Code/Art.    VAT / R12   ,(  12W  -  lm 1320 )        IP44

         10  Years Warranty 

   Code/Art.    VAT / R 6    (     6W  -  lm   720 )        IP44

   Code/Art.    VAT / R 9    (     9W  -  lm 1020 )        IP44

            Code/Art.    VAT 9   - VAT12

art./code VAT R 6 - 9 - 12

Beam     Finitura / Finishing

   15°                    25°                    40°                   60°
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www.ett-led.com



EASY  LIGHT   Power LED 

SPOT LED  Tondo   incasso a soffitto                    

SPOT LED  Round    Downlight                                         

Code/Art.   VAT / R 6       Power  Watt : 6         Driver   :

Code/Art.   VAT / R 9       Power  Watt : 9         Driver   :

Code/Art.   VAT / R12       Power  Watt : 12         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring  structure         : White / Black 

LED CRI>90 with UV resistant  policarbonate transparent protection  Beam : 60°/40°/25°/15°  

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   incluso   

Power Supply 230Vac  ON/OFF   Remote LED Driver  included

200mA

VAT/R 9    Dimensions 85 x h 113mm                                             Installation  hole  :75mm               

Code/Art.   Dimensioni  85 x h 113mm                                            Foro da praticare : 75mm              

         10  Years Warranty 

VAT/R 6    Dimensions 85 x h 90mm                                              Installation  hole  : 75mm               

Code/Art.   Dimensioni  85 x h 90mm                                              Foro da praticare : 75mm              

VAT/R12   Dimensions 85 x h 113mm                                             Installation  hole  :75mm               

500mA

LED CRI>90 con protezione  trasparente resistente ai raggi UV          Lente : 60°/40°/25°/15°          

Ghiera in Alluminio pressofuso : Bianco / Nero 

300mA

Code/Art.   Dimensioni  85 x h 113mm                                            Foro da praticare : 75mm              

Power Supply 230Vac  ON/OFF   Remote LED Driver  included

Optional :  Alimentatore Dimmer Esterno  : DALI /  1-10V  /  PO  Pulsante 

Optional :  Outside Dimmable LED Driver : DALI /  1-10V /  Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

 VAT / R6 - 11   40° ■ Natural White  4000K 720

 VAT / R6 - 12   40° 700

 VAT / R6 - 12e 40° ■ Extra Warm White  2700K 680

 VAT / R9 - 11   40° ■ Natural White  4000K 1020

 VAT / R9 - 12   40° 1000

 VAT / R9 - 12e 40° ■ Extra Warm White  2700K 980

 VAT / R12- 11   40° ■ Natural White  4000K 1320

 VAT / R12- 12   40° 1300

 VAT / R12- 12e 40° ■ Extra Warm White  2700K 1280
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■ Warm   White  3000K

■ Warm   White  3000K

■ Warm   White  3000K



EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Tondo    incasso Orientabile estraibile a soffitto                    

SPOT LED   Round   Adjustable  Downlight                                         

Beam     Finitura / Finishing

   25°                    40°                   

         10  Years Warranty 

   Code/Art.    VA GHOST   12   (  12W  -  lm   870 )        IP44

SPOT LED  Tondo    incasso Orientabile estraibile a soffitto                    

SPOT LED   Round   Adjustable  Downlight                                         

Code/Art.   VA GHOST 12       Power  Watt : 12         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring  structure         : White / Black 

LED  CRI>94 with UV resistant  policarbonate transparent protection  Beam :40°/25°  

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   incluso   

Power Supply 230Vac  ON/OFF   Remote LED Driver  included

Optional :  Alimentatore Dimmer Esterno  : DALI /  1-10V  /  PO  Pulsante 

Optional :  Outside Dimmable LED Driver : DALI /  1-10V /  Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

 VA GHOST12 -12  870

 VA GHOST12 -12e ■ Extra Warm White  2700K 790
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www.ett-led.com

■ Warm   White  3000K

350mA

LED  CRI>94 con protezione  trasparente resistente ai raggi UV          Lente :40°/25°          

Ghiera in Alluminio pressofuso : Bianco / Nero 





EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Tondo    incasso Orientabile estraibile a soffitto                    

SPOT LED   Round   Adjustable  Downlight                                         

   Code/Art.    GHOST 17 , ,(   17W  -  lm 1320 )        IP44

         10  Years Warranty 

   Code/Art.    GHOST   7   (     7W  -  lm   720 )        IP44

   Code/Art.    GHOST 10   (   10W  -  lm 1020 )        IP44

Beam     Finitura / Finishing

   25°                    40°                   
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EASY  LIGHT   Power LED 

SPOT LED  Tondo    incasso Orientabile estraibile a soffitto                    

SPOT LED   Round   Adjustable  Downlight                                         

Code/Art.   GHOST  7       Power  Watt : 7         Driver   :

Code/Art.   GHOST 10       Power  Watt : 10         Driver   :

Code/Art.   GHOST 17       Power  Watt : 17         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring  structure         : White / Black 

LED  CRI>94 with UV resistant  policarbonate transparent protection  Beam :40°/25°  

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   incluso   

Power Supply 230Vac  ON/OFF   Remote LED Driver  included

Optional :  Alimentatore Dimmer Esterno  : DALI /  1-10V  /  PO  Pulsante 

Optional :  Outside Dimmable LED Driver : DALI /  1-10V /  Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

 GHOST  7 -12  40° 710

         10  Years Warranty 

■ Warm   White  3000K

250mA

350mA

LED  CRI>94 con protezione  trasparente resistente ai raggi UV          Lente :40°/25°          

Ghiera in Alluminio pressofuso : Bianco / Nero 

500mA

 GHOST  7 -12  40° 710

 GHOST  7 -12e40° ■ Extra Warm White  2700K 680

 GHOST10 -12  40° 1070

 GHOST10 -12e40° ■ Extra Warm White  2700K 980

 GHOST17 -12  40° 1600

 GHOST17 -12e40° ■ Extra Warm White  2700K 1580
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■ Warm   White  3000K

■ Warm   White  3000K

■ Warm   White  3000K

www.ett-led.com



EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Tondo  Orientabile   incasso a soffitto                    

SPOT LED  Adjustable Round    Downlight                                         

            Code/Art.    VBT 6

   Code/Art.    VBT12   ,(  12W  -  lm 1320 )        IP44

         10  Years Warranty 

   Code/Art.    VBT 6    (     6W  -  lm   720 )        IP44

   Code/Art.    VBT 9    (     9W  -  lm 1020 )        IP44

            Code/Art.    VBT 9   - VBT12

Beam      Finitura / Finishing

   15°                    25°                    40°                   60°
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EASY  LIGHT   Power LED 

SPOT LED  Tondo  Orientabile   incasso a soffitto                    

SPOT LED  Adjustable Round    Downlight                                         

Code/Art.   VBT 6       Power  Watt : 6         Driver   :

Code/Art.   VBT 9       Power  Watt : 9         Driver   :

Code/Art.   VBT 12       Power  Watt : 12         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring  structure        : White / Black 

LED CRI>90 with UV resistant  policarbonate transparent protection  Beam : 60°/40°/25°/15°  

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   incluso   

Power Supply 230Vac  ON/OFF   Remote LED Driver  included

500mA

200mA

VBT 9       Dimensions 82 x h 83mm                                              Installation  hole  : 70mm               

Code/Art.   Dimensioni  82 x h 83mm                                              Foro da praticare : 70mm              

VBT 6       Dimensions 82 x h 60mm                                              Installation  hole  : 70mm               

Code/Art.   Dimensioni  82 x h 60mm                                              Foro da praticare : 70mm              

VBT12       Dimensions 82 x h 83mm                                              Installation  hole  : 70mm              

LED CRI>90 con protezione  trasparente resistente ai raggi UV          Lente : 60°/40°/25°/15°          

Ghiera in Alluminio pressofuso : Bianco / Nero 

300mA

Code/Art.   Dimensioni  82 x h 83mm                                              Foro da praticare : 70mm              

         10  Years Warranty 

Power Supply 230Vac  ON/OFF   Remote LED Driver  included

Optional :  Alimentatore Dimmer Esterno  : DALI /  1-10V  /  PO  Pulsante 

Optional :  Outside Dimmable LED Driver : DALI /  1-10V /  Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

 VBT 6 - 11     40° ■ Natural White  4000K 720

 VBT 6 - 12     40° 700

 VBT 6 -12e    40° ■ Extra Warm White  2700K 680

 VBT 9 - 11     40° ■ Natural White  4000K 1020

 VBT 9 - 12     40° 1000

 VBT 9 -12e    40° ■ Extra Warm White  2700K 980

 VBT 12 - 11   40° ■ Natural White  4000K 1320

 VBT 12 - 12   40° 1300

 VBT 12 -12e  40° ■ Extra Warm White  2700K 1280
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■ Warm   White  3000K

■ Warm   White  3000K

■ Warm   White  3000K



EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Quadro  Orientabile   incasso a soffitto                    

SPOT LED   Adjustable Square    Downlight                                         

     Code/Art.    VBQ 6

   Code/Art.    VBQ12   ,(  12W  -  lm 1320 )        IP44

         10  Years Warranty 

   Code/Art.    VBQ 6    (     6W  -  lm   720 )        IP44

   Code/Art.    VBQ 9    (     9W  -  lm 1020 )        IP44

     Code/Art.    VBQ 9   - VBQ12

Beam    Finitura / Finishing

   15°                    25°                    40°                   60°
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EASY  LIGHT   Power LED 

SPOT LED  Quadro  Orientabile   incasso a soffitto                    

SPOT LED  Adjustable Square    Downlight                                         

Code/Art.   VBQ 6       Power  Watt : 6         Driver   :

Code/Art.   VBQ 9       Power  Watt : 9         Driver   :

Code/Art.   VBQ 12       Power  Watt : 12         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring  structure        : White / Black 

LED CRI>90 with UV resistant  policarbonate transparent protection  Beam : 60°/40°/25°/15°  

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   incluso   

Power Supply 230Vac  ON/OFF   Remote LED Driver  included

500mA

200mA

VBQ 9       Dimensions 82 x 82 x h 83mm                                       Installation  hole  : 70mm              

Code/Art.   Dimensioni  82 x 82 x h 83mm                                       Foro da praticare : 70mm             

VBQ 6       Dimensions 82 x 82 x h 60mm                                       Installation  hole  : 70mm              

Code/Art.   Dimensioni  82 x 82 x h 60mm                                       Foro da praticare : 70mm             

VBQ12      Dimensions 82 x 82 x h 83mm                                       Installation  hole  : 70mm              

LED CRI>90 con protezione  trasparente resistente ai raggi UV          Lente : 60°/40°/25°/15°          

Ghiera in Alluminio pressofuso : Bianco / Nero 

300mA

Code/Art.   Dimensioni  82 x 82 x h 83mm                                       Foro da praticare : 70mm             

         10  Years Warranty 

Power Supply 230Vac  ON/OFF   Remote LED Driver  included

Optional :  Alimentatore Dimmer Esterno  : DALI /  1-10V  /  PO  Pulsante 

Optional :  Outside Dimmable LED Driver : DALI /  1-10V /  Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

 VBQ 6 - 11     40° ■ Natural White  4000K 720

 VBQ 6 - 12     40° 700

 VBQ 6 -12e    40° ■ Extra Warm White  2700K 680

 VBQ 9 - 11     40° ■ Natural White  4000K 1020

 VBQ 9 - 12     40° 1000

 VBQ 9 -12e    40° ■ Extra Warm White  2700K 980

 VBQ 12 - 11   40° ■ Natural White  4000K 1320

 VBQ 12 - 12   40° 1300

 VBQ 12 -12e  40° ■ Extra Warm White  2700K 1280
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■ Warm   White  3000K

■ Warm   White  3000K

■ Warm   White  3000K







EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Tondo  Orientabile   incasso a soffitto                    

SPOT LED   Adjustable Round    Downlight                                         

     Code/Art.    VRT 6

     Code/Art.    VRT 9   - VRT12

   Code/Art.    VRT12   ,(  12W  -  lm 1320 )        IP44

         10  Years Warranty 

   Code/Art.    VRT 6    (     6W  -  lm   720 )        IP44

   Code/Art.    VRT 9    (     9W  -  lm 1020 )        IP44

     Rinitura Riflettore  / Finishing Reflector

     Finitura / Finishing

Beam

   15°                    25°                    40°                   60°
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EASY  LIGHT   Power LED 

SPOT LED  Tondo  Orientabile   incasso a soffitto                    

SPOT LED  Adjustable Round    Downlight                                         

Code/Art.   VRT 6       Power  Watt : 6         Driver   :

Code/Art.   VRT 9       Power  Watt : 9         Driver   :

Code/Art.   VRT 12       Power  Watt : 12         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring  structure        : White / Black 

Riflettore disponibili:  Bianco / Cromo / Nero / Oro / Rame 

Finishing reflector  : White / Chrome / Black / Gold / Copper 

LED CRI>90 with UV resistant  policarbonate transparent protection  Beam : 60°/40°/25°/15°  

500mA

200mA

VRT 6       Dimensions 85 x h 112mm                                            Installation  hole  : 75mm               

Code/Art.   Dimensioni  85 x h 112mm                                            Foro da praticare : 75mm              

         10  Years Warranty 

VRT 6       Dimensions 85 x h 89mm                                              Installation  hole  : 75mm               

Code/Art.   Dimensioni  85 x h 89mm                                              Foro da praticare : 75mm              

VRT12      Dimensions 85 x h 112mm                                            Installation  hole  : 75mm               

LED CRI>90 con protezione  trasparente resistente ai raggi UV          Lente : 60°/40°/25°/15°          

Ghiera in Alluminio pressofuso : Bianco / Nero 

300mA

Code/Art.   Dimensioni  85 x h 112mm                                            Foro da praticare : 75mm              

LED CRI>90 with UV resistant  policarbonate transparent protection  Beam : 60°/40°/25°/15°  

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   incluso   

Power Supply 230Vac  ON/OFF   Remote LED Driver  included

Optional :  Alimentatore Dimmer Esterno  : DALI /  1-10V  /  PO  Pulsante 

Optional :  Outside Dimmable LED Driver : DALI /  1-10V /  Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

 VRT 6 - 11     40° ■ Natural White  4000K 720

 VRT 6 - 12     40° 700

 VRT 6 -12e    40° ■ Extra Warm White  2700K 680

 VRT 9 - 11     40° ■ Natural White  4000K 1020

 VRT 9 - 12     40° 1000

 VRT 9 -12e    40° ■ Extra Warm White  2700K 980

 VRT 12 - 11   40° ■ Natural White  4000K 1320

 VRT 12 - 12   40° 1300

 VRT 12 -12e  40° ■ Extra Warm White  2700K 1280
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■ Warm   White  3000K

■ Warm   White  3000K

■ Warm   White  3000K
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EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Quadro  Orientabile   incasso a soffitto                    

SPOT LED   Adjustable Square    Downlight                                         

     Code/Art.    VRQ 6

     Code/Art.    VRQ 9   - VRQ12

   Code/Art.    VRQ12   ,(  12W  -  lm 1320 )        IP44

         10  Years Warranty 

   Code/Art.    VRQ 6    (     6W  -  lm   720 )        IP44

   Code/Art.    VRQ 9    (     9W  -  lm 1020 )        IP44

     Code/Art.    VRQ 9   - VRQ12

     Finitura Riflettore  / Finishing Reflector

     Finitura / Finishing

Beam

   15°                    25°                    40°                   60°
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EASY  LIGHT   Power LED 

SPOT LED  Quadro  Orientabile   incasso a soffitto                    

SPOT LED  Adjustable Square    Downlight                                         

Code/Art.   VRQ 6       Power  Watt : 6         Driver   :

Code/Art.   VRQ 9       Power  Watt : 9         Driver   :

Code/Art.   VRQ 12       Power  Watt : 12         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring  structure         : White / Black 

Riflettore disponibili:  Bianco / Cromo / Nero / Oro / Rame 

Finishing reflector  : White / Chrome / Black / Gold / Copper 

LED CRI>90 with UV resistant  policarbonate transparent protection  Beam : 60°/40°/25°/15°  

LED CRI>90 con protezione  trasparente resistente ai raggi UV          Lente : 60°/40°/25°/15°          

Ghiera in Alluminio pressofuso : Bianco / Nero 

300mA

Code/Art.   Dimensioni  85 x 85 h 112mm                                  Foro da praticare : 80x80mm             

         10  Years Warranty 

VRQ 6       Dimensions 85 x 85 h 89mm                                    Installation  hole  : 80x80mm              

Code/Art.   Dimensioni  85 x 85 h 89mm                                    Foro da praticare : 80x80mm             

VRQ12      Dimensions 85 x 85 h 112mm                                  Installation  hole  : 80x80mm              

500mA

200mA

VRQ 9       Dimensions 85 x 85 h 112mm                                  Installation  hole  : 80x80mm              

Code/Art.   Dimensioni  85 x 85 h 112mm                                  Foro da praticare : 80x80mm             

LED CRI>90 with UV resistant  policarbonate transparent protection  Beam : 60°/40°/25°/15°  

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   incluso   

Power Supply 230Vac  ON/OFF   Remote LED Driver  included

Optional :  Alimentatore Dimmer Esterno  : DALI /  1-10V  /  PO  Pulsante 

Optional :  Outside Dimmable LED Driver : DALI /  1-10V /  Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

 VRQ 6 - 11     40° ■ Natural White  4000K 720

 VRQ 6 - 12     40° 700

 VRQ 6 -12e    40° ■ Extra Warm White  2700K 680

 VRQ 9 - 11     40° ■ Natural White  4000K 1020

 VRQ 9 - 12     40° 1000

 VRQ 9 -12e    40° ■ Extra Warm White  2700K 980

 VRQ 12 - 11   40° ■ Natural White  4000K 1320

 VRQ 12 - 12   40° 1300

 VRQ 12 -12e  40° ■ Extra Warm White  2700K 1280
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■ Warm   White  3000K

■ Warm   White  3000K
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EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Tondo   Orientabile   incasso a soffitto                    

SPOT LED   Adjustable Round    Downlight                                         

             Code/Art.    VGT 6

             Code/Art.    VGT 9   - VGT12

   Code/Art.    VGT12   ,(  12W  -  lm 1320 )        IP44

         10  Years Warranty 

   Code/Art.    VGT 6    (     6W  -  lm   720 )        IP44

   Code/Art.    VGT 9    (     9W  -  lm 1020 )        IP44

Finitura        Finitura reflettore

Finishing       Reflector  finishing

Beam

   15°                    25°                    40°                   60°
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EASY  LIGHT   Power LED 

SPOT LED  Tondo  Orientabile   incasso a soffitto                    

SPOT LED  Adjustable Round    Downlight                                         

Code/Art.   VGT 6       Power  Watt : 6         Driver   :

Code/Art.   VGT 9       Power  Watt : 9         Driver   :

Code/Art.   VGT 12       Power  Watt : 12         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring  structure         : White / Black 

Riflettore disponibili:  Bianco / Cromo / Nero / Oro / Rame 

Finishing reflector  : White / Chrome / Black / Gold / Copper 

LED CRI>90 with UV resistant  policarbonate transparent protection  Beam : 60°/40°/25°/15°  

500mA

200mA

VGT 9       Dimensions 71 x h 112mm                                            Installation  hole  : 73mm               

Code/Art.   Dimensioni  71 x h 112mm                                            Foro da praticare : 73mm              

VGT 6       Dimensions 71 x h 89mm                                              Installation  hole  : 73mm               

Code/Art.   Dimensioni  71 x h 89mm                                              Foro da praticare : 73mm              

VGT12      Dimensions 71 x h 112mm                                            Installation  hole  : 73mm               

LED CRI>90 con protezione  trasparente resistente ai raggi UV          Lente : 60°/40°/25°/15°          

Ghiera in Alluminio pressofuso : Bianco / Nero 

300mA

Code/Art.   Dimensioni  71 x h 112mm                                            Foro da praticare : 73mm              

         10  Years Warranty 

LED CRI>90 with UV resistant  policarbonate transparent protection  Beam : 60°/40°/25°/15°  

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   incluso   

Power Supply 230Vac  ON/OFF   Remote LED Driver  included

Optional :  Alimentatore Dimmer Esterno  : DALI /  1-10V  /  PO  Pulsante 

Optional :  Outside Dimmable LED Driver : DALI /  1-10V /  Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

 VGT 6 - 11     40° ■ Natural White  4000K 720

 VGT 6 - 12     40° 700

 VGT 6 -12e    40° ■ Extra Warm White  2700K 680

 VGT 9 - 11     40° ■ Natural White  4000K 1020

 VGT 9 - 12     40° 1000

 VGT 9 -12e    40° ■ Extra Warm White  2700K 980

 VGT 12 - 11   40° ■ Natural White  4000K 1320

 VGT 12 - 12   40° 1300

 VGT 12 -12e  40° ■ Extra Warm White  2700K 1280
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■ Warm   White  3000K

■ Warm   White  3000K

■ Warm   White  3000K



EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Quadro  Orientabile   incasso a soffitto                    

SPOT LED   Adjustable Square    Downlight                                         

            Code/Art.    VGQ 6

            Code/Art.    VGQ 9   - VGQ12

   Code/Art.    VGQ12   ,(  12W  -  lm 1320 )        IP44

         10  Years Warranty 

   Code/Art.    VGQ 6    (     6W  -  lm   720 )        IP44

   Code/Art.    VGQ 9    (     9W  -  lm 1020 )        IP44

Finitura        Finitura reflettore

Finishing       Reflector  finishing

Beam

   15°                    25°                    40°                   60°
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EASY  LIGHT   Power LED 

SPOT LED  Quadro  Orientabile   incasso a soffitto                    

SPOT LED  Adjustable Square    Downlight                                         

Code/Art.   VGQ 6       Power  Watt : 6         Driver   :

Code/Art.   VGQ 9       Power  Watt : 9         Driver   :

Code/Art.   VGQ 12       Power  Watt : 12         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring  structure         : White / Black 

Riflettore disponibili:  Bianco / Cromo / Nero / Oro / Rame 

Finishing reflector  : White / Chrome / Black / Gold / Copper 

LED CRI>90 with UV resistant  policarbonate transparent protection  Beam : 60°/40°/25°/15°  

500mA

200mA

VGQ 9       Dimensions 71 x 71 h 111mm                                  Installation  hole  : 73x73mm              

Code/Art.   Dimensioni  71 x 71 h 111mm                                  Foro da praticare : 73x73mm             

VGQ 6       Dimensions 71 x 71 h 88mm                                    Installation  hole  : 73x73mm              

Code/Art.   Dimensioni  71 x 71 h 88mm                                    Foro da praticare : 73x73mm             

VGQ12      Dimensions 71 x 71 h 111mm                                  Installation  hole  : 73x73mm              

LED CRI>90 con protezione  trasparente resistente ai raggi UV          Lente : 60°/40°/25°/15°          

Ghiera in Alluminio pressofuso : Bianco / Nero 

300mA

Code/Art.   Dimensioni  71 x 71 h 111mm                                  Foro da praticare : 73x73mm             

         10  Years Warranty 

LED CRI>90 with UV resistant  policarbonate transparent protection  Beam : 60°/40°/25°/15°  

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   incluso   

Power Supply 230Vac  ON/OFF   Remote LED Driver  included

Optional :  Alimentatore Dimmer Esterno  : DALI /  1-10V  /  PO  Pulsante 

Optional :  Outside Dimmable LED Driver : DALI /  1-10V /  Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

 VGQ 6 - 11     40° ■ Natural White  4000K 720

 VGQ 6 - 12     40° 700

 VGQ 6 -12e    40° ■ Extra Warm White  2700K 680

 VGQ 9 - 11     40° ■ Natural White  4000K 1020

 VGQ 9 - 12     40° 1000

 VGQ 9 -12e    40° ■ Extra Warm White  2700K 980

 VGQ 12 - 11   40° ■ Natural White  4000K 1320

 VGQ 12 - 12   40° 1300

 VGQ 12 -12e  40° ■ Extra Warm White  2700K 1280
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■ Warm   White  3000K

■ Warm   White  3000K
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EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Tondo   LED regresso  incasso a soffitto                  
SPOT LED   Round   recessed   LED Downlight                          

120

65

Beam
 10°(GT9 Only)  25°                    40°                  

         10  Years Warranty 

   Code/Art.  GT 9   700mA  (  9W  -  lm 760 )     ,        IP44

,      120

     Code/Art.  GT 8   230Vac Dimmable  ( 8W  -  lm 630 )  IP44

Code/Art.   GT 8       Power  Watt : 8         Driver   :

Code/Art.   GT 9       Power  Watt : 9         Driver   :

Protection  Class  : IP44  EN 60529      Class

Ghiera / Diffusore GESSO : Bianco

Ring   /  Painted  diffuser  : White

LED  con Struttura dissipante in Alluminio anodizzato  

LED with  Anodized  aluminum   dissipating structure 

LED CRI>86 with UV resistant  policarbonate  protection   Beam : 40°/25°   10°( GT 9  Only) 

GT 9  Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   incluso   

         Power Supply 230Vac  ON/OFF   Remote LED Driver  included

GT 9  Optional :  Alimentatore Dimmer Esterno  : DALI /  1-10V  /  PO  Pulsante 
         Optional :  Outside Dimmable LED Driver : DALI /  1-10V /  Open Push  

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

 GT 8 - 11     40° ■ Natural White  4000K 630

 GT 8 - 12     40° 610

 GT 9 - 11     40° ■ Natural White  4000K 760

 GT 9 - 12     40° 740

 GT 9  -12e   40° ■ Extra Warm White  2700K 710

 GT9- RGB   40° ■■■ R G B
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■ Warm   White  3000K

Code/Art.      Dimensioni  120 x 120 x h124mm                   Foro da praticare : 120 x 120mm             

■ Warm   White  3000K

230Vac Dimmable

700mA

GT 8 - GT 9  Dimensions 120 x 120 x h124mm                   Installation  hole   : 120 x 120mm             

www.ett-led.com

LED CRI>86 con protezione  esistente ai raggi UV             Lente :  40°/25°   10°(solo GT 9 )          



EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Quadro   LED regresso  incasso a soffitto                  
SPOT LED   Square   recessed   LED Downlight                          

120

65

Beam
 10°(GT9 Only)  25°                    40°                  

        Art. GQV con vetro satinato

         10  Years Warranty 

   Code/Art.  GQ 9   700mA  (  9W  -  lm 760 )     ,        IP44

,      120

     Code/Art.  GQ 8   230Vac Dimmable  ( 8W  -  lm 630 )  IP44

        Art. GQV con vetro satinato
      with satin glass

Code/Art.   GQ 8       Power  Watt : 8         Driver   :

Code/Art.   GQ 9       Power  Watt : 9         Driver   :

Protection  Class  : IP44  EN 60529      Class

Ghiera / Diffusore GESSO : Bianco

Ring   /  Painted  diffuser  : White

LED  con Struttura dissipante in Alluminio anodizzato  

LED  with Anodized  aluminum  dissipating  structure 

LED CRI>86 with UV resistant  policarbonate  protection    Beam : 40°/25°   10°( GQ 9  Only) 

GQ 9  Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   incluso   

          Power Supply 230Vac  ON/OFF   Remote LED Driver  included

GQ 9  Optional :  Alimentatore Dimmer Esterno  : DALI /  1-10V  /  PO  Pulsante 
          Optional :  Outside Dimmable LED Driver : DALI /  1-10V /  Open Push  

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

 GQ 8 - 11     40° ■ Natural White  4000K 630

 GQ 8 - 12     40° 610

 GQ 9 - 11     40° ■ Natural White  4000K 760

 GQ 9 - 12     40° 740

 GQ 9  -12e   40° ■ Extra Warm White  2700K 710

 GQ9- RGB   40° ■■■ R G B
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■ Warm   White  3000K

Code/Art.        Dimensioni  120 x 120 x h124mm                 ,Foro da praticare : 120 x 120mm            

■ Warm   White  3000K

230Vac Dimmable

700mA

GQ 8 - GQ 9  Dimensions 120 x 120 x h124mm                   Installation  hole   : 120 x 120mm           

www.ett-led.com

LED CRI>86 con protezione  esistente ai raggi UV              Lente :  40°/25°   10°(solo GQ 9 )          



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT LED  Tondo  con vetro di protezione incasso a soffitto                    

SPOT LED   Round    Downlight  with glass protection                                         

            Code/Art.    VPT 6

   Code/Art.    VPT12   ,(  12W  -  lm 1320 )        IP54

         10  Years Warranty 

   Code/Art.    VPT 6    (     6W  -  lm   720 )        IP54

   Code/Art.    VPT 9    (     9W  -  lm 1020 )        IP54

            Code/Art.    VPT 9   - VPT12

Beam     Finitura / Finishing

   15°                    25°                    40°                   60°
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EASY  LIGHT   Power LED 

SPOT LED  Tondo  con vetro di protezione incasso a soffitto                    

SPOT LED  Round    Downlight  with glass protection                                         

Code/Art.   VPT 6       Power  Watt : 6         Driver   :

Code/Art.   VPT 9       Power  Watt : 9         Driver   :

Code/Art.   VPT 12       Power  Watt : 12         Driver   :

Protection  Class  : IP54  EN 60529      Class

Aluminum Ring  structure         : White / Black 

LED CRI>90 with UV resistant  policarbonate transparent protection  Beam : 60°/40°/25°/15°  

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   incluso   

Power Supply 230Vac  ON/OFF   Remote LED Driver  included

500mA

200mA

VPT 9       Dimensions 88 x h 100mm                                             Installation  hole  : 80mm               

Code/Art.   Dimensioni  88 x h 100mm                                            Foro da praticare : 80mm              

         10  Years Warranty 

VPT 6       Dimensions 88 x h 85mm                                               Installation  hole  : 80mm               

Code/Art.   Dimensioni  88 x h 85mm                                              Foro da praticare : 80mm              

VPT12      Dimensions 88 x h 100mm                                             Installation  hole  : 80mm               

LED CRI>90 con protezione  trasparente resistente ai raggi UV          Lente : 60°/40°/25°/15°          

Ghiera in Alluminio pressofuso : Bianco / Nero 

300mA

Code/Art.   Dimensioni  88 x h 100mm                                            Foro da praticare : 80mm              

Power Supply 230Vac  ON/OFF   Remote LED Driver  included

Optional :  Alimentatore Dimmer Esterno  : DALI /  1-10V  /  PO  Pulsante 

Optional :  Outside Dimmable LED Driver : DALI /  1-10V /  Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

 VPT 6 - 11     40° ■ Natural White  4000K 720

 VPT 6 - 12     40° 700

 VPT 6 -12e    40° ■ Extra Warm White  2700K 680

 VPT 9 - 11     40° ■ Natural White  4000K 1020

 VPT 9 - 12     40° 1000

 VPT 9 -12e    40° ■ Extra Warm White  2700K 980

 VPT 12 - 11   40° ■ Natural White  4000K 1320

 VPT 12 - 12   40° 1300

 VPT 12 -12e  40° ■ Extra Warm White  2700K 1280
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■ Warm   White  3000K

■ Warm   White  3000K

■ Warm   White  3000K
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EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT LED  Quadro    incasso a soffitto  con vetro di protezione                

SPOT LED   Square    Downlight   with glass protection                                      

              Code/Art.    VPQ 6

   Code/Art.    VPQ12   ,(  12W  -  lm 1320 )        IP54

         10  Years Warranty 

   Code/Art.    VPQ 6    (     6W  -  lm   720 )        IP54

   Code/Art.    VPQ 9    (     9W  -  lm 1020 )        IP54

              Code/Art.    VPQ 9   - VPQ12

Beam     Finitura / Finishing

   15°                    25°                    40°                   60°
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EASY  LIGHT   Power LED 

SPOT LED  Quadro    incasso a soffitto  con vetro di protezione                

SPOT LED  Square    Downlight   with glass protection                                      

Code/Art.   VPQ 6       Power  Watt : 6         Driver   :

Code/Art.   VPQ 9       Power  Watt : 9         Driver   :

Code/Art.   VPQ 12       Power  Watt : 12         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring  structure         : White / Black 

LED CRI>90 with UV resistant  policarbonate transparent protection  Beam : 60°/40°/25°/15°  

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   incluso   

Power Supply 230Vac  ON/OFF   Remote LED Driver  included

LED CRI>90 con protezione  trasparente resistente ai raggi UV          Lente : 60°/40°/25°/15°          

Ghiera in Alluminio pressofuso : Bianco / Nero 

300mA

Code/Art.   Dimensioni  90 x 90 x h 93mm                                   Foro da praticare : 80x80mm           

         10  Years Warranty 

VPQ 6       Dimensions 90 x 90 x h 70mm                                   Installation  hole  : 80x80mm            

Code/Art.   Dimensioni  90 x 90 x h 70mm                                   Foro da praticare : 80x80mm           

VPQ12      Dimensions 90 x 90 x h 93mm                                   Installation  hole  : 80x80mm            

500mA

200mA

VPQ 9       Dimensions 90 x 90 x h 93mm                                   Installation  hole  : 80x80mm            

Code/Art.   Dimensioni  90 x 90 x h 93mm                                   Foro da praticare : 80x80mm           

Power Supply 230Vac  ON/OFF   Remote LED Driver  included

Optional :  Alimentatore Dimmer Esterno  : DALI /  1-10V  /  PO  Pulsante 

Optional :  Outside Dimmable LED Driver : DALI /  1-10V /  Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

 VPQ 6 - 11     40° ■ Natural White  4000K 720

 VPQ 6 - 12     40° 700

 VPQ 6 -12e    40° ■ Extra Warm White  2700K 680

 VPQ 9 - 11     40° ■ Natural White  4000K 1020

 VPQ 9 - 12     40° 1000

 VPQ 9 -12e    40° ■ Extra Warm White  2700K 980

 VPQ 12 - 11   40° ■ Natural White  4000K 1320

 VPQ 12 - 12   40° 1300

 VPQ 12 -12e  40° ■ Extra Warm White  2700K 1280

   Long  Life  Power Led pag. 289

■ Warm   White  3000K

■ Warm   White  3000K

■ Warm   White  3000K
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EASY  LIGHT   Power LED 

                               Interno - indoor

LAMPADA  LED  LIGHT ad incasso filo raso gesso a parete    

RECESSED LED    Wall LIGHT                                                 

Code/Art.   IN-K1 Code/Art.   IN-K1 C

CASSAFORMA  per  IN-K1 a filo gesso

IN-K1 Invisible Wall Formwork

         10  Years Warranty 

  Code/Art.   IN-K3    230Vac  ( 6W -  lm 620 )      IP44

  Code/Art.   IN-K1    230Vac  ( 6W -  lm 620 )      IP44

IN-K1 Invisible Wall Formwork

Dimensioni esterne:90 x 250 x 50mm

Outside dimension : 90 x 250 x 50mm

 ____________________________________________________________________________________

Code/Art.   IN-K3 Code/Art.   IN-K3 C

CASSAFORMA  per  IN-K3 a filo gesso

IN-K3 Invisible Wall Formwork

Dimensioni esterne:90 x 250 x 50mm

Outside dimension : 90 x 250 x 50mm

 ____________________________________________________________________________________
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EASY  LIGHT   Power LED 

LAMPADA  LED  LIGHT ad incasso filo raso gesso a parete              

RECESSED LED    Wall LIGHT        

Code/Art.   IN-K1   

LED  Module 1 x 6         Power  Watt : 6    NO Driver   :

Code/Art.   IN-K3   

LED  Module 1 x 6         Power  Watt : 6    NO Driver   :

Protection  Class  : IP44  EN 60529      Class

Struttura in Alluminio verniciato : Bianco 

Painted  Aluminum structure    : White

LED  CRI>80 with UV resistant  policarbonate opal protection            

LED Wall Lamp with Anodizate aluminum  dissipating structure 

Alimentazione 230Vac  ON/OFF   NO  Alimentatore   

         10  Years Warranty 

230Vac

Code/Art.   Dimensioni  68 x 152 x spessore   50mm                Foro da praticare : 71 x 155mm         

IN-K3        Dimensions 68 x 152 x thickness  50mm                 Installation  hole  : 71 x 155mm          

IN-K1        Dimensions 68 x 68 x thickness  50mm                    Installation  hole  : 71 x 71mm           

Lampada LED  con Struttura dissipante in Alluminio anodizzato  

Code/Art.   Dimensioni  68 x 68 x spessore   50mm                   Foro da praticare : 71 x 71mm          

230Vac

LED  CRI>80 con protezione Opalina resistente ai raggi UV                          

Alimentazione 230Vac  ON/OFF   NO  Alimentatore   

Power Supply 230Vac  ON/OFF   NO  LED Driver 

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

IN-K1 - 11  ■ Natural White  4000K 620

IN-K1 - 12  600

IN-K1 - 12e  ■ Extra Warm White  2700K 570

IN-K3 - 11  ■ Natural White  4000K 600

IN-K3 - 12  620

IN-K3 - 12e  ■ Extra Warm White  2700K 570
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■ Warm   White  3000K

■ Warm   White  3000K



EASY  LIGHT   Power LED 

                               Interno - indoor

PROIETTORE LED    LED Orientabile Basculante  incasso a soffitto   

LED   PROJECTOR    Adjustable  Recessed LED Downlight                 

170

165

Beam
        25°                    40°                  

         10  Years Warranty 

195

     Code/Art.  VT NO 25   230Vac   ( 25W  -  lm 1880 )   IP44

Finitura / Finishing

Code/Art.   VT NO 25       Power  Watt : 25         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring  structure         : White / Black / Grey

LED  CRI>86 with UV resistant  policarbonate  protection  Beam : 40°/25°   

Alimentazione 230Vac  ON/OFF  

Power Supply 230Vac  ON/OFF   

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

VT NO 25 -11 40° ■ Natural White  4000K 1880

VT NO 25 -12 40° 1860
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■ Warm   White  3000K

230Vac

Code/Art.    Dimensioni  195 xh165mm                                       Foro da praticare : 170mm                

VT NO25    Dimensions 195 xh165mm                                        Installation  hole  : 170mm               

www.ett-led.com

Ghiera in Alluminio pressofuso : Bianco / Nero / Grigio

LED  CRI>86 con protezione  esistente ai raggi UV           Lente :  40°/25°            



EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Tondo  Orientabile  incasso a soffitto                    

SPOT LED   Round  Adjustable  Downlight                                         

150

130

Beam
        25°                    40°                  

         10  Years Warranty 

165

     Code/Art.  SIDE 28 OR   900mA    ( 28W  -  lm 3560 )   IP44

Finitura / Finishing

Code/Art.   SIDE 28 OR       Power  Watt : 28         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring  structure         : White / Black 

LED  CRI>86 with UV resistant  policarbonate  protection  Beam : 40°/25°   

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   incluso   

Power Supply 230Vac  ON/OFF   Remote LED Driver  included

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

SIDE 28 OR -11 40° ■ Natural White  4000K 3560

SIDE 28 OR -12 40° 3530
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■ Warm   White  3000K

900mA

Code/Art.         Dimensioni  165 xh130mm                                       Foro da praticare : 150mm           

SIDE 28 OR    Dimensions 165 xh130mm                                        Installation  hole  : 150mm           

www.ett-led.com

Ghiera in Alluminio pressofuso : Bianco / Nero 

LED  CRI>86 con protezione  esistente ai raggi UV           Lente :  40°/25°            







EASY  LIGHT   Power LED 

                               Interno - indoor

PROIETTORE LED  Quadro LED Orientabile 2 assi incasso soffitto  

LED  PROJECTOR  Square Adjustable  both axes  LED Downlight        

Code/Art. M1 25

             165 x 165 

186

145

Beam

         10  Years Warranty 

     Code/Art. M2 25   230Vac    , ( 2 x 25W  - 2 x lm 1860 )   IP44

,      186

     Code/Art. M1 25   230Vac    , ( 1 x 25W  - 1 x lm 1860 )   IP44

Beam
        10°               25°                   40°                  

Code/Art. M2 25

             300 x 165 

186
145

Finitura / Finishing
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EASY  LIGHT   Power LED 

PROIETTORE LED  Quadro LED Orientabile 2 assi incasso soffitto  

LED  PROJECTOR  Square Adjustable  both axes  LED Downlight        

Code/Art.  M1 25 

LED  Module 18 x 1,4         Power  Watt : 25         Driver   :

Code/Art.  M2 25 

LED  Module 2x18 x 1,4         Power  Watt : 2 x 25         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring  structure         : White / Black / Grey

LED  CRI>86 with UV resistant  policarbonate  protection  Beam : 40°/25° 

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Ghiera in Alluminio pressofuso : Bianco / Nero / Grigio

LED  CRI>86 con protezione  esistente ai raggi UV            Lente :  40°/25°     

230Vac

Code/Art.    Dimensioni  186 x 186 xh145mm                Foro da praticare : 165 x 165mm                 

M1 25         Dimensions 186 x 186 xh145mm                Installation  hole  : 165 x 165mm               

         10  Years Warranty 

230Vac

Code/Art.    Dimensioni  323 x 186 xh145mm                Foro da praticare : 300 x 165mm                 

M2 25         Dimensions 323 x 186 xh145mm                Installation  hole  : 300 x 165mm               

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

M1 25-11 40° ■ Natural White  4000K 1860

M1 25-12 40° 1830

M2 25-11 40° ■ Natural White  4000K 2x1860

M2 25-12 40° 2x1830
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■ Warm   White  3000K

■ Warm   White  3000K
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EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Quadro  Orientabile  incasso a soffitto                    

SPOT LED   Square  Adjustable  Downlight                                         

, 70

Beam
        10°               25°                   40°                  

Finitura / Finishing

         10  Years Warranty 

     Code/Art. Maxi VQ 25   230Vac    , ( 25W  -  lm 1860 )   IP44

180

     Code/Art. Maxi VQ 9     350mA    (   9W  -  lm 1360 )   IP44

160

Finitura / Finishing

Code/Art.   Maxi VQ 9       Power  Watt : 9         Driver   :

Code/Art.   Maxi VQ 25       Power  Watt : 25         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring  structure        : White / Black / Grey

LED  CRI>86 with UV resistant  policarbonate  protection  Beam : 40°/25° ( 10°  for VQ 9 only) 

Driver ON/OFF Incluso      Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Led Driver Included           Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Maxi VQ 25  Alimentazione 230Vac  ON/OFF  230Vac NO Driver  -  NON dimmerabile       

                    Power Supply 230Vac  ON/OFF   Only   No Dimmable

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

Maxi VQ9 - 11  40° ■ Natural White  4000K 1360

Maxi VQ9 - 12  40° 1330

Maxi VQ9 -12e 40° ■ Extra Warm White  2700K 1270

Maxi VQ9 RGB 40° ■■■■ R G B

Maxi VQ25 - 11  40° ■ Natural White  4000K 1860

Maxi VQ25- 12  40° 1830
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■ Warm   White  3000K

350mA

Code/Art.                 Dimensioni  180 x 180 xh70mm                     Foro da praticare : 160mm             

Maxi VQ 9 - VQ25   Dimensions 180 x 180 xh70mm                     Installation  hole  : 160mm             

■ Warm   White  3000K

www.ett-led.com

Ghiera in Alluminio pressofuso : Bianco / Nero / Grigio

LED  CRI>86 con protezione  esistente ai raggi UV           Lente :  40°/25° ( solo per VQ 9 10°)         

230Vac



EASY  LIGHT   Power LED 

                               Interno - indoor

SPOT LED  Tondo  Orientabile  incasso a soffitto                    

SPOT LED   Round  Adjustable  Downlight                                         

, 70

Beam
        10°               25°                   40°                  

         10  Years Warranty 

     Code/Art. Maxi VT 25   230Vac    , ( 25W  -  lm 1860 )   IP44

170

     Code/Art. Maxi VT 9     350mA    (   9W  -  lm 1360 )   IP44

160

Finitura / Finishing

Code/Art.   Maxi VT 9       Power  Watt : 9         Driver   :

Code/Art.   Maxi VT 25       Power  Watt : 25         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring  structure         : White / Black / Grey

LED  CRI>86 with UV resistant  policarbonate  protection  Beam : 40°/25° ( 10°  for VT 9 only) 

Driver ON/OFF Incluso      Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Led Driver Included           Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Maxi VT 25  Alimentazione 230Vac  ON/OFF  230Vac NO Driver  -  NON dimmerabile       

                    Power Supply 230Vac  ON/OFF   Only   No Dimmable

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

Maxi VT9 - 11  40° ■ Natural White  4000K 1360

Maxi VT9 - 12  40° 1330

Maxi VT9 -12e 40° ■ Extra Warm White  2700K 1270

Maxi VT9 RGB 40° ■■■■ R G B

Maxi VT25 - 11  40° ■ Natural White  4000K 1860

Maxi VT25 - 12  40° 1830
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■ Warm   White  3000K

350mA

Code/Art.                 Dimensioni  170 xh70mm                             Foro da praticare : 160mm               

Maxi VT 9 - VT25    Dimensions 170 xh70mm                             Installation  hole  : 160mm               

■ Warm   White  3000K

www.ett-led.com

Ghiera in Alluminio pressofuso : Bianco / Nero / Grigio

LED  CRI>86 con protezione  esistente ai raggi UV           Lente :  40°/25° ( solo per VT 9 10°)          

230Vac







EASY  LIGHT   Power LED 

                               Interno - indoor

  Code/Art.   STS1        24Vdc   (  1W - lm 120 )  IP40

  Code/Art.   STS2        24Vdc   (  2W - lm 240 )  IP40

  Code/Art.   STS3        24Vdc   (  3W - lm 360 )  IP40

Micro PROIETTORE LED  MAGNETICO  Orientabile 2 assi Attacco a binario elettrificato trifase

 Code / Art.STS 1        Code / Art.STS 2                             Code / art. STS 3

         10  Years Warranty 

MAGNETIC  LED   Micro PROJECTOR     Adjustable both axes  for Low voltage  phase track         

       Code / Art.STS 2                              Code / art. STS 3

 37mm                            19mm    48mm                              30mm     53mm                       ,      35mm

                  16mm                18mm   25mm

Beam    Finitura / Finishing

        15°               25°               40°            
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EASY  LIGHT   Power LED 

Micro PROIETTORE LED  Orientabile 2 assi Attacco a binario elettrificato  

Code/Art.  STS1   
LED  Module 1 x 1         Power  Watt : 1  Driver   :

Code/Art.  STS2 
LED  Module 1 x 2         Power  Watt : 2  Driver   :

Code/Art.  STS3 
LED  Module 1 x 3         Power  Watt : 3  Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring   structure   : White / Black / Grey

LED con Struttura dissipante in Alluminio anodizzato  

LED with Anodized  aluminum dissipating structure 

LED  CRI>90          Beam :  40°/25°/15°

24Vdc

LED  CRI>90           Lente :  40°/25°/15°           

24Vdc

Ghiera in Alluminio pressofuso   : Bianco / Nero / Grigio

         10  Years Warranty 

LED  Micro PROJECTOR   Adjustable both axes for Low voltage  phase track adapter        

24Vdc

Code/Art.        Dimensioni  diam. 16 x h37mm                                  

STS1              Dimensions  diam 16 x h37mm                               

Code/Art.        Dimensioni  diam. 18 x h48mm                                  

STS2              Dimensions  diam 18 x h48mm                               

Alimentazione 230Vac ON/OFF   tramite Alimentatore 24Vdc dal binario elettrificato non incluso

Optional :  Alimentatore Dimmer  : DALI /  1-10V  /  PO  Pulsante 

Optional :  Dimmable LED Driver : DALI /  1-10V /  Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

STS1 - 11   40° ■ Natural White  4000K 120

STS1 - 12   40° 114

STS1 - 12e 40° ■ Extra Warm White  2700K 108

STS2 - 11   40° ■ Natural White  4000K 240

STS2 - 12   40° 228

STS2 - 12e 40° ■ Extra Warm White  2700K 216

STS3 - 11   40° ■ Natural White  4000K 360

STS3 - 12   40° 342

STS3 - 12e 40° ■ Extra Warm White  2700K 324
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■ Warm   White  3000K

Power Supply 230Vac ON/OFF   Remote LED Driver  24 Vdc from 3 phase track  not  included  

■ Warm   White  3000K

STS1              Dimensions  diam 25 x h53mm                               

■ Warm   White  3000K

STS2              Dimensions  diam 18 x h48mm                               

Code/Art.        Dimensioni  diam. 25 x h53mm                                  



EASY  LIGHT   Power LED 

                               Interno - indoor

  Code/Art.   STP C1        230Vac   (  12W - lm 1550 )  IP40

  Code/Art.   STP C2        230Vac   (  21W - lm 2750 )  IP40

  Code/Art.   STP C3        230Vac   (  33W - lm 4350 )  IP40

PROIETTORE LED  Orientabile 2 assi Attacco a binario elettrificato  

 Code / Art.STP C1  Code / Art.STP C2                      Code / Art.- STP C3

         10  Years Warranty 

LED  PROJECTOR   Adjustable both axes 3 phase track adapter        

Code / Art.STP C1        Code / Art.STP C2                                  Code / Art. STP C3

Beam    Finitura / Finishing

        15°               25°               40°               60°
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EASY  LIGHT   Power LED 

PROIETTORE LED  Orientabile 2 assi Attacco a binario elettrificato  

Code/Art.  STP C1  
LED  Module 1 x 12         Power  Watt : 12  Driver   :

Code/Art.  STP C2  
LED  Module 1 x 12         Power  Watt : 21  Driver   :

Code/Art.  STP C3  
LED  Module 1 x 12         Power  Watt : 33  Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring   structure   : White / Black 

LED con Struttura dissipante in Alluminio anodizzato  

LED with Anodized  aluminum  dissipating structure 

LED  CRI>90 with UV resistant  policarbonate transparent protection  Beam :  60°/40°/25°/15°

    230Vac

LED  CRI>90 con protezione  trasparente resistente ai raggi UV          Lente :   60°/40°/25°/15°         

STP C1  12     Dimensions  diam 66 x h118mm                               

Code/Art.        Dimensioni  diam. 76 x h155mm                                  

STP C2          Dimensions diam. 76 x h155mm                               

    230Vac

Ghiera in Alluminio pressofuso   : Bianco / Nero

    230Vac

Code/Art.        Dimensioni  diam. 66 x h118mm                                  

         10  Years Warranty 

LED  PROJECTOR   Adjustable both axes 3 phase track adapter        

Alimentazione 230Vac  ON/OFF     - Non dimmerabile       

Power Supply 230Vac  ON/OFF     - No  Dimmable 

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

STP C1 - 11 40° ■ Natural White  4000K 1550

STP C1 - 12 40° 1480

STP C2 - 11 40° ■ Natural White  4000K 2780

STP C2 - 12 40° 2690

STP C3 - 11 40° ■ Natural White  4000K 4360

STP C3 - 12 40° 4280
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■ Warm   White  3000K

■ Warm   White  3000K

STP C2          Dimensions diam. 76 x h155mm                               

■ Warm   White  3000K

Code/Art.        Dimensioni  diam. 86 x h175mm                                  

STP C3          Dimensions diam. 86 x h175mm                               



EASY  LIGHT   Power LED 

                               Interno - indoor

  Code/Art.   BIN STP          230Vac     IP20

  Code/Art.   BIN STS Micro 24Vdc     IP20

BINARIO ELETTRIFICATO TRIFASE per Proiettori LED 230Vac

 Code/Art. BIN STP  230Vac

3 PHASE TRACK  for   LED   Projectors  230Vac         

Micro BINARIO ELETTRIFICATO a Bassa tensione 24Vdc  per Proiettori LED  Serie  STS 1 - 2 - 3 

 Code/Art. BIN STS  24Vdc
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MAGNETIC  PHASE TRACK  for   LED   Projectors  Series STS 1  - 2 - 3        

www.ett-led.com



EASY  LIGHT   Power LED 

ACCESSORI  per  BINARIO  ELETTRIFICATO  TRIFASE   230Vac      Serie   BIN STP 

ACCESSORIES for 3 PHASE TRACK  for   LED   Projectors  230Vac  Series  BIN STP     
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EASY  LIGHT   Power LED 

ACCESSORI  per  BINARIO  ELETTRIFICATO  TRIFASE   230Vac      Serie   BIN STP 

ACCESSORIES for 3 PHASE TRACK  for   LED  Projectors  230Vac  Series BIN STP     

   Long  Life  Power Led pag. 308
www.ett-led.com



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

APPLIQUE LED  LIGHT   a parete / soffitto                                 

APPLIQUE LED    Wall / Ceiling LIGHT                                       

220

220

Finitura / Finishing

         10  Years Warranty 

  Code/Art.   PLAFO Q 22   , ( 22W -  lm 1570)      IP52

,      39

Code/Art.   PLAFO Q 22   

LED  Module 1 x 22         Power  Watt : 22         Driver   :

Protection  Class  : IP52  EN 60529      Class

Structure   in painting   White / Grey  and frame in Polycarbonate PMMA screen  

LED  CRI>86 with UV resistant  policarbonate opal protection            

LED  Lamp  with  Anodized  aluminum  dissipating  structure 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso  

Power Supply 230Vac  ON/OFF   Remote LED Driver  included   

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

PLAFO Q 22 - 11  ■ Natural White  4000K 1570

PLAFO Q 22 - 12  1520
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Code/Art.        Dimensioni  220 x 220 x h39mm                                           

■ Warm   White  3000K

www.ett-led.com

PLAFO Q 22   Dimensions 220 x 220 x h39mm                                           

Lampada LED con Struttura dissipante in Alluminio anodizzato  

230Vac

LED  CRI>86 con protezione Opalina resistente ai raggi UV                           

Struttura frontale verniciato Bianco  / Grigio   con schermo in PMMA



EASY  LIGHT   Power LED 

                               Interno - indoor

LED  PANEL  LIGHT   a parete / soffitto                                

LED   PANEL  Wall / Ceiling LIGHT                                           

           Plafoniera da incasso/appoggio per panneli modulari
                  a soffitto 60x60  con struttura portante a vista 
   Recessed ceiling / support for modular panels 60x60 ceiling 
                         with visible supporting structure 

595

         10  Years Warranty 

  Code/Art.   PLAFO Q NEO 36   , ( 36W -  lm 4600)      IP44

595

11

Finitura  / Finishing 

  Beam
    10°                          25°                                 40°                  
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EASY  LIGHT   Power LED 

LED  PANEL  LIGHT   a parete / soffitto                                

LED   PANEL  Wall / Ceiling LIGHT                                           

Code/Art.   PLA Q NEO 36   

LED  Module 36 x 1         Power  Watt : 36         Driver   :

Protection  Class  : IP44  EN 60529      Class

Structure   in Anodized Aluminum  Grey     OPTIONAL : painted with RAL colours 

LED  CRI>90 with UV resistant   protection            

LED Lamp with Anodized   aluminum  dissipating structure 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso  

Power Supply 230Vac  ON/OFF   Remote LED Driver  included   

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

230Vac

LED  CRI>90 con protezione  resistente ai raggi UV                           

         10  Years Warranty 

Lens    DxH   Beam  : 40°              Optional   :  25° - 10°

Lampada LED con Struttura dissipante in Alluminio anodizzato  

Code/Art.                Dimensioni  595 x 595 x h11mm       OPTIONAL : DIMENSIONI  CUSTOM         

Struttura in Alluminio Anodizzato grigio       OPTIONAL : verniciato colori RAL

Lente   DxH   Beam  : 40°               Optional   :  25° - 10°

PLAFO Q NEO 36   Dimensions 595 x 595 x h11mm       OPTIONAL : CUSTOM DIMENSIONS       

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Optional : KIT per fissaggio a sospensione con cavi acciaio regolabili con frizione 

Optional : Suspension Kit steel cable 

Optional : KIT in alluminio per fissaggio a soffitto / plafone 

Optional : KIT in aluminium for ceiling fix 

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

PLA Q NEO 36 - 11  ■ Natural White  4000K 4600

PLA Q NEO 36 - 12  4570
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■ Warm   White  3000K



EASY  LIGHT   Power LED 

                               Interno - indoor

LED  PANEL  LIGHT   a parete / soffitto                                

LED   PANEL  Wall / Ceiling LIGHT                                           

           Plafoniera da incasso/appoggio per panneli modulari
                  a soffitto 60x60  con struttura portante a vista 

   Recessed ceiling / support for modular panels 60x60 ceiling 

                         with visible supporting structure 

595

595

         10  Years Warranty 

   Code/Art.   PLAFO 24 LED    , ( 40W -  lm 4100)      IP44

11

Finitura  / Finishing 

         Beam

           180°
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EASY  LIGHT   Power LED 

LED  PANEL  LIGHT   a parete / soffitto                                

LED   PANEL  Wall / Ceiling LIGHT                                           

Code/Art.   PLA 24 LED   

LED  Module 4 x 6         Power  Watt : 40         Driver   :

Protection  Class  : IP44  EN 60529      Class

Structure   in Anodized Aluminum  Grey     OPTIONAL : painted with RAL colours 

LED  CRI>86      

LED Lamp with Anodized  aluminum  dissipating  structure 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso  

Power Supply 230Vac  ON/OFF   Remote LED Driver  included   

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Optional : KIT per fissaggio a sospensione con cavi acciaio regolabili con frizione 

Optional : Suspension Kit steel cable 

         10  Years Warranty 

230Vac

LED  CRI>86                           

Struttura in Alluminio Anodizzato grigio       OPTIONAL : verniciato colori RAL

PLA 24 LED           Dimensions 595 x 595 x h11mm       OPTIONAL : CUSTOM DIMENSIONS         

Lampada LED con Struttura dissipante in Alluminio anodizzato  

Code/Art.                Dimensioni  595 x 595 x h11mm       OPTIONAL : DIMENSIONI  CUSTOM         

Optional : Suspension Kit steel cable 

Optional : KIT in alluminio per fissaggio a soffitto / plafone 

Optional : KIT in aluminium for ceiling fix 

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

PLA 24 LED - 11  ■ Natural White  4000K 4100

PLA 24 LED - 12  4070

                                                      

   Long  Life  Power Led pag. 313

www.ett-led.com

■ Warm   White  3000K







EASY  LIGHT   Power LED 

                               Interno - indoor

LED  PANEL  LIGHT   a parete / soffitto                                 

LED   PANEL  Wall / Ceiling LIGHT                                       

           Plafoniera da incasso/appoggio per panneli modulari
                  a soffitto 60x60  con struttura portante a vista 

   Recessed ceiling / support for modular panels 60x60 ceiling 

                         with visible supporting structure 

   Code/Art.    Q NEO 12 LED B

      595 / S 615

  595 / S 615

         10  Years Warranty 

   Code/Art.    Q NEO 12 LED B     ( 48W -  lm 4800)      IP44

11

_______________________________________________________________________________

   Code/Art.    Q NEO  6 LED B

295

595

11
_______________________________________________________________________________

         Beam      Finitura  / Finishing 

           180°
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EASY  LIGHT   Power LED 

LED  PANEL  LIGHT   a parete / soffitto                                 

LED   PANEL  Wall / Ceiling LIGHT                                       

Code/Art.Q NEO 12 LED B   

LED  Module 12 x 4         Power  Watt : 48         Driver   :

Protection  Class  : IP44  EN 60529      Class

Structure   in Plexiglass under painted : Black/ White / Aluminum Grey

LED  CRI>90 with UV resistant  policarbonate opal protection            

LED Lamp with Anodized  aluminum  dissipating  structure 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso  

Code/Art.      Dimensioni  615 x 615 x h11mm                                                  

Q NEO 12 S  Dimensions 615 x 615 x h11mm                                              

230Vac

LED  CRI>90 con protezione Opalina resistente ai raggi UV                           

Q NEO 12     Dimensions 595 x 595 x h11mm                 OPTIONAL : CUSTOM DIMENSIONS        

Lampada LED   con Struttura dissipante in Alluminio anodizzato  

         10  Years Warranty 

Struttura frontale in Plexiglass retroverniciato : Nero / Bianco / Grigio Alluminio

Code/Art.      Dimensioni  595 x 595 x h11mm                 OPTIONAL : DIMENSIONI  CUSTOM         

Code/Art.     Dimensioni  295 x 595 x h11mm                 OPTIONAL : DIMENSIONI  CUSTOM          

Q NEO  6     Dimensions 295 x 595 x h11mm                 OPTIONAL : CUSTOM DIMENSIONS         

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso  

Power Supply 230Vac  ON/OFF   Remote LED Driver  included   

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Optional : KIT per fissaggio a sospensione con cavi acciaio regolabili con frizione 

Optional : Suspension Kit steel cable 

Optional : KIT in alluminio per fissaggio a soffitto / plafone 

Optional : KIT in aluminum for ceiling fix 

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

Q NEO 12 LED B - 11  ■ Natural White  4000K 4800

Q NEO 12 LED B - 12  4720

Q NEO   6 LED B - 11  ■ Natural White  4000K 2000

Q NEO   6 LED B - 12  1970
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■ Warm   White  3000K

■ Warm   White  3000K



EASY  LIGHT   Power LED 

                               Interno - indoor

LED  PANEL  LIGHT   a parete / soffitto                                 

LED   PANEL  Wall / Ceiling LIGHT                                       

           Plafoniera da incasso/appoggio per panneli modulari
                  a soffitto 60x60  con struttura portante a vista 

   Recessed ceiling / support for modular panels 60x60 ceiling 

                         with visible supporting structure 

   Code/Art.    Q NEO 12 LED W

      595 / S 615

  595 / S 615

         10  Years Warranty 

   Code/Art.    Q NEO 12 LED W     ( 48W -  lm 4800)      IP44

11

_______________________________________________________________________________

   Code/Art.    Q NEO  6 LED W

295

595

11
_______________________________________________________________________________

         Beam      Finitura  / Finishing 

           180°
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EASY  LIGHT   Power LED 

LED  PANEL  LIGHT   a parete / soffitto                                 

LED   PANEL  Wall / Ceiling LIGHT                                       

Code/Art.Q NEO 12 LED W   

LED  Module 12 x 4         Power  Watt : 48         Driver   :

Protection  Class  : IP44  EN 60529      Class

Structure   in  Plexiglass  under  painted  :  White / Black / Aluminum Grey

LED  CRI>90 with UV resistant  policarbonate opal protection            

LED Lamp with Anodized  aluminum  dissipating  structure 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso  

Q NEO  6     Dimensions 295 x 595 x h11mm                 OPTIONAL : CUSTOM DIMENSIONS         

Q NEO 12     Dimensions 595 x 595 x h11mm                 OPTIONAL : CUSTOM DIMENSIONS        

         10  Years Warranty 

Struttura frontale in Plexiglass retroverniciato :  Bianco / Nero / Grigio Alluminio

Code/Art.      Dimensioni  615 x 615 x h11mm                                                  

Q NEO 12 S  Dimensions 615 x 615 x h11mm                                              

Lampada LED con Struttura dissipante in Alluminio anodizzato  

Code/Art.      Dimensioni  595 x 595 x h11mm                 OPTIONAL : DIMENSIONI  CUSTOM         

Code/Art.     Dimensioni  295 x 595 x h11mm                 OPTIONAL : DIMENSIONI  CUSTOM          

230Vac

LED  CRI>90 con protezione Opalina resistente ai raggi UV                           

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso  

Power Supply 230Vac  ON/OFF   Remote LED Driver  included   

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Optional : KIT per fissaggio a sospensione con cavi acciaio regolabili con frizione 

Optional : Suspension Kit steel cable 

Optional : KIT in alluminio per fissaggio a soffitto / plafone 

Optional : KIT in aluminum for ceiling fix 

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

Q NEO 12 LED W - 11  ■ Natural White  4000K 4800

Q NEO 12 LED W - 12  4720

Q NEO   6 LED W - 11  ■ Natural White  4000K 2000

Q NEO   6 LED W - 12  1970
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■ Warm   White  3000K
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■ Warm   White  3000K







EASY  LIGHT   Power LED 

                               Interno - indoor

LED  PANEL  LIGHT   a soffitto                                

LED   PANEL  Ceiling LIGHT                                        

           Plafoniera da incasso/appoggio per panneli modulari
                  a soffitto 60x60  con struttura portante a vista 

   Recessed ceiling / support for modular panels 60x60 ceiling 

                         with visible supporting structure 

   Code/Art.    Q NEO 40 P

      595 / S 615

  595 / S 615

         10  Years Warranty 

  Code/Art.    Q NEO 40 P    ,( 40W -  lm 4500)      IP52

11

_______________________________________________________________________________

   Code/Art.    Q NEO 20 P

295

595

11
_______________________________________________________________________________

         Beam      Finitura  / Finishing 

           180°
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EASY  LIGHT   Power LED 

LED  PANEL  LIGHT   a soffitto                                

LED   PANEL  Ceiling LIGHT                                        

Code/Art.Q NEO 40 P   

LED  Module 4 x 10         Power  Watt : 40         Driver   :

Protection  Class  : IP52  EN 60529      Class

Structure in anodized  aluminum

LED  CRI>90 with UV resistant  policarbonate opal protection        UGR<19

LED Lamp with Anodized aluminum  dissipating structure 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso  

Code/Art.        Dimensioni  595 x 595 x h11mm              OPTIONAL : DIMENSIONI  CUSTOM          

Code/Art.        Dimensioni  295 x 595 x h11mm                                            

         10  Years Warranty 

Struttura  in Alluminio anodizzato 

Code/Art.        Dimensioni  615 x 615 x h11mm                                                  

Q NEO 40 PS  Dimensions 615 x 615 x h11mm                                              

Q NEO 40 P    Dimensions 595 x 595 x h11mm              OPTIONAL : CUSTOM DIMENSIONS         

Lampada LED con Struttura dissipante in Alluminio anodizzato  

Q NEO 20 P   Dimensions 295 x 595 x h11mm                                             

230Vac

LED  CRI>90 con protezione Opalina resistente ai raggi UV           UGR<19                         

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso  

Power Supply 230Vac  ON/OFF   Remote LED Driver  included   

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Optional : KIT per fissaggio a sospensione con cavi acciaio regolabili con frizione 

Optional : Suspension Kit steel cable 

Optional : KIT in alluminio per fissaggio a soffitto / plafone 

Optional : KIT in aluminum for ceiling fix 

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

Q NEO 40 P- 11  ■ Natural White  4000K 4500

Q NEO 40 P - 12  4420

Q NEO 20 P - 11  ■ Natural White  4000K 2100

Q NEO 20 P - 12  2010
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■ Warm   White  3000K

■ Warm   White  3000K
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EASY  LIGHT   Power LED 

                               Interno - indoor

LED  PANEL  LIGHT   a parete / soffitto                                 

LED   PANEL  Wall / Ceiling LIGHT                                       

           Plafoniera da incasso/appoggio per panneli modulari
                  a soffitto 120x30  con struttura portante a vista 

   Recessed ceiling / support for modular panels 120x30 ceiling 

                         with visible supporting structure 

295

  Code/Art.    Q NEO 40 R    ,( 40W -  lm 4500)      IP52

         10  Years Warranty 

1195

11

         Beam      Finitura  / Finishing 

           180°
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EASY  LIGHT   Power LED 

LED  PANEL  LIGHT   a parete / soffitto                                 

LED   PANEL  Wall / Ceiling LIGHT                                       

Code/Art. Q NEO 40 R   

LED  Module 2 x 13 + 2 x 7         Power  Watt : 40         Driver   :

Protection  Class  : IP52  EN 60529      Class

Structure in anodized  aluminum

LED  CRI>90 with UV resistant  policarbonate opal protection            

LED  Lamp with Anodized aluminum  dissipating structure 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore 24Vdc  incluso  

Power Supply 230Vac  ON/OFF   Remote LED Driver   24Vdc included   

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Optional : KIT per fissaggio a sospensione con cavi acciaio regolabili con frizione 

Optional : Suspension Kit steel cable 

Q NEO 4O R   Dimensions 295 x 1195 x h11mm             OPTIONAL : CUSTOM DIMENSIONS        

Lampada LED con Struttura dissipante in Alluminio anodizzato  

Code/Art.         Dimensioni  295 x 1195 x h11mm             OPTIONAL : DIMENSIONI  CUSTOM        

         10  Years Warranty 

230Vac

LED  CRI>90 con protezione Opalina resistente ai raggi UV                           

Struttura  in Alluminio anodizzato 

Optional : Suspension Kit steel cable 

Optional : KIT in alluminio per fissaggio a soffitto / plafone 

Optional : KIT in aluminum for ceiling fix 

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

Q NEO 40 R - 11  ■ Natural White  4000K 4500

Q NEO 40 R - 12  4420
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■ Warm   White  3000K







EASY  LIGHT   Power LED 

                               Interno - indoor

LED  PANEL  LIGHT   a soffitto                                

LED   PANEL  Ceiling LIGHT                                        

           Plafoniera da incasso/appoggio per panneli modulari
                  a soffitto 820x820  con struttura portante a vista 

   Recessed ceiling / support for modular panels 820x820 ceiling 

                         with visible supporting structure 

                     LED   ■  ■■■ R G B

         10  Years Warranty 

   Code/Art.    Q NEO 150 P  ( 75W LED White + 75W LED RGB )     IP52

810

810

24

         Beam      Finitura  / Finishing 

           180°
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EASY  LIGHT   Power LED 

LED  PANEL  LIGHT   a soffitto                                

LED   PANEL  Ceiling LIGHT                                        

Code/Art. Q NEO 150 P   

LED White  Module 4 x 18,5        Power  Watt : 75         Driver   :

LED RGB    Module 4 x 18,5        Power  Watt : 75  DMX Driver  :

Protection  Class  : IP52  EN 60529      Class

Structure  in anodizate aluminum

LED White /  RGB  CRI>90 with UV resistant  policarbonate opal protection            

LED Wall Lamp with Anodizate aluminum dissipating structure 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore 48Vdc / DMX  incluso  

Power Supply 230Vac  ON/OFF   Remote LED Driver   48Vdc / DMX incluted   

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Optional : KIT per fissaggio a sospensione con cavi acciaio regolabili con frizione 

         10  Years Warranty 

48Vdc

LED White /  RGB  CRI>90 con  protezione Opalina resistente  ai  raggi UV                           

Struttura  in Alluminio anodizzato 

48Vdc

Q NEO 150 P  Dimensions 810 x 810 x h24mm              OPTIONAL : CUSTOM DIMENSIONS         

Lampada LED   con Struttura dissipante in Alluminio anodizzato  

Code/Art.         Dimensioni  810 x 810 x h24mm              OPTIONAL : DIMENSIONI  CUSTOM         

Optional : KIT per fissaggio a sospensione con cavi acciaio regolabili con frizione 

Optional : Suspension Kit steel cable 

Optional : KIT in alluminio per fissaggio a soffitto / plafone 

Optional : KIT in aluminum for ceiling fix 

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen        lm

Q NEO 150 P - 11  ■ ■■■Natural White  4000K LED White 7550+RGB

Q NEO 150 P - 12  LED White 7330+RGB
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■ ■■■Warm   White  3000K



EASY  LIGHT   Power LED 

                               Interno - indoor

Art. / code MTS 2

LED SEGNAPASSO    incasso  a parete                

WALL RECESSED  FITTINGS LED                          

                

         10  Years Warranty 

  Code/Art.   MTS 2    ,( 500mA  -  2W  -  lm 190 )  ,IP44

  Code/Art.   MQS 2    ( 500mA - 2W  -  lm 190 )   IP44

Art. / code MQS 2

LED SEGNAPASSO    incasso  a parete                

WALL RECESSED  FITTINGS LED                          

Finitura / Finishing Beam     Cassaforma / Formwork
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EASY  LIGHT   Power LED 

LED SEGNAPASSO    incasso  a parete                

WALL RECESSED  FITTINGS LED                          

Code/Art.   MTS 2   

LED  Module 1 x 2         Power  Watt : 2         Driver   :

Code/Art.   MQS 2

LED  Module 1 x 2         Power  Watt : 2         Driver   :

Protection  Class  : IP44  EN 60529      Class

Aluminum Ring   structure          : White /  Grey / Cromo 

LED con Struttura dissipante in Alluminio anodizzato  

LED with Anodized aluminum  dissipating  structure 

LED  CRI>90 with policarbonate transparent protection 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto     

Power Supply 230Vac  ON/OFF   Remote LED Driver  

    500 mA

    500 mA

Ghiera in Alluminio pressofuso   : Bianco / Grigio / Cromo 

Code/Art.   Dimensioni  40 x h20mm                                          Foro da praticare :       40mm             

MTS 2       Dimensions 40 x h20mm                                           Installation  hole  :       40mm             

         10  Years Warranty 

Code/Art.   Dimensioni  40 x 40 x h20mm                                   Foro da praticare :       40mm            

MQS 2       Dimensions 40 x 40 x h20mm                                   Installation  hole  :       40mm             

LED  CRI>90 con protezione  trasparente                   

Power Supply 230Vac  ON/OFF   Remote LED Driver  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Optional :   Wall Formwork  

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

MTS 2 - 11  40° ■ Natural White  4000K 190

MTS 2 - 12  40° 170

MTS 2 - 12e  40° ■ Extra Warm   White  2700K 150

MQS 2 - 11  40° ■ Natural White  4000K 190

MQS 2 - 12  40° 170

MQS 2 - 12e  40° ■ Extra Warm   White  2700K 150
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■ Warm   White  3000K

■ Warm   White  3000K

Optional :   Cassaforma da  muro 
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EASY  LIGHT   Power LED 

                               Interno - indoor

LED SEGNAPASSO    incasso  a parete                

WALL RECESSED  FITTINGS LED                          

               

Beam

         10  Years Warranty 

  Code/Art.   MR SL2     24Vdc    (  2W  -  lm 200 )   IP44

Optional Finishing Ring:

Code/Art.   MRSL 2
LED  Module 1 x 2         Power  Watt : 2         Driver   :

Protection  Class  : IP44  EN 60529      Class

Ottone Ring structure     Optional : White /  Black /  Grey / Chrome / Gold / Copper 

Alimentazione 24Vdc  ON/OFF   tramite Alimentatore remoto     

Power Supply 24Vdc  ON/OFF   Remote LED Driver  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 
Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

MR SL2 - 11  40° ■ Natural White  4000K 200

MR SL2 - 12  40° 180

MR SL2 - 12e  40° ■ Extra Warm   White  2700K 140
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Code/Art.   Dimensioni  35 x 180 x 40mm                                 Foro da praticare :28 x 165mm           

Ghiera in Ottone             Optional : Bianco / Nero / Grigio / Cromo / Oro / Rame 

■ Warm   White  3000K

www.ett-led.com

24Vdc

MRSL 2     Dimensions 35 x 180 x 40mm                                 Installation  hole  :28 x 165mm            





EASY  LIGHT   Power LED 

                               Interno - indoor

LED SEGNAPASSO    incasso  a parete                

WALL RECESSED  FITTINGS LED                          

                

      Cassaforma / Formwork

    Cassaforma / Formwork

  Code/Art.   MTM 2   500mA    (  2W  -  lm 200 )   IP65

  Code/Art.   MRS 2  ,500mA    (  2W  -  lm 200 )   IP65

         10  Years Warranty 

LED SEGNAPASSO    incasso  a parete                

WALL RECESSED  FITTINGS LED                          

      Cassaforma / Formwork

Finitura / Finishing Beam

   Long  Life  Power Led pag. 334
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EASY  LIGHT   Power LED 

LED SEGNAPASSO    incasso  a parete                

WALL RECESSED  FITTINGS LED                          

Code/Art.   MTM 2   

LED  Module 1 x 2         Power  Watt : 2         Driver   :

Code/Art.   MRS 2

LED  Module 1 x 2         Power  Watt : 2         Driver   :

Protection  Class  : IP65  EN 60529      Class

Aluminum Ring   structure          : White /  Grey / Cromo 

LED con Struttura dissipante in Alluminio anodizzato  

LED with Anodized  aluminum  dissipating  structure 

LED  CRI>90 with policarbonate transparent protection 

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto     

Power Supply 230Vac  ON/OFF   Remote LED Driver  

         10  Years Warranty 

Code/Art.   Dimensioni  33 x 77 x h30mm                                   Foro da praticare :26 x 70mm           

MRS 2       Dimensions 33 x 77 x h30mm                                   Installation  hole  :26 x 70mm            

LED  CRI>90 con protezione  trasparente                   

Code/Art.   Dimensioni  65 x h52mm                                          Foro da praticare :       55mm             

MTM 2       Dimensions 65 x h52mm                                          Installation  hole  :       55mm             

    500 mA

    500 mA

Ghiera in Alluminio pressofuso   : Bianco / Grigio / Cromo 

Power Supply 230Vac  ON/OFF   Remote LED Driver  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Optional :   Wall Formwork  

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

MTM 2 - 11  40° ■ Natural White  4000K 190

MTM 2 - 12  40° 170

MTM 2 - 12e  40° ■ Extra Warm   White  2700K 150

MRS 2 - 11  40° ■ Natural White  4000K 190

MRS 2 - 12  40° 170

MRS 2 - 12e  40° ■ Extra Warm   White  2700K 150
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■ Warm   White  3000K

■ Warm   White  3000K

Optional :   Cassaforma da  muro 







EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT LED  Tondo      incasso a  Terra / Parete /soffitto            

SPOT LED   Round     built in external area Floor / Ceiling / wall   

APUS ST1 / ST2

               Code /Art. APUS ST 1      Beam
         120°

Solo/Only APUS ST2

     Beam
        40°

         10  Years Warranty 

   Code/Art.   APUS ST  1   350mA    (  1W  -  lm 150 )   IP67

   Code/Art.   APUS ST  2   500mA    (  2W  -  lm 210 )   IP67

        40°

               Code /Art. APUS ST 2

        25°

        15°

 Fintura / Finishing

   Long  Life  Power Led pag. 338

       Optional : Wall Formwork  -PVC     

www.ett-led.com

       Optional : Cassaforma a muro  PVC     



EASY  LIGHT   Power LED 

SPOT LED  Tondo      incasso a  Terra / Parete /soffitto            

SPOT LED   Round     built in external area Floor / Ceiling / wall   

Code/Art.   APUS ST 1   

LED  Module 1 x 1         Power  Watt : 1         Driver   :

Code/Art.   APUS ST 2   

LED  Module 1 x 2         Power  Watt : 2         Driver   :

Protection  Class  : IP67  EN 60529      Class

STEEL Ring  structure :  Polished steel / Satin steel

LED con Struttura dissipante in Alluminio anodizzato  

LED with Anodized  aluminum  dissipating  structure 

LED CRI>90 with UV resistant  glass  protection                              Beam :  120°

LED CRI>90 with UV resistant  glass  protection                              Beam :  40°/25°/10°/120°

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto 350/500mA   ESCLUSO 

APUS ST 2     Dimensions 38 x h55 mm                                           Installation  hole  : 33mm            

LED CRI>90 con protezione  in vetro resistente ai raggi UV              Lente :   40°/25°/10° /120°         

Code/Art.        Dimensioni  28 x h50 mm                                           Foro da praticare : 20mm            

    500 mA

         10  Years Warranty 

Ghiera in ACCIAIO   : Lucido  / Spazzolato

LED CRI>90 con protezione  in vetro resistente ai raggi UV              Lente :   120°           

Code/Art.        Dimensioni  38 x h55 mm                                           Foro da praticare : 33mm            

    350 mA

APUS ST 1     Dimensions 28 x h50 mm                                           Installation  hole  : 20mm            

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto 350/500mA   ESCLUSO 

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Optional :   Wall Formwork  -PVC structure    Art. AST CAS

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

APUS ST1- 10  40° ■ Cold     White  5000K    158

APUS ST1- 11  40° ■ Natural White  4000K 150

APUS ST1- 12  40° 140

APUS ST1- 12e 40° ■ Extra Warm White  2700K 130

APUS ST2- 10  40° ■ Cold     White  5000K    220

APUS ST2- 11  40° ■ Natural White  4000K 210

APUS ST2- 12  40° 200

APUS ST2- 12e 40° ■ Extra Warm White  2700K 190
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■ Warm   White  3000K

www.ett-led.com

Optional :   Cassaforma da  muro  in   PVC    Art. AST CAS

Power Supply 230Vac  ON/OFF   BY  Remote LED Driver   350/500mA       NOT INCLUDED

■ Warm   White  3000K



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT LED  Tondo      incasso a  Terra / Parete /soffitto            

SPOT LED   Round     built in external area Floor / Ceiling / wall   

     Beam
          90°

Solo/Only APUS ST2

     Beam
        40°

   Code/Art.   APUS ST  2DE    24Vdc    (  2W  -  lm 210 )   IP67

         10  Years Warranty 

        40°

        25°

Finitura Ghiera in Ottone Brunito

Brass Finishing standard Ring

,               50

        15°

,                32
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       Optional : Cassaforma a muro  PVC     
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       Optional : Wall Formwork  -PVC     



EASY  LIGHT   Power LED 

SPOT LED  Tondo      incasso a  Terra / Parete /soffitto            

SPOT LED   Round     built in external area Floor / Ceiling / wall   

Code/Art.   APUS ST 2 DE   

LED  Module 1 x 2         Power  Watt : 2         Driver   :

Protection  Class  : IP67  EN 60529      Class

Bruschet Brass Ring

LED con Struttura dissipante in Alluminio anodizzato  

LED with Anodized  aluminum  dissipating  structure 

LED CRI>90 with UV resistant  glass  protection                             Beam :  40°/25°/10°/90°

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto    ESCLUSO 

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Power Supply 230Vac  ON/OFF   BY  Remote LED Driver          NOT INCLUDED

         10  Years Warranty 

Ghiera in OTTONE  Brunito

24Vdc

Optional :   Cassaforma da  muro  in   PVC    Art. AST CAS

Code/Art.            Dimensioni  38 x h50 mm                                     Foro da praticare : 32mm              

APUS ST 2 DE   Dimensions 38 x h50 mm                                     Installation  hole  : 32mm              

LED CRI>90 con protezione  in vetro resistente ai raggi UV            Lente :   40°/25°/10° /90°           

Optional :   Wall Formwork  -PVC structure    Art. AST CAS

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

APUS ST2 DE-10  40° ■ Cold     White  5000K    220

APUS ST2 DE-11  40° ■ Natural White  4000K 210

APUS ST2 DE-12  40° 200

APUS ST2 DE-12e 40° ■ Extra Warm White  2700K 190
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Optional :   Cassaforma da  muro  in   PVC    Art. AST CAS

■ Warm   White  3000K



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT LED        incasso a  Terra / Parete /soffitto            

SPOT LED         built in external area Floor / Ceiling / wall   

               Code /Art. APUS ST 3

     Beam
         120°

        40°

   Code/Art.   APUS ST  3   700mA    (  3W  -  lm 310 )   IP67

   Code/Art.   APUS SQ ,3   700mA    (  3W  -  lm 310 )   IP67

         10  Years Warranty 

               Code /Art. APUS SQ 3

        25°

        15°

 Fintura / Finishing
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        Optional : Cassaforma a muro  PVC    
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        Optional : Wall Formwork  -PVC     



EASY  LIGHT   Power LED 

SPOT LED        incasso a  Terra / Parete /soffitto            

SPOT LED         built in external area Floor / Ceiling / wall   

Code/Art.   APUS ST 3   

LED  Module 1 x 3         Power  Watt : 3         Driver   :

Code/Art.   APUS SQ 3   

LED  Module 1 x 3         Power  Watt : 3         Driver   :

Protection  Class  : IP67  EN 60529      Class

STEEL Ring  structure :  Polished steel / Satin steel

LED    con Struttura dissipante in Alluminio anodizzato  

LED with Anodized  aluminum  dissipating   structure 

LED CRI>90 with UV resistant  glass  protection                               Beam :15°/25°/40°/ 120°

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto 350/500mA   ESCLUSO 

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

LED CRI>90 con protezione  in vetro resistente ai raggi UV              Lente :15°/25°/40°/ 120°           

Code/Art.        Dimensioni  45 x h65 mm                                           Foro da praticare : 41mm            

    700 mA

    700 mA

Power Supply 230Vac  ON/OFF   BY  Remote LED Driver   350/500mA       NOT INCLUDED

         10  Years Warranty 

APUS SQ 3    Dimensions 45 x 45 x h65 mm                                   Installation  hole  : 41mm             

Ghiera in ACCIAIO   : Lucido  / Spazzolato

APUS ST 3     Dimensions 45 x h65 mm                                           Installation  hole  : 41mm            

Code/Art.        Dimensioni  45 x 45 x h65 mm                                   Foro da praticare : 41mm            

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Optional :   Wall Formwork  -PVC structure    Art. AST CAS

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

APUS ST3- 10  40° ■ Cold     White  5000K    320

APUS ST3- 11  40° ■ Natural White  4000K 310

APUS ST3- 12  40° 300

APUS ST3- 12e 40° ■ Extra Warm White  2700K 270

APUS ST3-RGB 40° ■■■■ R G B

APUS SQ3- 10  40° ■ Cold     White  5000K    320

APUS SQ3- 11  40° ■ Natural White  4000K 310

APUS SQ3- 12  40° 300

APUS SQ3- 12e 40° ■ Extra Warm White  2700K 270

APUS SQ3-RGB 40° ■■■■ R G B
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Optional :   Cassaforma da  muro  in   PVC    Art. AST CAS

■ Warm   White  3000K

■ Warm   White  3000K
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EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT LED        incasso a  Terra / Parete /soffitto            

SPOT LED         built in external area Floor / Ceiling / wall   

               Code /Art. APUS ST 3M

     Beam
         120°

        40°

         10  Years Warranty 

   Code/Art.   APUS ST  3 M   700mA    (  3W  -  lm 310 )   IP67

   Code/Art.   APUS ST ,3 O   700mA    (  3W  -  lm 310 )   IP67

               Code /Art. APUS ST 3 O

               Orientabile  /  Adjustable         25°

        15°

 Fintura / Finishing

        solo / only APUS ST 3 M
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EASY  LIGHT   Power LED 

SPOT LED        incasso a  Terra / Parete /soffitto            

SPOT LED         built in external area Floor / Ceiling / wall   

Code/Art.   APUS ST 3 M   

LED  Module 1 x 3         Power  Watt : 3         Driver   :

Code/Art.   APUS ST 3 O   

LED  Module 1 x 3         Power  Watt : 3         Driver   :

Protection  Class  : IP67  EN 60529      Class

STEEL Ring  structure :  Polished steel / Satin steel

LED    con Struttura dissipante in Alluminio anodizzato  

LED with Anodized  aluminum  dissipating   structure 

LED CRI>90 with UV resistant  glass  protection                              Beam :15°/25°/40°/ 120°

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto 350/500mA   ESCLUSO 

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Ghiera in ACCIAIO   : Lucido  / Spazzolato

APUS ST 3 M   Dimensions 60 x h70 mm                                        Installation  hole  : 44mm             

Code/Art.          Dimensioni  50 x h73 mm                                        Foro da praticare : 44mm             

    700 mA

Power Supply 230Vac  ON/OFF   BY  Remote LED Driver   350/500mA       NOT INCLUDED

         10  Years Warranty 

APUS ST 3 O  Dimensions  50 x h73 mm                                        Installation  hole  : 44mm             

LED CRI>90 con protezione  in vetro resistente ai raggi UV             Lente :15°/25°/40°/ 120°           

Code/Art.          Dimensioni  60 x h70 mm                                        Foro da praticare : 44mm             

    700 mA

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Optional :   Wall Formwork  -PVC structure    Art. AST CAS

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

APUS ST3 M -10 40° ■ Cold     White  5000K    320

APUS ST3 M -11 40° ■ Natural White  4000K 310

APUS ST3 M -12 40° 300

APUS ST3 M -12e40° ■ Extra Warm White  2700K 270

APUS ST3 M-RGB 40° ■■■■ R G B

APUS ST3 O -10 40° ■ Cold     White  5000K    320

APUS ST3 O -11 40° ■ Natural White  4000K 310

APUS ST3 O -12 40° 300

APUS ST3 O -12e40° ■ Extra Warm White  2700K 270

APUS ST3 O-RGB 40° ■■■■ R G B
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■ Warm   White  3000K

■ Warm   White  3000K
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Optional :   Cassaforma da  muro  in   PVC    Art. AST CAS



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT LED        incasso a  Terra / Parete /soffitto            

SPOT LED         built in external area Floor / Ceiling / wall   

               Code /Art. APUS ST 6

     Beam
         120°

        40°

   Code/Art.   APUS ST  6   500mA    (  6W  -  lm 610 )   IP67

   Code/Art.   APUS SQ ,6   500mA    (  6W  -  lm 610 )   IP67

         10  Years Warranty 

               Code /Art. APUS SQ 6

        25°

        15°

 Fintura / Finishing
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        Optional : Cassaforma a muro  PVC    
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        Optional : Wall Formwork  -PVC     



EASY  LIGHT   Power LED 

SPOT LED        incasso a  Terra / Parete /soffitto            

SPOT LED         built in external area Floor / Ceiling / wall   

Code/Art.   APUS ST 6   

LED  Module 3 x 2       Power  Watt : 6         Driver   :

Code/Art.   APUS SQ 6   

LED  Module 3 x 2         Power  Watt : 6         Driver   :

Protection  Class  : IP67  EN 60529      Class

STEEL Ring  structure :  Polished steel / Satin steel

LED con Struttura dissipante in Alluminio anodizzato  

LED with Anodized aluminum  dissipating  structure 

LED CRI>90 with UV resistant  glass  protection                              Beam :15°/25°/40°/ 120°

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto 500mA   ESCLUSO 

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

LED CRI>90 con protezione  in vetro resistente ai raggi UV             Lente :15°/25°/40°/ 120°           

Code/Art.        Dimensioni  85 x h58 mm                                          Foro da praticare : 78mm             

    500 mA

    500 mA

Power Supply 230Vac  ON/OFF   BY  Remote LED Driver   500mA       NOT INCLUDED

         10  Years Warranty 

APUS SQ 6    Dimensions 85 x 85 x h58 mm                                   Installation  hole  : 78mm             

Ghiera in ACCIAIO   : Lucido  / Spazzolato

APUS ST 6     Dimensions 85 x h58 mm                                          Installation  hole  : 78mm             

Code/Art.        Dimensioni  85 x 85 x h58 mm                                   Foro da praticare : 78mm            

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Optional :   Wall Formwork  -PVC structure    Art. AST CAS

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

APUS ST6- 10  40° ■ Cold     White  5000K    620

APUS ST6- 11  40° ■ Natural White  4000K 610

APUS ST6- 12  40° 600

APUS ST6- 12e 40° ■ Extra Warm White  2700K 570

APUS ST6-RGB 40° ■■■■ R G B

APUS SQ6- 10  40° ■ Cold     White  5000K    620

APUS SQ6- 11  40° ■ Natural White  4000K 610

APUS SQ6- 12  40° 600

APUS SQ6- 12e 40° ■ Extra Warm White  2700K 570

APUS SQ6-RGB 40° ■■■■ R G B
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Optional :   Cassaforma da  muro  in   PVC    Art. AST CAS

■ Warm   White  3000K

■ Warm   White  3000K
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EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT LED   Orientabile con Staffa  a  Terra / Parete /soffitto          

SPOT LED    Adjustable built in external area Floor / Ceiling / wall   

               Code /Art. APUS ST 3S

     Beam
         120°

        40°

   Code/Art.   APUS ST  3 S   700mA    (  3W  -  lm 310 )   IP67

   Code/Art.   APUS ST  ,9 S   700mA    (  9W  -  lm 310 )   IP67

         10  Years Warranty 

               Code /Art. APUS ST 9S

        25°

        15°

 Fintura / Finishing
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EASY  LIGHT   Power LED 

SPOT LED   Orientabile con Staffa  a  Terra / Parete /soffitto          

SPOT LED    Adjustable built in external area Floor / Ceiling / wall   

Code/Art.   APUS ST 3 S   

LED  Module 1 x 3         Power  Watt : 3         Driver   :

Code/Art.   APUS ST 9 S   

LED  Module 3 x 3         Power  Watt : 9         Driver   :

Protection  Class  : IP67  EN 60529      Class

STEEL Ring structure : Polished steel / Satin steel

LED con Struttura dissipante in Alluminio anodizzato  

LED with Anodized  aluminum  dissipating  structure 

LED CRI>90 with UV resistant  glass  protection                                Beam :15°/25°/40°/ 120°

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto 700mA   ESCLUSO 

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

LED CRI>90 con protezione  in vetro resistente ai raggi UV               Lente :15°/25°/40°/ 120°           

Code/Art.          Dimensioni  42 x h68 mm                                                       

    700 mA

    700 mA

Power Supply 230Vac  ON/OFF   BY  Remote LED Driver   700mA       NOT INCLUDED

         10  Years Warranty 

APUS ST 9 S   Dimensions  70 x h87,7 mm                                                       

Ghiera  in  ACCIAIO    : Lucido  / Spazzolato

APUS ST 3 S   Dimensions 42 x h68 mm                                                     

Code/Art.          Dimensioni  70 x h87,7 mm                                               

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Optional :   Support Stake 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

APUS ST3 S -10 40° ■ Cold     White  5000K    320

APUS ST3 S -11 40° ■ Natural White  4000K 310

APUS ST3 S -12 40° 300

APUS ST3 S -12e40° ■ Extra Warm White  2700K 270

APUS ST3 S-RGB 40° ■■■■ R G B

APUS ST9 S -10 40° ■ Cold     White  5000K    900

APUS ST9 S -11 40° ■ Natural White  4000K 890

APUS ST9 S -12 40° 880

APUS ST9 S -12e40° ■ Extra Warm White  2700K 870

APUS ST9 S-RGB 40° ■■■■ R G B
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Optional :   Picchetto a terra  

■ Warm   White  3000K

■ Warm   White  3000K
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EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT LED   Orientabile con Staffa  a  Terra / Parete /soffitto          

SPOT LED    Adjustable built in external area Floor / Ceiling / wall   

               Code /Art. APUS ST 6S

     Beam
        15°

        40°

   Code/Art.   APUS ST  6 S   230Vac    (  6W  -  lm 660   )   IP67

   Code/Art.   APUS ST  12S  ,230Vac    (12W  -  lm 1550 )   IP67

         10  Years Warranty 

               Code /Art. APUS ST 12S

        25°

 Fintura / Finishing
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EASY  LIGHT   Power LED 

SPOT LED   Orientabile con Staffa  a  Terra / Parete /soffitto          

SPOT LED    Adjustable built in external area Floor / Ceiling / wall   

Code/Art.   APUS ST 6 S   

LED  Module 1 x 6         Power  Watt : 6         Driver   :

Code/Art.   APUS ST 12S   

LED  Module 1 x 12         Power  Watt : 12         Driver   :

Protection  Class  : IP67  EN 60529      Class

Aluminum Ring structure : Black

LED con Struttura dissipante in Alluminio anodizzato  

LED with Anodized  aluminum  dissipating  structure 

LED CRI>90 with UV resistant  glass  protection                                Beam :15°/25°/40°

Alimentazione 230Vac  ON/OFF  

Possibilità di collegamento elettrico tra più articoli  

APUS ST12 S  Dimensions 82 x h118 mm                                                       

LED CRI>90 con protezione  in vetro resistente ai raggi UV               Lente :15°/25°/40°           

Code/Art.          Dimensioni  55 x h118 mm                                                       

230Vac

230Vac

Power Supply 230Vac  ON/OFF   

         10  Years Warranty 

Ghiera  in  Alluminio        : Nero

APUS ST 6 S   Dimensions 55 x h118 mm                                                     

Code/Art.          Dimensioni  82 x h148 mm                                               

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Optional :   Support Stake 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

APUS ST6 S -11 40° ■ Natural White  4000K 660

APUS ST6 S -12 40° 650

APUS ST12 S -11 40° ■ Natural White  4000K 1550

APUS ST12 S -12 40° 1520
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Optional :   Picchetto a terra  

■ Warm   White  3000K

■ Warm   White  3000K



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT LED   Orientabile   a  Terra / Parete /soffitto                          

SPOT LED    Adjustable built in external area Floor / Ceiling / wall   

     Beam
         120°

        40°

     Code/Art.   9018    500mA    (  18W  -  lm 1280 )            IP67

   Code/Art.   9025    230Vac   (  25W  -  lm 1820 )            IP67

         10  Years Warranty 

        25°

                                                   155mm

        15°

 Fintura / Finishing

                                    110mm
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EASY  LIGHT   Power LED 

SPOT LED        incasso a  Terra / Parete /soffitto            

SPOT LED         built in external area Floor / Ceiling / wall   

Code/Art.    9018   

LED  Module 9 x 2         Power  Watt : 18         Driver   :

Code/Art.    9025

LED  Module 18 x 1,4         Power  Watt : 25,3 NO Driver   :

Protection  Class  : IP67  EN 60529      Class

Stainless Steel Ring and screws :Polished steel / Satin steel

LED con Struttura dissipante in Alluminio anodizzato  

LED with Anodized  aluminium  dissipating structure 

LED  CRI>90 with UV resistant  glass  protection                          Beam :  40°/25°/10°/90°

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto 500mA   ESCLUSO 

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Ghiera e viteria  in  ACCIAIO   : Lucido  / Spazzolato

Code/Art.   Dimensioni  155 x h110 mm                                        

LED  CRI>90 con protezione  in vetro resistente ai raggi UV         Lente :  40°/25°/10° /90°           

    500 mA

9018         Dimensions 155 x h110 mm                                                       

    230Vac

         10  Years Warranty 

Power Supply 230Vac  ON/OFF   BY  Remote LED Driver   500mA       NOT INCLUDED

LED  CRI>90 with UV resistant  glass protection                            Beam :  40°/25°

Alimentazione 230Vac  ON/OFF   -  NON dimmerabile       

Power Supply 230Vac  ON/OFF   Only   No Dimmable

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Optional :   Wall Formwork  -PVC structure    Art. AST CAS

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

9018 -10  40° ■ Cold     White  5000K    1300

9018 -11  40° ■ Natural White  4000K 1290

9018 -12  40° 1280

9018 -12e 40° ■ Extra Warm White  2700K 1270

9018  - RGB  40° ■■■■ R G B

9025 -11 40° ■ Natural White  4000K 1820

9025 -12 40° 1800
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Code/Art.   Dimensioni  155 x h110 mm                                        

9025         Dimensions 155 x h110 mm                                                       

LED  CRI>90 con protezione  in vetro resistente ai raggi UV          Lente :   40°/25°            

■ Warm   White  3000K

Optional :   Cassaforma da  muro  in   PVC    Art. AST CAS

■ Warm   White  3000K

www.ett-led.com



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

LAMPADA  LED  con cassaforma   a  Terra  Calpestabile  Carrellabile  / Parete / soffitto                          

LED  LAMP with Formwork to built in external area for Floor lines, Walkable Passable / Ceiling / wall   

     Beam
         120°

  Code/Art.   AT 20      ( L.2020mm  30W -  lm 3300 )      IP67

         10  Years Warranty 

  Code/Art.   AT 10      ( L.1020mm  15W -  lm 1650 )      IP67

  Code/Art.   AT 15      ( L.1520mm  22W -  lm 2500 )      IP67

Art. Cestal 00102

45mm

Art. PRO RC

      45mm

Fintura / Finishing
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EASY  LIGHT   Power LED 

LAMPADA  LED  con cassaforma   a  Terra  Calpestabile  Carrellabile  / Parete / soffitto                          

LED  LAMP with Formwork to built in external area for Floor lines, Walkable Passable / Ceiling / wall   

Code/Art.  AT 10   

LED  Module 1 x 15         Power  Watt : 15       Driver   :

Code/Art.  AT 15   

LED  Module 1 x 22         Power  Watt : 22       Driver   :

Code/Art.  AT 20   

LED  Module 1 x 30         Power  Watt : 30       Driver   :

Protection  Class  : IP67  EN 60529      Class

LED con Struttura dissipante in Alluminio anodizzato e cassaforma inclusa 

LED with Anodized  aluminum  dissipating structure and formwork incluted

LED  CRI>90 with  resistant   protection  Walkable / Passable                      Beam :  120°

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   ESCLUSO 

AT20             Dimensions 2020 x 130 x h60mm                                           

24Vdc

24Vdc

24Vdc

AT10             Dimensions 1020 x 130 x h60mm                                           

Code/Art.       Dimensioni  1520 x 130 x h60mm                                           

Code/Art.       Dimensioni  2020 x 130 x h60mm                                           

         10  Years Warranty 

AT15             Dimensions 1520 x 130 x h60mm                                           

LED  CRI>90 con protezione  resistente Calpestabile / carrellabile                Lente :  120°           

Code/Art.       Dimensioni  1020 x 130 x h60mm                                           

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto   ESCLUSO 

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

AT 10 - 11  ■ Natural White  4000K 1650

AT 10 - 12  1630

AT 10 - 12e  ■ Extra Warm White  2700K 1580

AT 15 - 11  ■ Natural White  4000K 2500

AT 15 - 12  2470

AT 15 - 12e  ■ Extra Warm White  2700K 2390

AT 20 - 11  ■ Natural White  4000K 3300

AT 20 - 12  3250

AT 20 - 12e  ■ Extra Warm White  2700K 3180
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■ Warm   White  3000K

■ Warm   White  3000K

www.ett-led.com

■ Warm   White  3000K

Power Supply 230Vac  ON/OFF   BY  Remote LED Driver         NOT INCLUDED



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT LED   CUBO     Terra / Parete /soffitto                               

SPOT LED    CUBO     built in external area Floor / Ceiling / wall   

     Beam
         120°

        40°

   Code/Art.   CUBO VT  6   500mA    (  6W  -  lm 690 )   IP67

         10  Years Warranty 

   Code/Art.   CUBO ST  3   700mA    (  3W  -  lm 320 )   IP67

        25°

        15°

150

 Fintura / Finishing

100
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EASY  LIGHT   Power LED 

SPOT LED   CUBO     Terra / Parete /soffitto                               

SPOT LED    CUBO     built in external area Floor / Ceiling / wall   

Code/Art.   CUBO ST 3 W   

LED  Module 1 x 3         Power  Watt : 3         Driver   :

Code/Art.   CUBO VT 6 W   

LED  Module 3 x 2         Power  Watt : 6         Driver   :

Protection  Class  : IP67  EN 60529      Class

Steel structure :  Polished steel / Satin steel

LED con Struttura dissipante in Alluminio anodizzato  

LED with  Anodized  aluminum  dissipating structure 

LED  CRI>90 with UV resistant  policarbonate transparent protection  Beam :  40°/25°/10°/90°

Alimentazione 230Vac  ON/OFF   tramite Alimentatore remoto 700mA  INCLUSO 

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante

Code/Art.        Dimensioni  100 x 100 x h150 mm                                           

Code/Art.        Dimensioni  100 x 100 x h150 mm                                           

    700 mA

CUBO ST 3    Dimensions 100 x 100 x h150 mm                                                       

CUBO VT 6    Dimensions 100 x 100 x h150 mm                                                       

    500 mA

         10  Years Warranty 

LED  CRI>90 con protezione  trasparente resistente ai raggi UV          Lente :   40°/25°/10° /90°        

Struttura  in ACCIAIO   : Lucido  / Spazzolato

Power Supply 230Vac  ON/OFF   BY  Remote LED Driver   700mA      INCLUDED

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push   

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

CUBO ST3- 10  40° ■ Cold     White  5000K    330

CUBO ST3- 11  40° ■ Natural White  4000K 320

CUBO ST3- 12  40° 310

CUBOST3- 12e 40° ■ Extra Warm White  2700K 280

CUBO ST3-RGB 40° ■■■■ R G B

CUBO VT6- 10  40° ■ Cold     White  5000K    690

CUBO VT6- 11  40° ■ Natural White  4000K 680

CUBO VT6- 12  40° 670

CUBO VT6- 12e 40° ■ Extra Warm White  2700K 640

CUBO VT6-RGB 40° ■■■■ R G B
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■ Warm   White  3000K

www.ett-led.com

■ Warm   White  3000K



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SPOT LED   Paletto  a  Terra  per esterno                               

SPOT LED   Ground Stake  built in external area                    

         10  Years Warranty 

   Code/Art.   PRISMA  300  230Vac ( 11W  -  lm 1000 )       IP65

   Code/Art.   PRISMA  600  230Vac ( 11W  -  lm 1000 )       IP65
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EASY  LIGHT   Power LED 

SPOT LED   Paletto  a  Terra  per esterno                           

SPOT LED   Ground Stake  built in external area Floorl  

Code/Art.   PRISMA  300   

LED  Module 1 x 11        Power  Watt : 11         Driver   :

Code/Art.   PRISMA  600   

LED  Module 1 x 11        Power  Watt : 11         Driver   :

Protection  Class  : IP65  EN 60529      Class

Painted Aluminum  structure  :  Grey / Black

LED con Struttura dissipante in Alluminio anodizzato  

LED with Anodized  aluminum  dissipating structure 

LED  CRI>80 with UV resistant  policarbonate transparent protection  

Alimentazione 230Vac  ON/OFF  

Possibilità di collegamento elettrico tra più articoli  

PRISMA 600     Dimensions 130 x 50 x h653 mm                                                       

PRISMA 300     Dimensions 130 x 50 x h353 mm                                                       

Code/Art.          Dimensioni  130 x 50 x h353 mm                                           

230Vac

         10  Years Warranty 

230Vac

Struttura  in Alluminio estruso verniciato   : Grigio / Nero

LED  CRI>80 con protezione  trasparente resistente ai raggi UV                    

Power Supply 230Vac  ON/OFF   

Code/Art.          Dimensioni  130 x 50 x h653 mm                                           

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

PRISMA 300- 11  ■ Natural White  4000K 1000

PRISMA 300- 12  980

PRISMA 600- 11  ■ Natural White  4000K 1000

PRISMA 600- 11  980
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■ Warm   White  3000K
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■ Warm   White  3000K



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

applications : Industrial surfaces /  Urban  Street  / Tunnel / Parking

                     Aluminum structure - Tempered glasses

 Street Urban Lighting / Industrial Projector with braket

Struttura in Alluminio - vetro piano temperato 

Armatura Stradale / Proiettore Industriale con staffa di fissaggio

         10  Years Warranty 

Code GUELL 1 LED   ( IP 66 -  58 Watt   -  lm  5500 ) 

  and  Cycling road
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EASY  LIGHT   Power LED 

Code  GUELL 1
LED Module 1 x 58         Power  Watt : 58 Voltage   :

Protection  Class  : IP66  EN 60529      Class

Optics for wide distribution of the luminous flux 

Emissione Luminosa Asimmetrica con assenza di inquinamento luminoso

Asymmetric Light emission with the absence of light pollution

Luminosità : altezza armatura 10 m. : 29,54 lux

Brightness: height 10  : 29.54 lux

Altezza su palo : 3 - 7 m.                          Distanza tra pali : 10 - 15 m.

Height on poles from 3 to 7 m                  Distance between poles: 10 - 15 m.

High energy savings  -  Reduced maintenance time

Struttura in pressofusione di  Alluminio  verniciato ossidato ispezionabile

Structure of oxidized painted aluminum inspected

Available colors: Anthracite grey resistant to corrosion and saline environments

Diffusore in vetro temperato piano resistente agli shock termici e ad urti

Tempered glass diffuser floor resistant to thermal shock and impact

Viteria in acciaio Inox

Steel Inox Screws and accessories 

 80- 240Vac

         10  Years Warranty 

Elevato risparmio energetico    -  Riduzione  dei tempi di manutenzione 

Colori disponibili :  Grigio antracite   resistente alla corrosione e nebbie saline

Ottica per ampia distribuzione del flusso luminoso 

Steel Inox Screws and accessories 

Staffa regolabile 0-180°

0-180 ° adjustable bracket

estimated operating life: 100,000 hours

Collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Driver / Alimentatore  80 - 240V           

Code  Kelvin grades / Color Temperature LED Lumen    lm

GUELL 1 - 11  ■ Natural White  K4000 5500

Disponibile a richiesta con LED Cold / Warm White ( 5000K / 3000K )

On  demand : Cold/Warm  White LED  ( 5000K / 3000K )
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Dimensioni     GUELL  1    :   233 x  319 x  85 mm.               Peso Kg 2,4 

Durata stimata di funzionamento : 100.000 ore

Dimensions   GUELL  1    :   233 x  319 x  85 mm.               Peso Kg 2,4 

Power Supply 80 - 240Vac  ON/OFF     
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EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

applications : Industrial surfaces /  Urban  Street  / Tunnel / Parking

                     Aluminum structure - Tempered glasses

 Street Urban Lighting / Industrial Projector with braket

Struttura in Alluminio - vetro piano temperato 

Armatura Stradale / Proiettore Industriale con staffa di fissaggio

         10  Years Warranty 

Code GUELL 2 LED   ( IP 66 -  118 Watt   -  lm  11200 ) 

  and  Cycling road
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EASY  LIGHT   Power LED 

Code  GUELL 2
LED Module 2 x 59         Power  Watt : 118 Voltage   :

Protection  Class  : IP66  EN 60529      Class

Optics for wide distribution of the luminous flux 

Emissione Luminosa Asimmetrica con assenza di inquinamento luminoso

Asymmetric Light emission with the absence of light pollution

Luminosità : altezza armatura 10 m. : 29,54 lux

Brightness: height 10  : 29.54 lux

Altezza su palo : 3 - 9 m.                          Distanza tra pali : 10 - 20 m.

Height on poles from 3 to 9 m                  Distance between poles: 10 - 20 m.

High energy savings  -  Reduced maintenance time

Struttura in pressofusione di  Alluminio  verniciato ossidato ispezionabile

Structure of oxidized painted aluminum inspected

Available colors: Anthracite gray resistant to corrosion and saline environments

Diffusore in vetro temperato piano resistente agli shock termici e ad urti

Tempered glass diffuser floor resistant to thermal shock and impact

Viteria in acciaio Inox

Steel Inox Screws and accessories 

 80- 240Vac

Elevato risparmio energetico    -  Riduzione  dei tempi di manutenzione 

Colori disponibili :  Grigio antracite   resistente alla corrosione e nebbie saline

Ottica per ampia distribuzione del flusso luminoso 

Steel Inox Screws and accessories 

Staffa regolabile 0-180°

0-180 ° adjustable bracket

estimated operating life: 100,000 hours

Collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Driver / Alimentatore  80 - 240V                

Code  Kelvin grades / Color Temperature LED Lumen    lm

GUELL 2 - 11  ■ Natural White  K4000 11200

Disponibile a richiesta con LED Cold / Warm White ( 5000K / 3000K )

On  demand : Cold/Warm  White LED  ( 5000K / 3000K )
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Dimensioni     GUELL  2    :   368 x  319 x  85 mm.               Peso Kg 3,6 

Durata stimata di funzionamento : 100.000 ore

Dimensions   GUELL  2    :   368 x  319 x  85 mm.               Peso Kg 3,6 

Power Supply 80 - 240Vac  ON/OFF     
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EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

applications : Industrial surfaces /  Urban  Street  / Tunnel / Parking

                     Aluminum structure - Tempered glasses

 Street Urban Lighting / Industrial Projector with braket

Struttura in Alluminio - vetro piano temperato 

Armatura Stradale / Proiettore Industriale con staffa di fissaggio

         10  Years Warranty 

Code GUELL 3 LED   ( IP 66 -  158 Watt   -  lm  16712 ) 

  and  Cycling road
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EASY  LIGHT   Power LED 

Code  GUELL 3
LED Module 3 x 52,66         Power  Watt : 158 Voltage   :

Protection  Class  : IP66  EN 60529      Class

Optics for wide distribution of the luminous flux 

Emissione Luminosa Asimmetrica con assenza di inquinamento luminoso

Asymmetric Light emission with the absence of light pollution

Luminosità : altezza armatura 10 m. : 29,54 lux

Brightness: height 10  : 29.54 lux

Altezza su palo : 3 - 9 m.                          Distanza tra pali : 10 - 20 m.

Height on poles from 3 to 9 m                  Distance between poles: 10 - 20 m.

High energy savings  -  Reduced maintenance time

Struttura in pressofusione di  Alluminio  verniciato ossidato ispezionabile

Structure of oxidized painted aluminum inspected

Available colors: Anthracite gray resistant to corrosion and saline environments

Diffusore in vetro temperato piano resistente agli shock termici e ad urti

Tempered glass diffuser floor resistant to thermal shock and impact

Viteria in acciaio Inox

Steel Inox Screws and accessories 

 80- 240Vac

Elevato risparmio energetico    -  Riduzione  dei tempi di manutenzione 

Colori disponibili :  Grigio antracite   resistente alla corrosione e nebbie saline

Ottica per ampia distribuzione del flusso luminoso 

Steel Inox Screws and accessories 

Staffa regolabile 0-180°

0-180 ° adjustable bracket

estimated operating life: 100,000 hours

Collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Driver / Alimentatore  80 - 240V    Optional : Dimmerabile  manuale/anallogico/ digitale              

Code  Kelvin grades / Color Temperature LED Lumen    lm

GUELL 3 - 11  ■ Natural White  K4000 16712

Disponibile a richiesta con LED Cold / Warm White ( 5000K / 3000K )

On  demand : Cold/Warm  White LED  ( 5000K / 3000K )
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Dimensioni     GUELL  3    :   563 x  501 x  98 mm.               Peso Kg 10 

Durata stimata di funzionamento : 100.000 ore

Dimensions   GUELL  3    :   563 x  501 x  98 mm.               Peso Kg 10 

Power Supply 80 - 240Vac  ON/OFF     Optional   : Dimming analogic / digital system

www.ett-led.com



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SISTEMA a SOSPENSIONE  LED  Down LIGHT mono emissione         

SUSPENSION SYSTEM LED    mono emission Down LIGHT                 

       Beam
          180°

         10  Years Warranty 

  Code/Art.   Pla    915   ( L.    915mm  43W -  lm 4450 )      IP54

  Code/Art.   Pla  1215   ( L.  1215mm  57W -  lm 5800 )      IP54

  Code/Art.   Pla  1515   ( L.  1515mm  72W -  lm 7150 )      IP54

 Finitura / Finishing

    Dimensioni standard  / Standard dimensions

   915 - 1215 - 1515mm
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EASY  LIGHT   Power LED 

SISTEMA a SOSPENSIONE  LED  Down LIGHT mono emissione         

SUSPENSION SYSTEM LED    mono emission Down LIGHT                 

Code/Art. Pla   915   

LED  Module 2 x 54         Power  Watt : 43       Driver   :

Code/Art. Pla  1215   

LED  Module 2 x 72         Power  Watt : 57       Driver   :

Code/Art. Pla  1515   

LED  Module 2 x 90         Power  Watt : 72       Driver   :

Protection  Class  : IP54  EN 60529      Class

Aluminum anodized structure       

LED  CRI>90 with UV resistant  policarbonate opal protection            Beam :  180°

Mono emission LED  Lamp with Anodized aluminum dissipating structure 

PLA 1215    Dimensions 1215 x 200 x h70mm                    OPTIONAL : CUSTOM DIMENSIONS     

Lampada LED  mono emissione con Struttura dissipante in Alluminio anodizzato  

Code/Art.     Dimensioni    915 x 200 x h70mm                    OPTIONAL : DIMENSIONI  CUSTOM     

Code/Art.     Dimensioni  1215 x 200 x h70mm                    OPTIONAL : DIMENSIONI  CUSTOM     

Struttura in Alluminio anodizzato 

PLA   915    Dimensions   915 x 200 x h70mm                    OPTIONAL : CUSTOM DIMENSIONS     

         10  Years Warranty 

230Vac

LED  CRI>90 con protezione Opalina resistente ai raggi UV               Lente :   180°             

230Vac

230Vac

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  incluso integrato  

Power Supply 230Vac  ON/OFF   included  integrate LED Driver  

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

 Pla    915-10  ■ Cold     White  K5000    Lumen: 4450

 Pla    915-11  ■ Natural White  K4000 Lumen: 4400

 Pla    915-12  Lumen: 4310

 Pla   1215-10  ■ Cold     White  K5000    Lumen: 5800

 Pla   1215-11  ■ Natural White  K4000 Lumen: 5700

 Pla   1215-12  Lumen: 5590

 Pla   1515-10  ■ Cold     White  K5000    Lumen: 7150

 Pla   1515-11  ■ Natural White  K4000 Lumen: 7050

 Pla   1515-12  Lumen: 6980
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PLA 1215    Dimensions 1215 x 200 x h70mm                    OPTIONAL : CUSTOM DIMENSIONS     

PLA 1515    Dimensions 1515 x 200 x h70mm                    OPTIONAL : CUSTOM DIMENSIONS     

■ Warm   White  K3000

■ Warm   White  K3000

■ Warm   White  K3000

Code/Art.     Dimensioni  1515 x 200 x h70mm                    OPTIONAL : DIMENSIONI  CUSTOM     



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

SISTEMA a PLAFONE  LED  Down LIGHT mono emissione                 

CEILING SYSTEM LED    mono emission Down LIGHT                        

       Beam
          180°

         34mm

         10  Years Warranty 

  Code/Art.   BLADE 10    ( L.1040mm  24W -  lm 3000 )      IP44

  Code/Art.   BLADE 15    ( L.1540mm  36W -  lm 4500 )      IP44

  Code/Art.   BLADE 20    ( L.2040mm  48W -  lm 6000 )      IP44

         34mm

     34,5mm

         50mm

Clips di fissaggio

    Fixing Clips 

 Art. Cestal  0066

 Cassaforma / Formwork            Incasso / Recessed                   Incasso / Recessed
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EASY  LIGHT   Power LED 

SISTEMA a PLAFONE  LED  Down LIGHT mono emissione                 

CEILING SYSTEM LED    mono emission Down LIGHT                        

Code/Art. BLADE 10   

LED  Module 2 x 12         Power  Watt : 24       Driver   :

Code/Art. BLADE 15   

LED  Module 2 x 18         Power  Watt : 36       Driver   :

Code/Art. BLADE 20   

LED  Module 2 x 24         Power  Watt : 48       Driver   :

Protection  Class  : IP44  EN 60529      Class

Mono emission LED  Lamp with Anodized  aluminum dissipating structure 

LED  CRI>90 with UV resistant  policarbonate opal protection            Beam :  180°

BLADE 15     Dimensions 1520 x 50 x h34,5mm                                           

Code/Art.       Dimensioni  1020 x 50 x h34,5mm                                           

BLADE 20     Dimensions 2020 x 50 x h34,5mm                                           

24Vdc

Code/Art.       Dimensioni  1520 x 50 x h34,5mm                                           

Lampada LED  mono emissione con Struttura dissipante in Alluminio anodizzato  

Code/Art.       Dimensioni  2020 x 50 x h34,5mm                                           

BLADE 10     Dimensions 1020 x 50 x h34,5mm                                           

         10  Years Warranty 

24Vdc

LED  CRI>90 con protezione Opalina resistente ai raggi UV               Lente :   180°             

24Vdc

Alimentazione 230Vac  ON/OFF   tramite Alimentatore  remoto escluso  

Power Supply 230Vac  ON/OFF   remote  LED Driver  not included

Optional :  Alimentatore Dimmer  :DALI - 1-10V - PO  Pulsante 

Optional :  Dimmable LED Driver : DALI - 1-10V - Open Push  

Possibilità di collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Code / Art.    Kelvin grades / Color Temperature LED Lumen    lm

BLADE 10 -11  ■ Natural White  4000K 3000

BLADE 10 -12  2970

BLADE 10 -12e  ■ Extra Warm White  2700K 2890

BLADE 10 - RGB ■■■ R G B

BLADE 15 -11  ■ Natural White  4000K 4500

BLADE 15 -12  4440

BLADE 15 -12e  ■ Extra Warm White  2700K 3370

BLADE 15 - RGB ■■■ R G B

BLADE 20 -11  ■ Natural White  4000K 6000

BLADE 20 -12  5930

BLADE 20 -12e  ■ Extra Warm White  2700K 5840

BLADE 20 - RGB ■■■ R G B
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BLADE 20     Dimensions 2020 x 50 x h34,5mm                                           

■ Warm   White  3000K

■ Warm   White  3000K

www.ett-led.com

■ Warm   White  3000K



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

      applications :  Urban  Street  / Tunnel / Parking / Cycling road

                     Aluminum structure - Tempered glasses

Code Mini THEOS  8 LED ( IP 66 - 70 Watt  - lm 8300 ) 

         10  Years Warranty 

Code Mini THEOS  4 LED ( IP 66 - 35 Watt  - lm 4300 ) 

Armatura Stradale / Street Urban Lighting

Struttura in Alluminio - vetro piano temperato 
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EASY  LIGHT   Power LED 

Code  Mini THEOS   4
LED Module 4 x 9         Power  Watt : 35 Voltage   :

Code  Mini THEOS   8
LED Module 8 x 9         Power  Watt : 70 Voltage   :

Protection  Class  : IP66  EN 60529      Class

Optics for wide distribution of the luminous flux on the road surface

Emissione Luminosa Asimmetrica con assenza di inquinamento luminoso

Asymmetric Light emission with the absence of light pollution

Luminosità : altezza armatura 6 m. : 29,54 lux

Brightness: height 7  : 29.54 lux

Altezza su palo  :  3 - 6 m.                      Distanza tra pali : 8 - 15 m.

Height on poles from 3 to 6m                 Distance between poles: 8 - 15 m.

High energy savings  -  Reduced maintenance time

Struttura in pressofusione di  Alluminio  verniciato ossidato ispezionabile

Structure of oxidized painted aluminum inspected

Available colors: Anthracite gray resistant to corrosion and saline environments

Diffusore in vetro temperato piano resistente agli shock termici e ad urti

Tempered glass diffuser floor resistant to thermal shock and impact

 80- 240Vac

 80- 240Vac

Elevato risparmio energetico    -  Riduzione  dei tempi di manutenzione 

Colori disponibili :  Grigio antracite   resistente alla corrosione e nebbie saline

Ottica per ampia distribuzione del flusso luminoso sul manto stradale

Tempered glass diffuser floor resistant to thermal shock and impact

Viteria in acciaio Inox

Steel Inox Screws and accessories 

Staffa regolabile 0-60°

0-60 ° adjustable bracket

estimated operating life: 75,000 hours

Collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Driver / Alimentatore  80 - 240V    Optional : Dimmerabile  manuale/anallogico/ digitale              

Code  Kelvin grades / Color Temperature LED Lumen    lm

Mini THEOS 4 - 11  ■ Natural White  K4000 4300

Mini THEOS 8 - 11  ■ Natural White  K4000 8300
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Dimensioni   Mini THEOS    :   375 x  280 x  74 mm.               Peso Kg 6 

Durata stimata di funzionamento : 75.000 ore

Dimensions  Mini THEOS    :   375 x  280 x  74 mm.               Peso Kg 6 

Power Supply 80 - 240Vac  ON/OFF     Optional   : Dimming analogic / digital system

www.ett-led.com



EASY  LIGHT   Power LED 

Interno / esterno - indoor / outdoor

      applications :  Urban  Street  / Tunnel / Parking / Cycling road

                     Aluminum structure - Tempered glasses

Code THEOS  12 LED  ( IP 66 -105 Watt  -  lm 12400 ) 

Code THEOS  16 LED  ( IP 66 -140 Watt  -  lm 16400 ) 

         10  Years Warranty 

Code THEOS    8 LED  ( IP 66 -  70 Watt   -  lm   9200 ) 

Armatura Stradale / Street Urban Lighting

Struttura in Alluminio - vetro piano temperato 
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EASY  LIGHT   Power LED 

Code  THEOS   8
LED Module 8 x 9         Power  Watt : 70 Voltage   :

Code  THEOS  12
LED Module 12 x 9         Power  Watt : 105 Voltage   :

Code  THEOS  16
LED Module 16 x 9         Power  Watt : 140 Voltage   :

Protection  Class  : IP66  EN 60529      Class

Optics for wide distribution of the luminous flux on the road surface

Emissione Luminosa Asimmetrica con assenza di inquinamento luminoso

Asymmetric Light emission with the absence of light pollution

Luminosità : altezza armatura 10 m. : 29,54 lux

Brightness: height 10  : 29.54 lux

Altezza su palo  : 5 - 12 m.                       Distanza tra pali : 18 - 33 m.

Height on poles from 5 to 12m                 Distance between poles: 18 - 33 m.

High energy savings  -  Reduced maintenance time

Struttura in pressofusione di  Alluminio  verniciato ossidato ispezionabile

Structure of oxidized painted aluminum inspected

Available colors: Anthracite gray resistant to corrosion and saline environments

Elevato risparmio energetico    -  Riduzione  dei tempi di manutenzione 

Colori disponibili :  Grigio antracite   resistente alla corrosione e nebbie saline

Ottica per ampia distribuzione del flusso luminoso sul manto stradale

 80- 240Vac

 80- 240Vac

 80- 240Vac

Available colors: Anthracite gray resistant to corrosion and saline environments

Diffusore in vetro temperato piano resistente agli shock termici e ad urti

Tempered glass diffuser floor resistant to thermal shock and impact

Viteria in acciaio Inox

Steel Inox Screws and accessories 

Staffa regolabile 0-60°

0-60 ° adjustable bracket

estimated operating life: 75,000 hours

Collegamento elettrico tra più articoli  

Possibility of electrical connection between more items 

Driver / Alimentatore  80 - 240V    Optional : Dimmerabile  manuale/anallogico/ digitale              

Code  Kelvin grades / Color Temperature LED Lumen    lm

THEOS   8 - 11  ■ Natural White  K4000 9200

THEOS 12 - 11  ■ Natural White  K4000 12400

THEOS 16 - 11  ■ Natural White  K4000 16400
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Durata stimata di funzionamento : 75.000 ore

Dimensions   THEOS    :   565 x  315 x  74 mm.               Peso Kg 8,6 

Power Supply 80 - 240Vac  ON/OFF     Optional   : Dimming analogic / digital system

www.ett-led.com

Dimensioni    THEOS    :   565 x  315 x  74 mm.               Peso Kg 8,6 





             Strip LED    flessibile

             Flex LED Strip          
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     Strip LED      5  Years Warranty

     LED Strip          

                                                  LED  STRIP  with  High  CRI  EffInciency Light  CRI >97 High  R 9

Strip LED  3014   Lunghezza standard : 5000 mm

3014 LED Strip Standard   length      : 5000mm

Art.  STR 3014 240 I Fratturabile  ogni      :    25mm

Cut  every                     :    25mm

Alimentazione  24 Vdc        Classe F     III  Optional 

Power Supply                                Class  

Codice  Articolo Classe IP  Temperatura di colore LED  Power Q.ty Efficiency
Code Class Protection  Color  LED Temperature Vdc   W/m LED/m Lumen/m

STR 3014 240I-10 IP20 ■ Cold  White     5000K   24    20 240 2600

STR 3014 240I-11 IP20 ■ Natural White  4000K   24    20 240 2550

STR 3014 240I-12 IP20 ■ Warm   White  3000K   24    20 240 2460STR 3014 240I-12 IP20 ■ Warm   White  3000K   24    20 240 2460

IP20 ■ Extra  Warm    2700K   24    20 240 2340

IP20 ■ Extra  Warm    2400K   24    20 240 2140

IP20 ■ Extra  Warm    2200K   24    20 240 2050

                                                  LED  STRIP  with  High  CRI  EffInciency Light  CRI >94 High  R 9

Strip LED  3528   Lunghezza standard : 5000 mm

3528 LED Strip Standard   length      : 5000mm

Art.  STR 2835 240 L Fratturabile  ogni      :    25mm

Cut  every                     :    25mm

10

Alimentazione  24 Vdc        Classe F     III  Optional 

Power Supply                                Class  

Codice  Articolo Classe IP  Temperatura di colore LED  Power Q.ty Efficiency

Code Class Protection  Color  LED Temperature Vdc   W/m LED/m Lumen/m

IP20 ■ Cold  White     5000K   24    20 240 2280

IP20 ■ Natural White  4000K   24    20 240 2150

IP20 ■ Warm   White  3000K   24    20 240 2100

IP20 ■ Extra  Warm    2700K   24    20 240 1960
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STR 3014 240I-12b

STR 2835 240L-11

STR 2358 240L-12

STR 2835 240L-12e

STR 3014 240I-12e

STR 3014 240I-12d

STR 2835 240L-10



     Strip LED      5  Years Warranty

     LED Strip          

                                                  LED  STRIP  with  High  CRI  EffInciency Light  CRI >94 High  R 9

Strip LED  2835   Lunghezza standard : 5000 mm

2835 LED Strip Standard   length      : 5000mm

Art.  STR 2835 14 120 L Fratturabile  ogni      :    50mm

Cut  every                     :    50mm

10

Alimentazione  24 Vdc        Classe F     III  Optional 

Power Supply                                Class  

Codice  Articolo Classe IP  Temperatura di colore LED  Power Q.ty Efficiency

Code Class Protection  Color  LED Temperature Vdc   W/m LED/m Lumen/m

IP20 ■ Cold  White     5000K   24    14 120 1680

IP20 ■ Natural White  4000K   24    14 120 1610STR283514 120L-11

STR283514 120L-10

IP20 ■ Natural White  4000K   24    14 120 1610

IP20 ■ Warm   White  3000K   24    14 120 1590

IP20 ■ Extra  Warm    2700K   24    14 120 1540

                                                  LED  STRIP  with  High  CRI  EffInciency Light  CRI >94 High  R 9

Strip LED  3528   Lunghezza standard : 5000 mm

3528 LED Strip Standard   length      : 5000mm

Art.  STR 3528 10 120 L Fratturabile  ogni      :    50mm

Cut  every                     :    50mm

50

Alimentazione  24 Vdc        Classe F     III  Optional 

Power Supply                                Class  

Codice  Articolo Classe IP  Temperatura di colore LED  Power Q.ty Efficiency

Code Class Protection  Color  LED Temperature Vdc   W/m LED/m Lumen/m

IP20  - IP67 ■ Cold  White     5000K   24    10 120 1080

IP20  - IP67 ■ Natural White  4000K   24    10 120 1010

IP20  - IP67 ■ Warm   White  3000K   24    10 120 980

IP20  - IP67 ■ Extra  Warm    2700K   24    10 120 940
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STR283514 120L-11

STR283514 120L-12

STR283514 120L-12e

STR283510 120L-10

STR283510 120L-11

STR283510 120L-12

STR283510 120L-12e



     Strip LED      5  Years Warranty

     LED Strip          

                                                  LED  STRIP  with  High  CRI  EffInciency Light  CRI >94 High  R 9

Strip LED  2216   Lunghezza standard : 5000 mm

2216 LED Strip Standard   length      : 5000mm

Art.  STR 2216 204  L Fratturabile  ogni      :    29,4mm

Cut   every                    :    29,4mm

29,4

5

Alimentazione  24 Vdc        Classe F     III  Optional 

Power Supply                                Class  

Codice  Articolo Classe IP  Temperatura di colore LED  Power Q.ty Efficiency

Code Class Protection  Color  LED Temperature Vdc   W/m LED/m Lumen/m

IP20 ■ Cold  White     5000K   24    12,5 204 1420

IP20 ■ Natural White  4000K   24    12,5 204 1400

STR 2216 204L-10

STR 2216 204L-11 IP20 ■ Natural White  4000K   24    12,5 204 1400

IP20 ■ Warm   White  3000K   24    12,5 204 1360

IP20 ■ Extra  Warm    2700K   24    12,5 204 1290

                                                  LED  STRIP  with  High  CRI  EffInciency Light  CRI >94 High  R 9

Strip LED  2835   Lunghezza standard : 5000 mm

2835 LED Strip Standard   length      : 5000mm

Art.  STR 2835 4,8 60L Fratturabile  ogni      :    100mm

Cut   every                    :    100mm

8

Alimentazione  24 Vdc        Classe F     III  Optional 

Power Supply                                Class  

Codice  Articolo Classe IP  Temperatura di colore LED  Power Q.ty Efficiency

Code Class Protection  Color  LED Temperature Vdc   W/m LED/m Lumen/m

IP20  -  IP 67 ■ Cold  White     5000K   24    4,8 60 540

IP20  -  IP 67 ■ Natural White  4000K   24    4,8 60 530

IP20  -  IP 67 ■ Warm   White  3000K   24    4,8 60 510

IP20  -  IP 67 ■ Extra  Warm    2700K   24    4,8 60 480
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STR 2835 4,8 60L-10

STR 2835 4,8 60L-11

STR 2835 4,8 60L-12

STR 2835 4,8 60L-12e

STR 2216 204L-12e

STR 2216 204L-11

STR 2216 204L-12



     Strip LED      5  Years Warranty

     LED Strip          

                                                  LED  STRIP  with  High  CRI  EffInciency Light  CRI >94 High  R 9

Strip LED  2835   Lunghezza standard : 5000 mm

2835 LED Strip Standard   length      : 5000mm

Art.  STR 240 22L Fratturabile  ogni      :    33,3mm

Cut   every                    :    33,3mm

33,3

10

4

Alimentazione  24 Vdc        Classe F     III  Optional 

Power Supply                                Class  

Codice  Articolo Classe IP  Temperatura di colore LED  Power Q.ty Efficiency

Code Class Protection  Color  LED Temperature Vdc   W/m LED/m Lumen/m

IP20 ■ Cold  White     5000K   24    22 240 2930

IP20 ■ atural White  4000K

STR 240 22L-10

STR 240 22L-11 IP20 ■ Natural White  4000K   24    22 240 2880

IP20 ■ Warm   White  3000K   24    22 240 2790

IP20 ■ Extra  Warm    2700K   24    22 240 2630

                                                  LED  STRIP  with  High  CRI  EffInciency Light  CRI >90 High  R 9

Strip LED  2835   Lunghezza standard : 5000 mm

2835 LED Strip Standard   length      : 5000mm

Art.  STR 2835 14 60L Fratturabile  ogni      :    100mm

Cut  every                     :    100mm

100

Alimentazione  24 Vdc        Classe F     III
Power Supply                                Class  

Codice  Articolo Classe IP  Temperatura di colore LED  Power Q.ty Efficiency

Code Class Protection  Color  LED Temperature Vdc   W/m LED/m Lumen/m

IP20  -  IP 67 ■ Cold  White     5000K   24    14 60 1600

IP20  -  IP 67 ■ Natural White  4000K   24    14 60 1560

IP20  -  IP 67 ■ Warm   White  3000K   24    14 60 1510

IP20  -  IP 67 ■ ■ ■  RGB   24    14 60
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STR 240 22L-12e

STR 2835 14 60L-10

STR 2835 14 60L-11

STR 2835 14 60L-12

STR 5050 14 RGB

STR 240 22L-11

STR 240 22L-12



     Strip LED      5  Years Warranty

     LED Strip          

                                                  LED  STRIP  with  High  CRI  EffInciency Light  CRI >94 High  R 9

Strip LED  2110   Lunghezza standard : 5000 mm

2110 LED Strip Standard   length      : 5000mm

Art.  STR 280 20 Dynamic Fratturabile  ogni      :    100mm

Cut   every                    :    100mm

50

50

10

7

Alimentazione  24 Vdc        Classe F     III
Power Supply                                Class  

Codice  Articolo Classe IP  Temperatura di colore LED  Power Q.ty Efficiency

Code Class Protection  Color  LED Temperature Vdc   W/m LED/m Lumen/m

■■ STR 280 20 IP20  ■■ Cold / Warm  White       24    20 280 2120

                                                  LED  STRIP  with  High  CRI  EffInciency Light  

Strip LED  5050   Lunghezza standard : 5000 mm

5050 LED Strip Standard   length      : 5000mm

Art.  STR 5050 96 RGBW Fratturabile  ogni      :    62,5mm

Cut  every                     :    62,5mm

62,5

12

Alimentazione  24 Vdc        Classe F     III
Power Supply                                Class  

Codice  Articolo Classe IP  Temperatura di colore LED  Power Q.ty Efficiency

Code Class Protection  Color  LED Temperature Vdc   W/m LED/m Lumen/m

IP20  -  IP 67 ■ ■ ■ RGB ■White  24      23 96
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STR 5050 96 RGBW

STR 280 20 Dynamic
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                                                 PROFILI IN ALLUMINIO  per BARRE LED    art. CESTAL 

Disponibili :  AA  Alluminio Anodizzato  - AB Alluminio Anodizzato Nero - AW Verniciato Bianco

Available profile : AA  Anodized Aluminum - AB  Black Anodized - AW  White painted

            DIFFUSORI/COPETURE  in  METACRILATO  art. CESTPL

                 PLYCARBONATE DIFFUSER / COVER  art. CESTPL

             ACCESSORI : TAPPI LATERALI  e CLIPS di FISSAGGIO

ACCESSORIES : CAPS  and FIXING  CLIPS 

 ALUMINUM PROFILE for LED BARS   art. CESTAL
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    Aluminium  structure for satin part / ceiling recessed installation

                    68mm

  11mm

                    18mm

Plaster structure for satin part / ceiling recessed installation

                      Art. TGE 10

Art. ANGE 10

                                                                              www.ett-led.com

art. BARGE 100    Struttura in gesso per incasso a raso parete / soffitto  L. 1000mm 

art. Cestal OP012    Struttura in alluminio per incasso a raso parete / soffitto  L. 2000mm 



                              ACCESSORI / ACCESSORIES
                                             Alimentatori LED  /  LED  Drivers Tested by E T T - LED

        Centraline RGB - DMX 512  Radio Control 

            Sensori accensione  / Switch Sensors

   Moduli Dimmer : PUSH - DALI - 0 / 10V - 1 / 10V 

Alimentatore  Alimentatore  

LED  Driver LED  Driver 

 IP20    Int  IP20    Int

                     100-230Vac   / 12  Vdc                       100-230Vac   / 24  Vdc  

        dimensioni        dimensioni

99815 ALIM. 12Vdc 15 Watt   60x51x28mm 99835 ALIM. 24Vdc 15 Watt   60x51x28mm

99818 ALIM. 12Vdc 25 Watt   78x51x28mm 99838 ALIM. 24Vdc 25 Watt   78x51x28mm

99820 ALIM. 12Vdc 50 Watt   90x60x36mm 99840 ALIM. 24Vdc 50 Watt   90x60x36mm

99822 ALIM. 12Vdc 75 Watt 100x80x36mm 99842 ALIM. 24Vdc 75 Watt 100x80x36mm

99824 ALIM. 12Vdc 100 Watt 200x99x38mm 99844 ALIM. 24Vdc 100 Watt 200x99x38mm

99826 ALIM. 12Vdc 150 Watt 220x99x38mm 99848 ALIM. 24Vdc 150 Watt 220x99x38mm

Alimentatore  Alimentatore  

LED  Driver LED  Driver 

 IP67    Ext / Int  IP67    Ext / Int

                         100-230Vac   / 12  Vdc                           100-230Vac   / 24  Vdc                           100-230Vac   / 12  Vdc                           100-230Vac   / 24  Vdc  

    dimensioni     dimensioni

99850 ALIM. 12Vdc 30 Watt 160x40x33mm 99860 ALIM. 24Vdc 30 Watt 160x40x33mm

99852 ALIM. 12Vdc 60 Watt 180x60x35mm 99862 ALIM. 24Vdc 60 Watt 180x60x35mm

Alimentatore  Alimentatore  

LED  Driver LED  Driver 

 IP20    Int  IP20    Int

                         100-230Vac   / 350mA                           100-230Vac   / 500mA  

    dimensioni     dimensioni

99870 ALIM. 350mA 15 Watt 110x40x20mm 99880 ALIM. 500mA 15 Watt 110x40x20mm

99872 ALIM. 350mA 20 Watt 160x40x30mm 99882 ALIM. 500mA 20 Watt 160x40x30mm

Alimentatore  Alimentatore  

LED  Driver LED  Driver 

 IP20    Int  IP20    Int

                         100-230Vac   / 700mA             100-230Vac    

350/500/700mA

12/24Vdc

    dimensioni Dimmer :

99890 ALIM. 700mA 15 Watt 110x40x20mm

99892 ALIM. 700mA 20 Watt 160x40x30mm 1-10V

    dimensioni

99900 ALIM.Jolly 20watt 110x60x20mm

99894 ALIM. 700mA  IP67  35Watt 160x40x33mm 99902 ALIM.Maxi Jolly 50watt 125x79x22mm
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  Pulsante Push



Centralina  R G B Centralina  R G B 

Master Slave 

Telecomando  I.R.

12/24 Vdc 12/24 Vdc

output : 3 x 2 Amp. output : 3 x 2 Amp.

In abbinamento

To integrate      : RGB  Master Telecomando l.R.

    dimensioni     dimensioni

99950 ECO MASTER TX 155x50x26mm 99951 ECO SLAVE 155x50x26mm

Centralina  R G B Centralina  Dynamic

WI - FI  2 channels

Radio Control Radio Control

12/24 Vdc 12/24 Vdc

output : 3 x 4 Amp. output : 2 x 4 Amp.

    dimensioni     dimensioni

99952  RGB WI -FI  TX 98x80x30mm 999553 2C DYNAMIC TX  98x80x30mm

Centralina  R G B Centralina  R G B 

DMX  Master DMX 512  Slave 

Radio Control 12/24 Vdc

12/24 Vdc F42 output : 4 x 350mA

output : 4 x DMX F40 output : 3 x 8 Amp.

In abbinamento In abbinamento F41 output : 4 x 4 Amp.

To integrate     :  DMX 512 Slave To integrate      :  DMX Master Radio Control

    dimensioni     dimensioni

99954 DMX MASTER TX 80x50x30mm 99955 DMX SLAVE 145x80x30mm

Cassaforma IP 

per Faretti a Terra

Centralina  

Controllo Corrente

RGB

F70 output:3 x 350mA

F71 output:3 x 500mA

F72 output:3 x 700mA 99970 CA1       per Apus S T2

    dimensioni 99971 CA2       per Apus S M 

99960 CC3       per fari RGB  350mA  80x40x22mm 99971 CA2       per Apus ST 3  Orientabile

99972 CA3       per Apus S T /  SQ

99973 CA3       per Apus V T /  VQ

    dimensioni   cassaforma

            diametro  90 - H 100mm



Interruttore  Switch Sensore di presenza 

Dimmer Touch Blu  I.R. presence  sensor

                                                 On / Off Dimmer                                                                                                   On / Off  - Dimmer On / Off  

12/24 Vdc 12/24 Vdc

output : 1 x 4 Amp. output : 1 x 4 Amp.

99980 TOUCH BLU     dimensioni 99981 IR P SENSOR      dimensioni

70x15x7mm 70x15x7mm

Interruttore  Switch Sensore Apertura

a sfioramento  Anta / prossimità

Dimmer Soft Touch Door / proxmity Sensor

On / Off  - Dimmer

On / Off  

12/24 Vdc 12/24 Vdc

output : 1 x 4 Amp. output : 1 x 3 Amp.

99982 TOUCH BLU     dimensioni 99983 DOOR / P SENSOR      dimensioni99982 TOUCH BLU     dimensioni 99983 DOOR / P SENSOR      dimensioni

70x15x7mm 50x13x7mm

Sensore Apertura Sensore Apertura

Anta  : Grigio Anta  : Nero - Grigio 

Door  Sensor Door  Sensor

Grey Black - Grey

On / Off  On / Off  

12/24 Vdc 12/24 Vdc

output : 1 x 2 Amp. output : 1 x 2 Amp.

  

99987 R8 DOOR SENSOR      dimensioni 99988 FF DOOR SENSOR      dimensioni

Sensore D.15x15mm Sensore D.15x50mm

Modulo Dimmer Modulo Dimmer

On / Off  - Dimmer On / Off  - Dimmer

                       Push / 0-10V / 1-10V Push / 0-10V / 1-10V

12/24 Vdc DALI

output : 1 x 10 Amp.                           12/24 Vdc

output : 1 x 12 Amp.

vers. DA :   DALI

99990  DLN   10A     dimensioni 99992  DLD P   12A     dimensioni

99990  DLN DA   10A DALI 50x50x20mm 155x50x26mm
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 10 years warranty

Condizioni Commerciali  Generali

I prodotti   e  i  prezzi  a  listino   possono  subire  variazioni  senza  preavviso  e  in  base  alle  esigenze  di mercato o

al  costo  delle  materie   prime.   Per  ordini   in   corso  fanno  fede  i   valori  esposti  alla  conferma  d’ordine  emessa

Tutti i  dati  tecnici  riportati  nei  cataloghi  e  listini  sono  indicativi  e  non  impegnativi.  La   E.T.T.  Srl  si riserva il

diritto   di   apportare   tutte   le   modifiche   sia   ai   prodotti,   cataloghi,   listini ,    in   qualunque   momento   senza 

preavviso   e  a   suo  insindacabile   giudizio,   che   riterrà   convenienti  ai  fini  produttivi  o  al   miglioramento  della 

qualità,  prestazione ,  funzionalità  e  affidabilità .

I prezzi indicati nel  presente listino sono da intendere Franco Fabbrica

Sale General Conditions

The products in our product listings and the price list are subject to change without notice and 

Architecture of the Light

The products in our product listings and the price list are subject to change without notice and 

according to market needs or cost of raw materials.For orders in progress are authentic values 

exposed to theissued order confirmation.

All technical data contained in catalogs, price lists, are indicative and not binding.The E.T.T.Inc. 

reseves the right to make changes to both products, catalogos, price lists , at any time without notice and 

performance, functionally and riability.

The prices indicated in this list are to be understood Ex Works.

Condizione di Garanzia

E.T.T. Srl    offre una garanzia di 10 anni

Alimentatori elettronici / Driver sono esclusi dalla garanzia

Sono  anche esclusi  dalla  garanzia  i  prodotti  che  hanno  subito  un  utilizzo  diverso dalle indicazioni 

tecniche del  costruttore ,  per  sovratensioni ,  cortocircuiti , una   non  corretta  dissipazione  del  calore  

e per errato  collegamento   elettrico  o   di  installazione .

Condition Warranty

E.T.T. Ltd   offer a 10 year  warranty

Electronic ballast  / LED Drivers  are  excluded  from  the  garantee.

Escluded  are  the  products  which  have suffered  a  different  use  from  the  technical  indications

the   manufacture,   for   overvoltage,   short  circuit,  incorrect   heaat   dissapation   and    incorrect 

electrical  connection  or  installation.

    Made in  ITALY  

  at   its  sole  discretion,   it   deems   convenient   for  the  purposes  of  production   or  improving  quality , 



E.T.T. srl                   

Sede: Dealer :

Via  Milano n° 3      21020   Ternate  (VA)    Italy

Office:   

Via  Milano  ang. Via Venezia  22060 Cabiate (CO)  Italy

Tel. +39 031 6122171    -     +39 031 756748  

info@ett-led.com
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    Made in  ITALY  

  10 years warranty


